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EXECUTIVE SUMMARY

PROGRAM HEALTH AND SAFETY PLAN FOR CLEAN II

This Program Health and Safety Plan (PHSP) has been prepared for use by Bechtel National, Inc.
(Bechtel), in support of Program management and technical environmental services for the Naval
Facilities Engineering Command Southwest Division (SWDIV) execution of the Comprehensive
Long-Term Environmental Action Navy - II (CLEAN I1) Program.

This PHSP describes how Bechtel will implement the Health and Safety Policies contained in
Bechtel Corporate Policy 11I, "Safety and Health," the applicable Occupational Safety and
Health regulations, and SWDIV requirements. The plan also describes how these Program
requirements are translated into site-specific requirements for implementing the CLEAN II
Health and Safety Program at various facilities. Supplemental documents to this Program are the
CLEAN II Program Procedures (PP) and Standard Operating Procedures (SOPs) for Health and
Safety.

This PHSP has been reviewed and approved by the Program Manager (PGM), Operations
Manager (OM), and the Program Health and Safety Manager (HSM). The PHSP is being

_-._ submitted to the Navy SWDIV and to Bechtel Corporate Safety and Health Services for
concurrence.

This plan provides the framework, philosophy, policy, Program requirements, and regulatory
basis for the comprehensive Health and Safety Program for tasks presently anticipated within the
scope of the CLEAN II Program. This PHSP shall be incorporated by reference into appropriate
Program documents that pertain to Program activity which may affect Health and Safety.

Use of the term "Team" subcontractors refers te Brown and Caldwell (BC) and Kleinfelder (K)
employees; the term "Other Subcontractors" refers to subcontractors of Bechtel.

Each copy of this document is issued under controlled distribution. Uncontrolled copies shall be
marked "uncontrolled" before release.

CLEANII ProgramHealthandSafetyPlan page x
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Section 1

PROGRAM HEALTH AND SAFETY PLAN

1.1 PROGRAM HEALTH AND SAFETY PLAN

The Southwest Division, Naval Facilities Engineering Command (SWDIV), in San
Diego, California, has contracted with Bechtel for execution of the Comprehensive Long-
Term Environmental Action Navy - II (CLEAN II) Program, for southern California,
Arizona, and New Mexico. Bechtel National, Inc. (Bechtel), has established this Program
Health and Safety Plan (PHSP) to provide a basis for maintenance of a work environment
that does not compromise the health or safety of Program participants, activity personnel,
or the public. The plan also describes the organization and basis documents utilized to
assure compliance The Southwest Division, Naval Facilities Engineering Command
(SWDIV), in San Diego, with applicable federal, state, and local requirements for health
and safety.

1.2 PURPOSE

The purpose of this plan is to identify the CLEAN II Program health and safety
requirements, to present CLEAN II health and safety philosophy, and to define the
relationship of the CLEAN II Health and Safety Program and organization to the
SWDIV, Team subcontractors, and other subcontractors of any tier.

This plan provides the following functions:

• identifies the project, scope of work, and types of tasks to be performed;

• identifies potential hazards;

• identifies personnel protection req'hirements and safe working procedures;

• identifies reference documents that form the complete Health and Safety
Program;

,, establishes medical-monitoring and site-control programs;

• establishes workplace surveillance and atmospheric monitoring requirements;
and

• establishes contingency planning requirements.

This CLEAN II Health and Safety Program Plan implements the Occupational Safety and
Health Administration (OSHA) requirement that each employer develop and maintain a
written Health and Safety Program for its employees involved in hazardous waste

operations.

CLE._N!! pronr_mHa_lfh,qnd,qafp.ly,Plan page1-1
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Section 1 Program Health and Safety Plan

1.3 PHILOSOPHY AND POLICY

As a policy, the Department of the Navy, the Naval Facilities Engineering Command, and
associated environmental restoration contractors are committed to excellence in work

execution and safety performance. The (2[.EAN II Program Health and Safety Policy is

depicted in Figure 1-1.

1.4 BECHTEL CORPORATE SAFETY AND HEALTH PROGRAM

The Bechtel Corporate Policy 111: SAFETY AND HEALTH sets forth the Bechtel
corporate commitment to Safety Excellence. The policy states that Bechtel is dedicated

to the concept that all accidents are preventable. Accordingly, the company is committed
to achieving and sustaining "zero accidents" performance through continuous

improvement practices.

In support of Bechters mandate for Safety Excellence, the corporate Safety and Health

Services organization supports all Bechtel operations, including the CI.EAN 11 Program,
with staffing and a comprehensive program designed to meet the following objectives:

• provide a safe and healthful working environment for all employees;

• focus on eliminating occupational injuries and illnesses by implementing cost-
effective safety and health programs;

• promote a constant commitment to achieving and improving safety and health

excellence throughout the Bechtel organization;

• sustain a leadership position in the construction industry safety and health
field;

• implement programs to eliminate losses to equipment and/or property; and

CLEAN II ProgramHealth and Safety Plan page 1-2
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• implement programs that increase the quality of our services and products

through safety excellence.

1.5 SPECIFIC REQUIREMENTS

This plan has been prepared in order to meet the specific OSHA requirements established

for Hazardous Waste Operations and Emergency Response programs, SWDIV and other

Navy requirements, and Bechtel requirements, including the following documents:

• Safety and Health Requirements Manual, EM 385-1-1, Rev. 1992 , US

Army Corps of Engineers;

• Navy/Marine Corps Installation Restoration Manual;

• Federal Hazardous Waste Operations and Emergency Response, Title 29

CFR 1910.120;

• specific state general industry and construction industry occupational
safety and health standards;

• specific industry consensus standards that include American National
Standards Institute (ANSI), American Society for Testing and Materials

(ASTM), and Safety Equipment Institute (SED;

• Naval Facilities Engineering Command (NFEC), Environmental Contract

Quality Management Guide, P-1071, December 1992;

• Bechtel Safety and Health Manual, V. 1 (Safety Services) & V. 2 (Health
Services); and

• American Conference of Governmental Industrial Hygienists, Threshold Limit
Values. ©

This list, and any future amendments, comprise the "Program Basis Documents." A

complete list and copy of all authorized basis documents will be maintained by the HSM.
The Health and Safety Manager (HSM) will obtain SWDIV concurrence before

incorporating specific additional consensus standards, industry or government guidance
documents, or other good practices into the Program.

\w'

GLEAN II Pro,qramHealth and Safety Plan page 1-3
12:06 PMO 1/04/94a:_phspes_c I .docf_bs



Navy CLEAN II
Rev 0

01/04/94

Section1 ProgramHealth and Safety Plan

1.6 STATE REQUIREMENTS

Within the states, worker occupational health and safety protection and worker fights are
provided by state programs under the oversight of the federal OSHA. Each state within
the SWDIV region has developed an approved state plan pursuant to the Federal
Occupational Safety and Health Act. The CLEAN II Program is based upon federal
standards; where state requirements are more stringent, these requirements are
incorporated into site-specific health and safety plans (SHSP).

The California Department of Industrial Relations, Division of Occupational Safety and
Health, maintains the state program in California. California regulations are found in
Title 8, California Code of Regulations (8 CCR) and in the California Health And Safety
Code.

Arizona has adopted the federal OSHA regulations found in Title 29, Code of Federal
Regulations (29 CFR).

The New Mexico Environment Department, Occupational Health and Safety Bureau, has
adopted the federal regulations in 29 CFR with some state amendments.

1.7 REFERENCE DOCUMENTS

This plan is not complete and will not be used for work execution without the following
reference documents being made available to the reader and being maintained on-site during
work execution:

• The work plan for the task to be l_,rformed;

• The site-specific health and safety plan and supplements;

• The applicable CLEAN II Health and Safety Standard Operating Procedures
(SOPs); and

• The applicable CLEAN II Health and Safety Program Procedures.

1.8 HEALTH AND SAFETY DEPARTMENT ROLE

The Program Health and Safety staff serves in two major roles on the CLEAN II
Program. The Department provides a variety of functional and technical safety services
to the Program for Contract Task Order (CTO) field activities. The following roles will

_"_ be incorporated into responsibility statements for each health and safety staff position
category:

•.,,.,_,-,,,"'_-^_' ,," PrGgram ...... h ,,_ _._-_ _.__ n_n_.,_ 1-4
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• advising Program Management, Project Managers (PM), and CTO Leaders
(CTOLs) on health and safety matters;

• preparing site-specific Health and Safety Plans and amendments;

• providing area, personal, and environmental air monitoring;

• verifying and certifying that equipment is decontaminated;

• providing health and safety orientations for new Program/site employees;

• investigating incidents, accidents, and injuries;

• establishing site-control measures and posting requirements;

• emplementing the Hazardous Work Permit Program and assuring that

appropriate personal protective equipment (PPE) is utilized at all times;

• specifiying PPE, respirators, and safety supplies;and issuing certain
individually assigned items such as safety glasses, boots, hard hats,

respirators, and first aid kits;

_"_ • providing emergency planning and emergency response capability to field

operations; and

• providing medical and training status reports.

The staff also performs in a quasi-quality assurance role with respect to implementing of

health and safety requirements of the Program. Functions provided by the Department in
this category include:

• verifying that subcontractor, personnel meet medical, training, and

experience requirements;

• verifying that subcontractor Health and Safety Program documents meet

Program standards;

• verifying that field personnel comply with safe-work rules;

• verifying that subcontractors implement their Health and Safety Programs;

• providing authority to stop any work task if conditions become unsafe or if

field personnel do not implement Program requirements; and

• verifying that environmental regulatory compliance with respect to

operations and waste generation is maintained at all times.

The staff has an idependent reporting chain-of-command with respect to health and safety

compliance.

CLEAN il Plugla._ hen,u, a,,.. Oaf_t] Plan n_g.. !-5
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FIGURE 1-1

CLEAN H STATEMENT OF HEALTH AND SAFETY POLICY

Working as a team, all Navy CLEAN II participants will give the health, safety, and well being of
CLEAN II employeees, subcontractor employees, customer personnel, and the public priority
consideration during the planning and execution of Program work. In fulfilling this commitment, we
will:

• take all practical steps to safeguard our employees, subcontractor employees,

customer personnel, visitors, or the public from injury or illness by maintaining
an effective health and safety organization at all times;

• continually reaffn-m that no job is so important and no request is so urgent that

we cannot take time to perform our work safely;

• assure that all employees are provided with the proper safety equipment and

training and require employees to effectively use the safety equipment provided
and to observe Bechtel health and safety performance standards;

_._ • maintain an aggressive management commitment to the elimination of any
foreseeable hazards that may result in loss to personnel, property, or process by

providing effective and responsible planning and supervision that emphasizes

health and safety considerations;

• meet, if not exceed, the compliance requirements of all laws governing

employee and environmental health and safety,

• understand that control of loss to personnel, property, or process is the

responsibility of all management and employees alike; and
_t

• for ourselves and the activities we control, individually accept responsibility for

the Health and Safety Program effectiveness.

Each of us will embrace these commitments to loss prevention, regulatory compliance, and health

and safety excellence as a way of life, both on and off of this Program.

Program Manager
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PROGRAM REQUIREMENTS

The CLEAN II Program mission is to provide quality services to support the Navy in: expediting
hazardous and toxic waste site cleanup, providing emergency response to operational incidents;
and achieving regulatory compliance within SWDIV activities. The CI.I_.AN II Health and
Safety Program is an integral part of providing these services. In support of the Program,
Bechtel will develop plans and procedures to assure that health and safety issues are assessed
early, their cost and schedule impact are minimized, and that regulatory compliance requirements
are satisfied or exceeded.

2.1 TYPES OF TASKS ASSIGNED

The CI.F.AN II Program comprises several areas that are each subject to a unique
regulatory framework which varies from state to state, and in some cases regionally.
Each of the main Program areas will require a unique approach to the CLEAN lI Health
and Safety Program implementation.

2.1.1 Installation Restoration Program

Installation restoration includes various field assessments, remedial investigations,
feasibility studies and facility construction activities. These tasks require SHSP
developed with particular attention to the individual site characteristics.

2.1.2 UndergroundStorageTank Program

Assessment and planning for removal of underground storage tanks (USTs) are generally
subject to requirements similar to those for Installation Restoration. UST work is
expected to be limited principally to petroleum products storage, which permits a
standardized health and safety approach.

2.1.3 Asbestos Abatement Program

Asbestos evaluations, studies, and abatement are subject to unique OSHA and U.S.
Environmental Protection Agency (EPA) requirements. Work in asbestos-regulated areas
requires that some employees be trained and certified to different and more rigorous
standards, than installation restoration or UST workers. A separate health and safety
support approach will be taken with this work.

CLEANII ProgramHealthandSafetyPlan page 2-1
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2.1.4 Emergency-Response Support Services

Emergency-response support requires perhaps the most varied, and at the same time,
specialized capabilities. Emergency-response health and safety is regulated under the
same provisions as installation restoration work; however, plans prepared for site
investigation and restoration are not suitable for emergency response. Emergency
response contractors will have preapproved Health and Safety Plans suitable for a wide
range of emergency-response situations.

2.2 ADDITIONAL TASKS

Additional tasks within the scope of the Program that have health and safety requirements
may include:

• polychlorinated biphenyl (PCB) management,

• air pollution assessment and management,

"_" • hazardous substance contingency planning, and

• radiological assessments.

Plans, Program Procedures (PPs), and SOPs will be developed as these and other
additional elements are tasked.

2.3 PROGRAM PLANS

An SHSP will be developed, encompassing a wide range of tasks and anticipated hazards
associated with Program operations.

2.3.1 Site Health and Safety Plan Supplements

Site-specific supplements are prepared to meet OSHA requirements for work on sites
within the scope of the Hazardous Waste Operations and Emergency Response Standard.
Site-specific supplements and the arrangement of site-specific plans will be consistent
throughout this Program. The content and arrangement is specified in Section 22 of this
Program Plan. The SHSP and supplement will comprise the plan for a specific task,
group of tasks, or CTO.

CLEANII ProgramHealthand SafetyPlan page2-2
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2.4 PROGRAM PROCEDURES

PPs are prepared to describe and provide implementing guidance on health and safety

matters that are best addressed on a programmatic basis. PPs will be used to set forth the

method of implementation of programmatic health and safety requirements, particularly

those with nonoperational elements. Examples of PPs for safety and health include the

following:

• Medical Records Management,

• Medical Surveillance Program,

• Hearing Conservation Program, and

• Health and Safety Training Program.

PPs are based on the established Bechtel Safety and Health Procedures Manual and will

be prepared to reflect the requirements of this Program.

2.5 STANDARD OPERATING PROCEDURES

SOPs are prepared to provide instruction on performance of health and safety tasks.
SOPs establish a uniform methodology Program-wide to perform a particular task. Site-

specific Health and Safety Plans will reference SOPs for standard practices. SOPs will be
used to provide instruction on operational tasks for health and safety. Examples of SOPs

for health and safety include the following:

• air surveillance instrument calibration,

• air surveillance instrument operating procedure,

• respirator maintenance procedure,

• decontamination protocol, and

• site-specific health and safety orientation.

A basic set of SOPs will be prepared initially to support general tasks. Additional SOPs

will be prepared as required for specialized work.

CLEAN II Program Health and Safety Plan page 2-3
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2.6 TRAINING PLAN

A Health and Safety Training Plan will be prepared to identify resources available to
accomplish the training at minimal cost to the Program. The training plan will also
identify the types of training required for Project personnel. It also will identify
company, team subcontractor, government, and commercial training resources available
in the local area as well as minimum standards for training providers used by the
Program.

2.7 INSPECTION AND OVERSIGHT PLAN

The Inspection and Oversight Plan will specify the means and methods of accomplishing
regular and frequent inspections required by Program-basis documents. The health and
safety oversight process is independent of the Program Quality Assurance function, and it
serves to provide an in-depth and ongoing review of all health and safety activities.

!_-- 2.8 PROGRAM POLICIES

Program policies are established to implement Bechtel's commitment to excellence in
health and safety. The basic Program polices established are described below.

2.8.1 Program Safety and Health Mandate

Each Program task shall be executed by personnel in a manner consistent with the
Program Health and Safety Policy. Program work shall be planned and accomplished in
a manner that provides a work envtronment which will not compromise the health or
safety of any individual associated with the work conducted, activity personnel, or the
public. The program will consider health and safety as the first priority in planning and
executing work. The program will strive to eliminate all occupational illness and injury.

2.8.2 As Low as Reasonably Achievable

The Program policy is to maintain exposures to hazardous chemical, physical, or
biological agents at levels that are as low as reasonably achievable (ALARA). ALARA
is achieved through proper training of employees, adequate work procedures, adequate
engineering controls, proper personal hygiene practices, and use of protective equipment.
Each individual working in a controlled area is required to adhere to established ALARA

_---_ policies. The ALARA policy will be considered in the development of work plans and
health and safety plans. The ALARA Program concept does not mandate zero or
undetectable exposures; rather, ALARA is a conceptual philosophy for minimizing
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exposure considering the nature of work, practicality of control measures, and the hazard
or risk from a particular agent considering exposure levels, exposure times, and other
relevant factors.

2.8.3 Stop-Work Policy

The site health and safety officer has the authority to stop any aspect of field activity that
is not in substantial compliance with Program requirements, or otherwise represents a risk
of significant health effects or exposure to unsafe conditions. The Navy may stop work
at any time for unsafe conditions.

2.8.4 Carcinogen Exposure Policy

The Program policy is to identify in the SHSP, when their presence becomes known or
suspected on-site, chemicals that are recognized as eonftrmed human carcinogens or
suspect human carcinogens by the principal authoritative bodies, the American

_._ Conference of Governmental Industrial Hygienists (ACGIH), the National Institute of
Occupational Safety and Health (NIOSH), the International Agency for Research on
Cancer (IARC), and the National Toxicology Program (NTP). Exposure by any route to
recognized human carcinogens without published exposure limits shall be maintained at
the absolute practicable minimum level.

2.8.5 Buddy System Policy

The Program policy is to assign workers in groups of two for work of a hazardous nature,
or whenever workers may become isolated. The buddy system is a safety practice in
which each individual is concerned with the health and well-being of their buddy. The
buddy system will be implemented during on-site activities in Level A or Level B
protection, and as determined necessary by the Health and Safety Supervisor (I-ISS) for
other activities. The buddy system will always be implemented for emergency activities
whenever the emergency plan has been activated.

2.8.6 Effective Means of Communication

The Program policy is to establish effective means of communication for requesting
medical and other emergency-response services. Effective means of communication
include temporary land lines, mobile telephones, radios, marine radios, or special systems
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(VHF-SSB, trunked commercial service, Navy services) in remote areas. Standard
commercial two-way radios will typically be used for intraproject communications at
field sites.

2.8.7 Emergency Medical Services

The Program policy is to assure prompt and effective means of providing adequate
medical facilities that are available at all times for project employees. Prior to field work
of a potentially hazardous nature, and for all field work in remote areas, emergency
medical facilities, transporters, travel routes and communications will be in place.

2.9 COMMITMENT FOR CONTINUOUS IMPROVEMENT

Health and safety staff will execute their work in partnership with other Program
personnel with a critical awareness focusing on process improvement: how better

_ Program implementation can be achieved; how activities can be carded out more
efficiently; or how we can attain our work objective in a more productive manner.

2.9.1 Commitment to Continuous Improvement (CCi) Program
Mission Statement

The Health and Safety CCI Mission is to prevent injuries, illnesses, and damage to
equipment and property through sustained dedication to health and safety excellence and

to provide quality health and safety services to the Program by developing and executing
cost-effective, site-specific Health and Safety Plans. The health and safety staff will
constantly strive to strengthen and improve the Program's health and safety performance
in the field and in its offices as well as to promote and enhance across-the-board
employee and management involvement and ownership of the Health and Safety
Program.

2.9.2 Specific CCI Activities

The following are typical CCI activities that may be implemented on the Project:

• An annual review of CCI activities will be conducted.

• Managers and supervisors will strive to improve Health and Safety Program
implementation.

• CCI review will be incorporated in annual PP and SOP reviews.
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2.10 QUALITY ASSURANCE FOR SAFETY AND HEALTH

Health and Safety functions and activities will be subject to Quality Assurance (QA)
oversight to the same extent as other support elements of the Program. The Health and
Safety Department will strive to assure quality, principally through inspections, internal
peer reviews, and oversight visits of operational activities. The Quality Manager will
provide an independent evaluation of Program performance on an annual basis.

2.11 INJURY AND ILLNESS PREVENTION PROGRAM

This Program plan describes the measures necessary for compliance with 8 CCR 3203,
Injury and nlness Prevention Program. Detailed measures are included in site-specific
health and safety plans, PPs, and SOPs. The program includes the following elements:

• identification of authority and responsibility,

• compliance with safe and healthy work practices,

• communication of occupational health and safety matters,

• inspections of the workplace, and

• training and instruction of all employees.

CLEANl{ ProgramHealthandSafetyPlan page2-7
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SCOPE AND OBJECTIVES

This Navy CLEAN II Health and Safety Program Plan applies to all work performed by
employees of Bechtel, Bechtel Team subcontractors, or other subcontractors of any tier
performing field work for the Program. It specifically does not apply to office work
environments of any subcontractor, vendors providing supplies or materials not delivered by its
employees to the site, common carriers delivering material outside of controlled areas, or to
subcontractor activities at their facilities. This plan does not apply to laboratories providing
sample analysis, except to the extent that subcontract requirements incorporate special handling
procedures for hazardous or toxic samples. This plan does not apply to armed services members

or DoD civilian personnel, except to the extent that they will be requested to follow site
requirements when within Program-controlled areas. This Plan is otherwise a Program document
applicable to all Program work activity.

3.1 HEALTH AND SAFETY RESPONSIBILITIES -

Health and Safety encompasses all measures, practices, techniques, and controls used to
assure a safe and healthy work environment for Program personnel, site visitors, armed
services members and DoD civilian employees, and the public. Any activities that may
affect the foregoing are within the scope of health and safety procedures.

3.1.1 Bechtel

Bechtel, as the Navy CLEAN II Prime Contractor, is responsible for administration of the
requirements in this plan and for assuring compliance by Bechtel, Team Subcontractors,
other subcontractors, vendors, and visitors. Bechtel is responsible for the health and
safety of Bechtel personnel. Bechtel will provide a Program Health and Safety
Orientation and a site-specific Health and Safety Orientation for all field employees;
however, each subcontractor is responsible for assuring that all its personnel are

thoroughly familiar with the requirements applicable to their task.

3.1.2 Bechtel Team Subcontractors

Bechtel Team Subcontractor personnel working in any field capacity on the Program will
implement the principles, philosophy, and requirements set forth herein. Team
subcontractor personnel are trained in and meet the same Program Health and Safety
requirements as Bechtel personnel while performing field work.

_ Each Team Subcontractor will maintain an independent comprehensive health and safety
program consistent with its corporate requirements. These programs assure that the
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individuals assigned to Program field activities have met all general health and safety
requirements necessary under applicable OSHA regulations and Program requirements.

3.1.3 Other Subcontractors

Other subcontractors shall be solely responsible for the health and safety of their
employees while conducting work on the CLEAN II Program. Other subcontractors,
shall be provided the CLEAN II Program Health and Safety Plan and applicable SHSPs.
They shall be guided by the principles, philosophy, and requirements set forth in this
plan. It shall be their responsibility to assure that their personnel are trained in the
Program health and safety requirements before performing field work.

Each subcontractor will maintain an independent comprehensive health and safety
program. Each subcontractor will establish as necessary, interfaces between its standard
programs and the CLEAN II Program.

3.2 HEALTH AND SAFETY PERFORMANCE OBJECTIVES

Traditional methods of measuring performance by compiling statistics are not necessarily
true indicators of performance for environmental or hazardous materials programs. Since
many of the potential health effects that may be experienced in the environmental field
have delayed outcomes, other indicators of performance will be required for this
Program.

These other indicators of safety performance will focus on elimination of unsafe acts that
can lead to accidents. They will be established in addition to standard OSHA and ANSI
statistical indicators. Independent audit by QA personnel will be included in the measure
of performance. Standard inspection checklists, site reviews, QA site visits, and other
reports will be considered in evaluating safety performance of each CTO.

3.2.1 Bechtel Personnel - Safety Performance

The HSM will evaluate field implementation of the CLEAN II Healh and Safety Program
by performing regular and frequent inspections of all field sites. Each HSS will also
perform support and oversight visits of assigned sites. Corporate evaluations or reviews
may also be scheduled periodically.'(
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The HSM will prepare an annual evaluation of safety performance, with employer and
task breakdowns. These evaluations and any recommendations for necessary corrective
actions will be submitted to the Program Manager.

3.2.2 Program Health and Safety Objectives

The Program will establish objective measures for health and safety performance using
objective criteria. Program objectives will apply across-the-board to all work performed
on the Program. Individual CTOs may also establish safety objectives. The basic
objective for CLEAN II work is zero accidents, zero injuries, and zero occupational
illnesses for all Program personnel and activities.

3.2.3 Other Subcontractors

Subcontractors will be required to submit experience-related information when bidding
on Program work. Such data shall be critically considered during the procurement cycle
for any solicitation in support of Program activity.
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ORGANIZATION AND RESPONSIBILITIES

Program management and supervisory staff responsibility with respect to health and safety are
described in this section.

4.1 PROGRAM AND TASK MANAGEMENT PERSONNEL

Each level of management is responsible for the safety performance of subordinates.
Each manager will include safety performance as a criterion in performance evaluations.
The HSM will provide summary safety performance information and guidance in
evaluating safety performance to managers.

4.2 BECHTEL CLEAN II PROGRAM MANAGER

The Bechtel CI.I_-ANII Program Manager (PGM) is ultimately responsible for, and has
the authority to provide a Health and Safety Program that meets the level of effort
necessary to support CLEAN 1I activities. The PGM is ultimately responsible to Bechtel
senior management for CI.F.AN II Program safety performance and will hold Program

,._, personnel responsible for the safety performance of personnel at each level who
ultimately report to him.

4.2.1 Bechtel CLEAN II Managers and Supervisors

The CLEAN II managers and supervisors are responsible for assuring that the established
Health and Safety Program is implemented in the planning and execution stages of all
Program work. Every project manager, CTO leader and all supervisors are responsible
for implementing the SHSP for activities, for which they are responsible. Each manager
and supervisor is responsible for the safety performance of their assigned projects. Each
manager and supervisor is responsible for communication of safety performance
expectations to subordinate employees. Each manager and supervisor will consider
safety performance in the evaluation of subordinate employees.

4.3 HEALTH AND SAFETY STAFF QUALIFICATION AND TRAINING
REQUIREMENTS

The health and safety staff shall meet minimum training and experience requirements.
These requirements are set forth below.
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4.3.1 Program Health and Safety Manager

The Program Health and Safety Manager is responsible for administration, technical
support, and oversight of the CLEAN II Health and Safety Program. The HSM will be a
health and safety professional with a bachelor's or master's degree in physical sciences or
engineering, advanced training in industrial hygiene, and 10 years of professional
experience in the field, at least two of which are in a field hazardous-waste-operations
environment. The HSM will also be Certified in the Comprehensive Practice of Industrial
Hygiene.

4.3.2 Bechtel CLEAN II Health and Safety Supervisor

The Bechtel CLEAN II Program will be executed from the Project Execution Offices
(PEOs) in San Diego and Norwalk, California. The Health and Safety Supervisor (I-ISS)
in each Program office location will be responsible for providing operational field
support and technical assistance to CTOs.

The HSS will be a health and safety professional with a bachelor's or master's degree in
physical sciences or engineering, advanced training in industrial hygiene, and seven years
of professional experience in the field, at least two of which are in a field hazardous-
waste-operations environment.

4.3.3 Site Health and Safety Officer

The Health and Safety Manager (HSM) will assign a Site Health and Safety Officer
(SHSO) to each field t,ssk. The SHSO Will be responsible for assuring that all Program
personnel and subcontractors follow health and safety requirements and that the SHSP is
implemented. The SHSO will perform routine air monitoring during field operations. The
SHSO will be responsible for maintaining all required documentation and fding reports
with the HSS.

The SHSO is a Bechtel National, Inc., employee who may be a Health and Safety
Professional, an environmental scientist, or engineer. The SHSO will have suitable
technical training, at least three years of experience performing environmental work
similar in nature to assigned tasks, and at least one year serving at least part time in a
health and safety role. The SHSO will also have completed the OSHA eight-hour
hazardous-waste-operations training for supervisors, and Program health and safety
training for SHSOs. The SHSO also will participate in ongoing Program training in
SHSO duties, responsibilities, and equipment use, if not assigned to full-time health and

!

safetyduties.
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The SHSO will be supported by the HSS, HSM, and specialist personnel as required.

4.3.4 Site Health and Safety Coordinator

The Site Health and Safety Coordinator (SHSC) is a Bechtel National, Inc., employee
responsible for implementation of the site-specific health and safety plan in the absence
of the SHSO. The SHSC will have completed the the OSHA eight-hour hazardous-
waste-operations training for supervisors and an orientation at the start of field work. The
coordinator will be used at sites where a SHSO is not required.

4.4 RESPONSIBILITIES OF SUPERVISORS FOR HEALTH AND
SAFETY

Every supervisor is directly responsible for implementation of applicable Program
requirements for work they control. All Program supervisors will be evaluated for health
and safety performance in addition to other factors. All supervisors directly responsible
for field work will receive OSHA eight-hour supervisor training.

4.5 HEALTH AND SAFETY ORGANIZATION

4.5.1 Health and Safety Manager

The HSM is independent of Program operations and reports directly to the PGM. The
HSM reports functionally through the Corporate Health Services Manager to the Bechtel
Vice Present for Safety and Health Services. The HSM is also accountable to the Bechtel
Remediation Center Manager of Operations.

All Program health and safety staff report functionally through the HSM.

4.5.2 Health and Safety Supervisor

The HSS is functionally independent of Program operations and reports to the HSM. The
HSS provides day-to-day operational support for field activity and supports multiple
project managers. The HSS provides all field support functions through assigned SHSOs.
All SHSOs report and are accountable to the HSS for health and safety activities.
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4.5.3 Site Health and Safety Officers

The SHSO is typically an engineer or environmental specialist _colo_st, hydrolo_st,
environmental scientist, sampling specialist, etc.) with an interest in and qualifications for
providing health and safety support, or an intermediate-level health and safety
professional with collateral task responsibilities (waste management, water sampling,
etc.). The individual designated as SHSO will consider the health and safety function
primary while field assigned. An approved list of qualified SHSOs will be maintained by
the HSM. Collateral-duty SHSOs will be required to participate in an ongoing
qualification and training Program in addition to the basic required hazardous waste
training and supervisor training. The HSM will determine which personnel are
appropriate for a particular task and may require job coverage by Health Services staff
based upon consideration of the potential hazard.

4.6 HEALTH AND SAFETY PROGRAM STAFF DEVELOPMENT

The Program will provide ongoing training opportunities required to maintain the
certification and credentials required by regulatory authorities.
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HAZARD ANALYSIS

Preparation of site-specific health and safety plans will include a job-hazard analysis of tasks
identified in the work plan. This analysis will be performed in order to identify the hazards that
are likely to be present, and to develop appropriate compensatory and protective measures. This
analysis will identify any monitoring and testing necessary to assure that a safe and healthful
work environment is maintained. A summary of the assessment is presented in the SHSP.

5.1 CHEMICAL HAZARD ANALYSIS

The assessment will consider:

• chemicals present on site (maximum and average concentrations and media);

• toxicological properties (IDLH concentrations, acute effects, significant exposure
routes, target organs for chronic effects);

• warning properties (odor, odor threshold), exposure-limit concentrations, or dose
rates;

"_--- • flammability range; and

• reactivity and incompatibility.

For chemicals without exposure limits published by authoritative sources, the review
shall utilize the National Institute of Occupational Safety and Health (NIOS/-I) Registry
of Toxic Effects of Chemical Substances (RTECS), other NIOSH sources or EPA
databases for toxicity information.

The hazards present on the site will be explained so a typical site worker can understand
the risks and potential consequences of working on the project.

Methods for monitoring chemicals present (or an indicator subset) on-site, including
instrument type or sampling method, will be described in SHSPs. Action levels for
initiation of protection measures will also be provided and updated as the work
environment is characterized. In the case of carcinogens, monitoring methods shall
utilize best available technology, and action levels shall incorporate practicable
conservatism with due consideration for duration of potential exposure.

CLEANII ProgramHealthand SafelyPlan page 5-1
phsp 5.doc01104,'94 01: 4o I"M_/OS



Navy CLEAN II
Rev 0

01104/94

Section 5 Hazard Analysis

5.2 BIOLOGICAL HAZARD ANALYSIS

Biological monitoring for etiologic agents shall be evaluated and incorporated in the medical
Program if the potential exposures warrant. Professional judgment of the medical provider and
HSM will be relied upon where no standards are established. Etiologic agents of concern may
include waterborne bacteria, molds and spores, and infectious waste materials.

Protective measures shall be identified for incorporation in the Health and Safety Plan.
Prophylactic measures and additional surveillance recommended or approved by the Bechtel
consulting occupational medical physician will be incorporated in the Health and Safety Plan.

If additional hazards not identified or addressed in SOPs, the HSS shall prepare a supplemental
hazard assessment.

5.2.1 Poisonous Plants, Animals, and Zoonosis Hazards

The SHSO shall screen the area for these biological hazards during the initial site visit and shall
_.. discuss any problems with installation personnel during the prework review. Prior to entering

remote areas, the HSS will contact the Navy and civilian public health officials to identify unique
biological hazards. Multiple biological hazards are present at most sites. The most common
hazards anticipated include rattlesnakes, insects, ticks, poisonous plants, vermin, marine life, and
wild dogs.

5.3 PHYSICAL HAZARDS ANALYSIS

The physical hazards associated with Program adtivity include noise; heavy equipment operation;
falling, slipping, and tripping; manual lifting; heat stress; working over water; and fire or
explosion hazards. Each physical hazard and assessment associated with site work will be
described in the SHSP and site-specific supplements. These plans will provide additional
information on protective and precautionary measures to be taken.
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Section 6

SITE CONTROL

A site-control Program will be established based on site-specific characteristics. Salient site-
control requirements will be incorporated in SHSPs.

• Control procedures are established in accordance with the following considerations:

• potential hazards (chemical/biological/physical);

• terrain;

• weather conditions; and

• site characterization (remedial activities).

6.1 HAZARDOUS WORK PERMIT

Hazardous work permits (HWPs) are prepared for site tasks based on the requirements
established in the SHSP. HWPs are generally prepared for activities having potential
contact with or exposure to hazardous substances, physical agents, biological hazards, or
safety hazards. HWPs will be initially approved by the HSS. Modifications requiring
more protection will be issued by the SHSO based upon changing site conditions;

:'-" modifications that are less protective will be approved by the HSS. The operations
supervisor responsible for the work (CTOL, PM, etc.) will also approve the HWP.
Depending on the installation, a facility representative may be required to provide written
authorization to proceed, after all clearances are completed. HWPs are posted or readily
available to all site workers. The HWP provides documentation of the specific protective
ensemble and other precautionary means used at a particular time. Normally, the HW
will address the following:

• exposure-monitoring requirements;

• respiratory protection;

• PPE and clothing;

• compliance with rules regarding prohibited activities;

• special decontamination procedures, hygiene facilities, and practices; and

• employee information and training.

Emergency responses where serious impacts could result if time were taken for HWP
preparation and approval are not covered by the HWP requirement.
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6.2 SITE WORK AUTHORIZATION

The approved HWP provides a general authorization to work. A list of authorized HWP
approvers will be maintained by the HSM.

6.3 CONTROLLED AREA ACCESS

Access to work areas will be facilitated through a system of controlled-access areas and
site-access controls, which will be described in SHSPs.

All areas to which access is controlled by the Program are identified as controlled areas.
Within controlled areas are the usual contamination-reduction zone and exclusion zones.

Areas requiring special-access controls where access is restricted due to security,
radiological, unexploded ordinance or other special concerns as described below are
termed restricted areas. Each SHSP will describe the area access provisions to be
established and maintained for work. Typical means that may be employed on the

,_._ Project include:

• an access-control register, which will be maintained at the controlled area
boundary to record the number and identity of individuals in the area;

• requiring all personnel to sign the access control log before entering the
controlled areas and each time upon leaving; and

• requiring that personnel or equipment enter or leave the through the site-
access control point.

6.4 INSTALLATION ACCESS

Installation access and security requirements will be included in SHSPs.

6.5 VISITOR ACCESS

Visitor access will be limited to essential visitors. Normally visitors will not be permitted
within controlled areas unless they are going to perform essential duties.
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6.6 RESTRICTED WORKAREAS

Restricted work areas are areas requiting special-access control beyond the controlled-
area boundary. These areas will be established to control accessand operations in
locations where exposure to hazardous material above guidelines can occur. Special
features and boundaries will be incorporated in the design of a restricted work area based
on the level of contamination and/or potential for exposure. Restricted work areas may
be controlled by guards, administrative controls, locks, or a combination of these
methods.

6.7 SITE RECORDS

6.7.1 Site Log

The SHSO will maintain a daily health and safety activity log. This log will capture all
significant daily activities related to health and safety concerns. The information related
to health and safety may also be recorded in the technical field log; however, this will not
serve as the primary document for recording health and safety information.

6.7.2 Daily Exposure Monitoring

The SHSO will maintain a daily record of exposure monitoring conducted at field sites.
This record will identify the monitored air constituents, the type of monitoring (area,
personnel, environmental), and the monitoring result.

6.7.3 Calibration Records

Monitoring instrument calibration information will be recorded on specific forms
established for this purpose.

6.7.4 Other Health and Safety Forms

A variety of health and safety forms will be available for capturing specific information
that will be organized topically for later reference. Use of forms is described in PPs and
SOPs. A standard set of forms will be available in hard copy and computer format.
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DECONTAMINATION

Decontamination procedures will be implemented at each site to prevent the transfer of
contaminated material or hazardous waste to uncontrolled areas.

7.1 VEHICLEAND EQUIPMENTDECONTAMINATION

Vehicles and equipment entering controlled areas are in intimate contact with the ground
and present the greatest potential for transfer of contamination off-site. Vehicles and
equipment will be decontaminated to meet technical requirements and minimize cross
contamination of samples, as required. Prior to leaving installation work areas, a final
decontamination of all vehicles and equipment that have entered Program controlled
areas will be performed under supervision of the SHSO. The SHSO will prepare a
written certification of decontamination after inspection of the equipment.

7.2 APPAREL DECONTAMINATION

Reusable PPE will be decontaminated each time it leaves the controlled area. Some

items, such as hard hats, outer gloves, and boots, may be left within the controlled area
for decontamination at the end of the task.

7.3 HAZARDOUS WASTE MINIMIZATION PRACTICES

Personnel will be instructed in techniques to minimize hazardous waste, including
segregation of investigation-derived wastes, when highly contaminated materials are
identified.

7.4 TESTING REQUIREMENTS FOLLOWING DECONTAMINATION

Where necessary for sites containing hazardous substances (e.g., PCBs, radiological
contaminants, and highly toxic materials) in high concentrations, prerelease testing will
be required. Protocols will be included in the SHSPs as required.

7.5 CERTIFICATION OF DECONTAMINATION

Certification will be provided whenever equipment is returned to the government, and
when required by subcontractors, or rental companies. Full certification will not be
provided for equipment that cannot be disassembled for complete inspection (e.g.,

_,_,,_ drilling rigs, cranes, and vehicles.) In such cases, a conditional certification will be
prepared.
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7.6 FACILITIES FOR PERSONNEL DECONTAMINATION

Facilities for personnel decontamination will be established at sites, commensurate with
the degree of contamination potential. Typically, at each group of work locations, a
safety-apparel decontamination station will be established. Soap/detergent, rinse water,
towels, wash pans, and brushes for scrubbing boots will be available. Waste generated
from decontamination will be properly disposed in accordance with the Program and
installation waste management plans. The SHSP will specify a decontamination station
arrangement and decontamination protocol.

Personnel may be subject to potential skin or eye irritation from various chemicals on-
site. An eyewash station and an appropriate method for decontanfinating the skin will be
available in areas where eye and skin contamination may result from contact with
corrosive or toxic chemicals. TypieaUy, the SHSP will require that each subcontractor
provide several one-quart eyewash bottles for each field location (e.g., drilling location,
wash-down facility) along with a five-gallon carboy filled with potable water reserved for
emergency deluge. Where significant quantities of corrosive materials or free product
layers are expected, a portable safety eyewash system and deluge that meets the 15-

"_"_ minute-continuous dual-stream flush requirement will be provided.

7.7 FACILITIES FOR EQUIPMENT DECONTAMINATION

Facilities will be established for decontamination of sampling equipment, vehicles, heavy
equipment ( drill rigs, excavators, etc.) at each site. Typical decontamination will consist
of steam cleaning. As required, contaiaament facilities will be established to prevent
runoff of decontamination solutions.
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MEDICAL SURVEILLANCE

The purposes of the Medical Surveillance Program are:

• to assess the individual's health prior to handling hazardous materials;

• to determine the individual's suitability for work assignments requiring the use of
personal protection clothing and equipment; and

• to monitor for evidence of changes in the individual's medical indicators that could
be related to the work.

This medical assessment will address expected conditions that would predispose the employee to
illness upon exposure to hazardous substances or from the physical demands of using PPE, such
as respirators and protective clothing. A satisfactory physician's statement, certifying that the
employee is physiologically fit to work in a hazardous environment and wear prescribed
respiratory protection, will be received by the H&S staff before any employee starts field work
where medical surveillance is required.

8.1 PROGRAMS

All CLEAN II Program employers providing field personnel to CLEAN II sites will be
required to establish a medical surveillance program. Team subcontractors have ongoing
programs that meet Program and OSHA requirements. Other subcontractors will be
required to develop and implement compliant programs in accordance with minimum
specifications included in subcontracts. A PP and the SHSP will be used to supplement
existing medical surveillance programs as required. All Program personnel will be
required by their employer to participate ..inits medical surveillance program before being
permitted to work in controlled areas. Where controlled areas are established, exceptions
will be considered for good cause shown, and will require approval of the HSM and OM
for limited duties or one-time entry where no significant exposure risk is present.

8.2 MEDICAL SURVEILLANCE RECORDS AND TRACKING

The HSM will maintain, via a stand-alone computer or network database, qualification
status of all Program personnel including subcontractors. Due to the confidential nature
of medical records, only nonconfidential information will be available via the network.
The HSM will publish a monthly update of medical qualification status of Program
employees.
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8.2.1 Employer Records

Each employer will maintain an independent Program for its employees in accordance
with company procedures. The SHSOs and managers will be provided with certification
reports and medical restrictions to validate each employee's status with regard to
participating in field operations.

8.2.2 Medical Restrictions

All Program employees performing field work shall immediately inform the HSS of any
medical restrictions. If the employee desires confidentiality, this information may be
forwarded directly to the Program HSM. The use of prescription or nonprescription
medication that may impair an employee's judgement or performance to the extent that it
may endanger the health or safety of personnel during field operations is prohibited. If an
employee is in doubt about his condition, the HSM will arrange a review with the
Program medical consultant. Each employeer is responsible for managing this matter for
its employees. Any limitations based upon medical condition or prescription drug use

_... will be evaluated by the Program medical consultant.

8.3 SPECIAL MONITORING PROTOCOL

Special monitoring protocols may be established where warranted. Examples of special
monitoring protocols that may be implemented are set forth below.

8.3.1 Radiological Hazards '

Personnel who work in areas with potential for significant external radiation exposure
will be monitored for external exposure using standard fdm or thermoluminescent
dosimetry. Where significant airborne exposure is possible, air monitoring and bioassay
may be employed to confn'm that internal exposure has not occurred.

8.3.2 Asbestos

Asbestos workers will receive the standard OSHA asbestos medical surveillance protocol.

8.3.3 Benzene

'--_-._ Workers in established benzene-regulated areas will receive the standard OSHA benzene
medical surveillance protocol.
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8.3.4 PCB

Workers in areas characterized by the presence of PCBs where potential exposure levels
exceed OSHA limits, notwithstanding respiratory protection, will be monitored pre- and
postactivity for serum PCBs.

8.4 MEDICAL SURVEILLANCE SUBMITTALS

Medical surveillance submittals are required prior to work. The health and safety staff
will verify qualications of all field personnel.

8.4.1 Team Subcontractors

Prior to working on any Program site when medical surveillance is required for the lrh-'st
time, team subcontractor personnel shall register with the Program HSM in order to
establish medical fitness to work on the project. Medical qualification expiration dates,
work limitations, and approved respirators shall be entered into the Program database, for

_._ use by SHSOs.

8.4.2 Other Subcontractors of Any Tier

Prior to working on any Program site for the first time when medical surveillance is
required, other subcontractor personnel shall register with the SHSO in order to establish
medical fitness to work on the project. The SHSO shall forward these records to the
Program HSM for inclusion in Program records.

8.5 PROGRAM IMPLEMENTATION

Bechtel will use the services of a firm specializing in occupational medicine practice for
employees based in Norwalk and San Diego, California, that are assigned to the CLEAN
II Program. San Francisco and Oak Ridge-based employees participate in established
surveillance programs. Team subcontractors have established programs for their
employees. Bechtel and Team subcontractor programs will meet the highest standards
for medical surveillance programs in accordance with each company's corporate
standards.

Employees will be examined by a qualified physician who specializes in occupational
medicine. The examining physician will perform medical examinations and tests

_.___ specified in the medical surveillance program procedure, and the physician wiU review
the results to determine whether each worker is medically qualified to perform the
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proposed hazardous work. The need for subsequent medical examinations will be
determined by the HSM and the occupational physician.

8.6 ASSESSMENT PROTOCOL

A basis health assessment protocol is specified in Program procedures. The occupational
physician will tailor each assessment to individual needs and the work environment. The
physician will be provided with all relevant individual information.

Additional medical examinations shall be conducted in the following circumstnces, as
specified in the OSHA standard:

• after acute exposure to any toxic or hazardous material;

• at thediscretion of the HSS and the consulting occupational physician when an
employee has been exposed to dangerous levels of toxic or hazardous
materials;or

• after an employee is injured, becomes ill, or develops signs or symptoms due
_._ to possible exposure to toxic or hazardous materials.

Unscheduled medical examinations shall include procedures and tests deemed
appropriate by the physician. Examinations will be provided without loss of pay as
required by OSHA.

8.6.1 Exit/Termination Medical Exam
6

All employees participating in the medical surveillance program shall be provided an exit
or termination medical exam within 30 days after the conclusion of an individual's work
for an employer. The exit/termination exam shall be provided regardless of the cause for
an individual to leave the facility. An exit/termination exam may be preempted if the
period since the employee's last exam has not exceeded 60 days, the employee has not
worked in the exclusion or contamination reduction zones, and the employer obtains the
concurrence of the consulting occupational physician and the HSM.

8.6.2 Information Provided to the Physician

The HSM will provide the medical provider a copy of 29 CFR 1910.120 and information
describing employee work activities, potential health and safety hazards, anticipated
exposure levels, and the PPE anticipated to be used by employees.
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8.7 MEDICAL RECORDS DOCUMENTATION

Medical surveillance records shall be maintained by each employer or by the medical

provider for all personnel participating in its medical surveillance program. The medical

records will typically include:

• the employee's name and social security number;

• physician's written opinions/reports, recommended limitations and results of
examinations and tests;

• the Physician's Statement form, signed and dated by the examining or
consulting physician, certifying the employee as medically fit to work at the
hazardous waste site and requiting tthe employee to wear respiratory and other
PPE;

• any employee medical complaints related to hazardous substance exposure;

• information that has been provided to the physician by the SHSO or the
individual's employer;

_,.,_ • a copy of any accident report form pertaining to an accident or injury
involving the employee;

• copies of Return to Work Authorizations signed by a physician;

• copies of employee industrial hygiene exposure-monitoring results;

• copies of employee occupational noise exposure-monitoring results;

• copies of employee heat stress monitoring data; and

• any written requests for access to ,medical records.

Medical records generated for facility personnel participating in the medical surveillance

program shall be maintained by Bechtel and the examining or consulting physician(s) for

30 years as stipulated by OSHA requirements.

• 8.7.1 Access to Personnel Medical Records

Upon receipt of a written request by an employee or an employee's authorized

representative, the HSM shall, within a reasonable period of time, allow access by that

individual or an authorized representative to that employee's medical surveillance

Program record.

_,_. A request form for access to medical exposure records will be available from the HSM.
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MONITORING PROGRAM

Hazard monitoring will be conducted on this project by or under supervision of the HSS. Hazard
monitoring is conducted as part of a comprehensive industrial hygiene evaluation. Hazard
monitoring provides for:

• identification of work areasand activities that require the use of engineering or
work technique controls or that require the use of PPE;

• data to confirm that levels of protection afforded by the assigned PPE and
engineering or work technique controls are adequate to protect the workers;

• data to document employeeexposures (or lack thereof);

• data to assure that all necessary controls and precautions are being taken to protect
the publicand the environment as well as site personnel; and

• data used to determine the need to implement emergency control measures and
contingency plans.

9.1 EXPOSURE MONITORING STRATEGY

Personnel- and area-monitoring strategies will be devised for each site to assure the
identification of areas and work activities for which engineering controls and/or
respiratory protection are required. Monitoring will be conducted to confirm that the
levels of protection provided by the respiratory protection program and by engineering
controls are adequate to protect the worker, the environment, and the public.

Use of direct-reading measurements will be supplemented by breathing-zone samples
analyzed by approved methods. The SHSP will identify specific atmospheric hazards
potentially present and will specify required monitoring.

9.2 MONITORING PROCEDURES

Procedures will be prepared for operation of each type of monitoring instrument. The
SHSP will specify all information concerning monitoring requirements. Typically, the
following types of information will be provided in the SHSP:

• chemical agent monitoring requirements,

• sampling and analytical methods for air contaminants,

• monitoring methods and action levels for petroleum hydrocarbon only sites,

_-_ . air monitoringcalibrationand maintenancedata,
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• instrumentationcalibration and maintenance information,

• action levels for chemicals at the site for characterized mixtures using
screening survey instruments,

• action levels for radionuclides at the site,

• noise-monitoring requirements,

• radiological hazard monitoring requirements, and

• frequency of physiological monitoring for fit and acclimated workers.

9.3 TYPES OF MONITORING AND SAMPLING

The HSS has se_,eral means to assess employee exposure. Often, professional judgment
and experience will be used to select the method most appropriate for given tasks.
Typically a combination of techniques will be utilized. Monitoring records will indicate
if measurement is indicative of individual exposures or an area-wide exposure.
Monitoring for chemical agents will be performed using instrumentation and sampling

,._... apparatus as described in the SHSP. Program procedures will be developed for
instrument use, maintenance, and calibration. Calibration methods and frequencies are
provided in SHSPs.

9.3.1 Personnel Monitoring

Monitoring refers to direct-reading instrumentation used in real time to identify,
concenlrations of chemicals in ambient air. Most devices available are not specific to any
particular chemical; therefore, some assumptions or knowledge is necessary regarding the
chemicals being monitored, otherwise conservative assumptions are used to base
protective measures on instrument readings.

9.4 AIR MONITORING INSTRUMENTATION

The HSS will assure that adequate supplies of monitoring equipment are available prior
to start of field work. The HSS will assure that the instruments are used only by those
personnel with training and experience in the care, calibration, operation, and limitations
of the equipment. Work involving potential exposure to hazardous materials will not be
performed unless properly maintained and calibrated monitoring instruments are
available for use. Where necessary, monitoring equipment shall be intrinsically safe.
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9.5 RESPONSES TO ABNORMAL CONDITIONS OBSERVED BY
MONITORING

The SHSO has the authority to implement protective measures necessary to maintain
protection in accordance with Program standards. Action levels based on airborne
monitoring information and responses are defined within each SHSP. The action levels
based upon screening instruments, such as photoionization detectors, are tailored to
specific knowledge of the chemicals of concern.

9.6 HEAT STRESS

For workers wearing semipermeable or impermeable encapsulating ensembles (i.e.,
polyethylene-coated Tyvek ru suits,) the ACGIH guidelines for heat-stress evaluation
cannot be used. When the temperature in the work area is above 70°F (21°C), or when
encapsulating ensembles are used, heat-stress evaluations will be performed by the SHSO
and the subcontractor safety coordinator. Suitable methods for evaluating heat stress will
be established in SOPs.

9.7 RADIATION

Radiation monitoring requires special techniques, skills, and equipment. The Program
will take advantage of any available support capabilities. Where radiation hazards are
identified, the SHSP will identify all special requirements. Program personnel will be
provided standard (beta, gamma, x-ray) dosimetry for field work in areas that have
potential radiation hazards. Site surveys will be performed as required.

9.8 BIOLOGICAL AGENTS

Biological agent atmospheric monitoring will not typically be performed as a routine
measure. The SHSO will monitor for hazardous plants and animals and will maintain an
appropriate awareness level among all site workers of identified agents and vectors.
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PERSONAL PROTECTIVE EQUIPMENT PROGRAM

Health and safety PPE consists of three components: standard safety equipment required on the
specific installations/facilities, special personnel protective equipment, and respiratory protective
equipment.

10.1 PROJECTPOLICY

A uniform safety equipment policy for the Program is described in CLEAN II PP HS 5.1,
"Field Safety Program." The policy addresses procurement, specification, replacement,
and responsibility for PPE used by Team contractors. All Program personnel will be
expected to come to work with proper safety equipment. Any site-specific requirements
will be incorporated into SHSPs.

10.2 EQUIPMENT

The various types of PPE and def'mitions of the standard ensembles available for the
Program are discussed in CLEAN II PPHS 3.2, "Personnel Protective Equipment."

The level for a particular operation is established prior to start of work in consultation
with the HSS and the installation safety coordinator. This level may be altered as
conditions change. The SHSO will identify the requirements on a HWP, which will be
posted at the job site.

Consideration of the hazards introduced by the PPE ensemble will be included in the
determination of the appropriate PPE for each work element. Factors included in the

selection of the PPE ensembles on this project shall always include, but not nex_essadly be
limited to:

• the job-hazard analysis associated with a specific work element or task;

• the chemical or physical agent concentration;

• the potential for exposure;

• the results of real-time air-monitoring surveys and exposure sampling;

• existing site-characterization data;

• performance characteristics of selected PPE against known and suspected
hazards;

• general site characteristics (terrain or other environmental factors);

• meteorological and climatic conditions; and

• exposure limits.
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10.3 ENSEMBLE SELECTION

This project shall use the classification system for levels of protection defined by

Appendix B of 29 CFR 1910.120 with the addition of modified level D.

• Level A Protection - worn when the highest level of respiratory protection and
skin protection is needed.

• Level B Protection - worn when the highest level of respiratory protection is
needed, but a lesser level (than Level A) of skin protection, is required.

• Level C Protection - worn when the criteria for using air-purifying respirators
are met, and skin protection is needed.

• Modified Level D Protection - worn when no respiratory protection and
minimal skin protection are needed.

• Level D Protection - worn when no protection beyond standard work clothing
is required.

10.4 PPE LEVEL ASSIGNMENT CRITERIA

The protection levels shall initially be assigned based on standard practices and site-
specific criteria. The HSM or HSS shall approve all initial PPE selections.

10.5 LEVEL CHANGES

As the facility operation progresses, ,the SHSO may enact changes in the PPE

components of any or all of the ensembles D through B based on:

• ongoing surveillance of the PPE Program;

• results derived via the implementation of the Air Monitoring Program; and

• changes in conditions, materials, work techniques, or any other "new"

information relevant to employee exposure.

The SHSO may upgrade or downgrade the level of protection for any given work activity

after considering PPE selection factors. Changing the ensemble component to a lower

degree of protection will require the approval of the HSS. Upgrades in degree of

protection in an ensemble component may be made upon the approval of the SHSO. The

HWP system will be used to document changes in the required level of protection.
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10.5.1 Workzone PPE Assignment

Typical assignment of the PPE Level for the various work elements is listed below.
These levels provide an initial approach for each of the listed tasks, until further on-site
work zone and environmental data is obtained.

Level D

• Site recormaissance, surveying, and operations area set-up

• New decontamination pad construction, cut and fill of pad siting

• Monitoring well installation

• Background area sampling

Modified Level D

• Soil sampling

• Underground tank sampling

• Drilling rig and other heavy equipment decontamination (equipment used in
soft intrusive activities) at decontamination pad (low concentrations of
contamination)

• Mechanical equipment installation at wellhead

Level C

• Inspection and sampling of drummed waste

• Extraction and injection well installation

• Drilling rig and other heavy equipment decontamination (equipment used in
soil intrusive activities) at decontamination pad (high concentrations of
contamination)

,b Excavation of underground tanks

• Test pit excavation

The SHSP may vary from these examples based on information available for a specific
site.
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10.6 PERSONAL PROTECTIVE EQUIPMENT SOURCES

PPE will be purchased based on specifications that may incorporate NFPA, ANSI,
ASTM, SEI or other standards.

Bechtel and Team subcontractors will provide their employees all basic safety apparel,
including eye protection, hearing protection, face protection, head protection, fall
protection, rain gear, and/or any other specialized protective apparel unique to a trade
(e.g., nonconductive gloves, shoes, or shoe covers for electricians or welding leathers) as
required.

Other subcontractors will be required to assure that their employees report to work with
project-approved equipment; however, the responsibility for purchase will vary with the
employer.

Bechtel Team subcontractors and other subcontractors will also supply their employees
with specialized protective apparel. This includes the following:

• protective body garments (coveralls, TyvekTMsuits, or any other chemical-
resistant clothing as required);

• chemical resistant safety toe boots and/or boot covers, chemical-resistant and
work gloves, cooling vests, and other items as required and specified in this
plan; and

• respiratory protection equipment.

Standard, sturdy, leather work boots or" safety-type rubber boots with steel shank and
midsole will be required as a minimum during field activities. Appropriate footwear will
specified in the SHSP.

Athletic shoes WILL NOT BE ALLOWED for any field work.

10.7 INSPECTION AND MAINTENANCE

All PPE, disposable or reusable, shall be inspected by the user each time an item of PPE
is donned. The SHSO will demonstrate the preuse inspection techniques and criteria
during the initial site-specific safety and health training and orientation.
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10.7.1 Reusable PPE

Reusable eye and respiratoryprotection will be decontaminatedon a daily basis. Other
reusable equipment will be decontaminatedupon removalfrom the controlled area. The
HSS may establish additionalrequirements.
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HAZARD COMMUNICATION

An OSHA-compliant hazard communication program will be implemented at each activity in
accordance with CLEAN II PP 1.9, "Hazard Communication."

11.1 MATERIAL SAFETY DATA SHEET AVAILABILITY

Material Safety Data Sheets (MSDS) will be available from the SHSO or from employer
HSC. Subcontractors will be required to provide to the SHSO MSDS for chemicals and
materials brought on the site before starting work.

MSDSs shall be made available to any site worker upon request, without regard to
employer.

The SHSO will maintain an index of MSDS available from each subcontractor at the site.

Information on chemical, physical, and biological agents identified during the
investigation will be made available as part of the site informational program. Selected

_--- information is presented in this plan as part of the hazard analysis.

11.2 TRAINING

Each employer shall conduct hazard communication training for its employees and
maintain records thereof.

" 11.3 LABELING

The SHSO shall assure that manufacturer labels are not defaced, altered, or removed, and
that hazard information remains legible.

11.4 SUBCONTRACTORS

Subcontractors will be required to implement OSHA-compliant hazard communication
programs, including training of their employees.

11.5 WORKER INFORMATIONAL PROGRAM

The SHSO shall provide information concerning levels of exposure, site hazards, planned
future activity at the site, and other relevant and appropriate information to all site
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workers associated with each site task order by written informational bulletins and by

participation at least monthly in each subcontractor's Tool Box or tailgate safety meeting.

11.6 Employee Training

Employee training will include the following:

• methods and observations that may be used to detect the presence or release of
a hazardous chemical in the work area;

* the physical and health hazards of the chemicals in the work area along with
the symptoms of exposure;

. the measures employees can take to protect themselves from these hazards;
and

• the details of the hazard communication program developed by the employer.
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RESPIRATORY PROTECTION

Program use of respiratory protection will be in accordance with 8 CCR 5144 (California) and
OSHA 29 CFR 1910.134 (Arizona and New Mexico), "Respiratory Protection" and CLEAN II
PP HS 3.1, "Respiratory Protection Program."

12.1 TYPE OF EQUIPMENT

The SHSP will specify the type of equipment to be used to provide respiratory protection
for each task. Only NIOSH/OSHA-approved equipment will be utilized.

12.2 MEDICAL SURVEILLANCE

All respiratory protection program participants shall be fully qualified participants of an
employers medical surveillance program.

12.3 FIT TESTING

'__, All respiratory protection program participants shall receive an annual fit test in
accordance with their employer's respiratory protection program. Fit tests shall only be
valid for the make, model, and size of respirator fitted.

12.4 RESPIRATOR CLEANING AND MAINTENANCE
_s

Each respirator user employed by Bechtel National, Inc., shall be issued a respirator for
their exclusive use. Subcontractors also will be encouraged to follow this policy.

Respirator users with individually assigned respirators will be responsible for the
cleaning and routine inspection of the own respirators. Each respirator user shall be
instructed to inspect the respirator prior to each use, after each use, and after cleaning in
accordance with SOPs.

12.5 OTHER SUBCONTRACTORS

Each subcontractor shall implement an independent respiratory protection program for its
personnel. Subcontractors shall submit a fit test certificate and medical certification as
specified in their subcontract. Subcontractors shall provide buddy, standby, and rescue
personnel when required for special operations.
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12.6 RESPIRATOR SELECTION

Respiratory protection will be selected based on the following criteria:

• The estimated contaminant concentration is in the range requiting respiratory
protection.

• The estimated factor by which the contaminant concentration may exceed the
contaminant exposure limit.

• The contaminant is a gas, vapor, mist, dust, or fume.

• The potential exists for an immediately dangerous to life or health (IDLH)
contaminant concentration.

• The detection of chemical contaminant warning properties (e.g., irritation,
odor).

12.7 Respiratory Protection Training

Training in the use of respiratory protective equipment is the responsibility of each
employer. Training in the use of negative-pressure filter respirators is presumed with
completion of 40-hour training session. Proof of training of each employee in the use of
supplied-air equipment will be required.

12.8 RESPIRATOR FITTESTING

Each employer is responsible for fit testing of its employees. Each individual who must
wear a respirator will be required to be clean shaven in the sealing areas of the respirator
face piece at the time of fit testing. Each respirator user will be respirator fit-tested at
least annually. Upon donning the respirator device or before entering any restricted work
area, each respirator wearer will be required to perform a negative- and positive-pressure
fit test.

12.9 RESPIRATOR ASSIGNMENT

Respirators assigned on an individual basis will be marked with the employee's name or
identification number.
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12.10 RESPIRATOR PROGRAM REQUIREMENTS

Respirator program requirements pertaining to cleaning, inspection, maintenance, etc., are

described in CLEAN II PP HS 3.1, "Respiratory Protection Program" and subordinate
SOPs (3.1.1, 3.1.2, and 3.1.3).
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TRAINING ASSIGNMENTS

All Team and other subcontractor employees involved with field activities will complete a 40-
hour health and safety training course or will be trained in accordance with the hazardous waste
training requirements specified in 29 CFR 1910.120 prior to performing Program field work.
Personnel directly supervising employees in the exclusion or contamination reduction zone shall
have received the 8-hour Supervisor's Training for hazardous waste operations. All personnel
required to meet the above requirements shall be current with respect to the 8-hour refresher
requirements of 29 CFR 1910,120. Each individual will have a current training-completion
certificate on file with the HSM.

13.1 PROJECT TRAINING

All personnel will attend a Program health and safety orientation presented by the SHSO
or HSS prior to beginning field work on the project. This is a one-time training session
that may be combined with site-specific training for personnel reporting to a site for the
first time under the CLEAN ILlProgram. This training shall address general Program
policies, rules and regulations, and other matters that are common between Program sites.

"-" 13.2 SITE-SPECIFIC TRAINING

Prior to commencing work activities, all personnel will be required to attend a safety
orientation given by the SHSO. This meeting is required by SWDIV, Bechtel policy, and
OSHA 29 CFR 1910.120. Attendance at the meeting is mandatory for all project
personnel and supervisors. New employees reporting to work after the job starts are also
required to attend a safety orientation prior to engaging in any work activities. This
orientation will be performed by the SHS,O or by the subcontractor HSC. Documentation
of this orientation shall be provided to the SHSO before the employee may begin field
work.

13.3 SAFETY BRIEFINGS

The Bechtel SHSO, and subcontractor supervisors shall conduct Tool Box Safety
Meetings on a regular basis to assure that new or important existing information
regarding site health and safety is given to all personnel. The SHSO will provide a
suggested topic for the weekly meeting and will provide periodic information to be
presented to all hands at these meetings. The SHSO will participate in each subcontractor
safety briefing at least monthly.
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13.4 DOCUMENTATION

Each subcontractorshallprovide the SHSO a copy of weekly meeting minutes together
with a list of attendees. Required training submittals shall be maintained by the HSM.

13.5 TRAINING RECORDS

The HSM will administer the training records management program. The HSM will
maintain a system to track field employee training. Copies of training certification
documentation for all Team and other subcontractors will be maintained by the HSM.

13.6 PERIODIC HEALTH AND SAFETY TRAINING AND SAFETY
SESSIONS

The Program HSM shall schedule and conduct periodic sessions with PMs, CTOLs, and
other Field Team Leaders to discuss health and safety information and lessons learned
from Program field experiences and to discuss improvement in health and safety
procedures execution.
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SUBCONTRACTOR REQUIREMENTS

The subcontractor representative will provide the following to Bechtel in advance of site work as

specified in the cona'act:

• designation of the competent person for excavation, trenching, confined space
assignments, etc., as required;

• designation of the HSC and Alternate HSC;

• designation of the company HSO or HSM;

• copies of the subcontractor's Health and Safety Plan for the site and SOPs;

• copies of the subcontractor's Health and Safety Program, Injury and Illness
Prevention Program, and Code of Safe Work Practices, as applicable;

• copy of the subcontractors Respiratory Protection Program, Medical Surveillance
Program, Employee Exposure Records Maintenance Program, Hazard

Communication Program, Emergency Plans, and any other OSHA-required
program documents;

• material Safety Data Sheets and product names index for all products brought on
•_.,,_ site; and

• written agreement to follow the SWDIV CLEAN HProject Health and Safety Plan
requirements applicable to subcontractors.

14.1 PERSONNEL DOCUMENTATION REQUIREMENTS

All personnel will be required to have available either before or when reporting to the site

all documents necessary to verify that they have satisfied regulatory and Program

requirements. The required documents will be identified in each SHSP.
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EMERGENCY RESPONSE PLAN

Emergency-response and notification procedures for each site will be prepared in accordance

with OSHA requirements. The plan for each site will consider site-specific features and will be

integrated with the activity emergency-response plan. Site-specific plans typically include:

• specification of required emergency equipment,

• evacuation routes and maps,

• safe locations to meet,

• emergency signals,

• emergency communications, and

• emergency PPE and respiratory protection to be maintained.

15.1 GENERAL EMERGENCY RESPONSIBILITIES

Emergency responsibilities under a declared emergency (emergency plan activated) will

fall to individuals designated as Emergency Response Team members. The Emergency
Response Team will be led by the emergency coordinators. An Emergency Coordinator,

typically the site manager, will be responsible for supervising all project emergency-

response activities and will have decision-making authority.

The Emergency Coordinator will:

• be identifiable to local emergency assistance personnel;

• designate an alternate at the time of emergency plan activation;

• resolve safety and health problems, with assistance from the SHSO;

• obtain equipment and supplies as needed; and

• promptly determine the character, source, amount, and extent of any release;

assess the possible hazards to people and the environment; and enact
procedures to limit damage.

An emergency coordinator and alternate will be designated for each field site from

personnel who are normally on site during field operations. The emergency coordinator

and SHSO duties will normally be performed by different individuals. The SHSO plays a

key role in emergency response. Emergency response duties of the SHSO include:

__., • preparing for and overseeing any emergency evacuation of the site;
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• assuring that all personnel are familiar with procedures for communicating
with local emergency services and project administrators;

• maintaining a logbook of all on-site emergency incidents;

• notifying all local emergency assistance personnel (either the SHSO or the site
superintendent will document and assure that appropriate parties are notified
by phone in a timely manner in the event of an emergency); and

• supporting the emergency coordinator, as required.

15.2 EMERGENCY RESPONSE TEAM

The Emergency response team consists of the emergency coordinator, site health and

safety officer, and designated staff who may remain on site during emergency conditions.
All other personnel will evacuate to designated meeting locations.

15.3 EVACUATION PLAN

The emergency plan will be activated for any required evacuations. The Emergency

Coordinator will direct all emergency evacuations. Specific evacuation routes from the

site will be established before work begins and will be shown on the posted site status
map. All personnel will meet at a predesignated meeting point unless otherwise directed

by the Emergency Response Team. The Emergency Coordinator will account for

personnel and determine whether any personnel are missing.

15.4 PERSONNEL RESCUE

If personnel are identified as missing or in known danger, search and rescue will be

accomplished by the Emergency Response Team in conjunction with the local fLre

department or other emergency services summoned to the scene. Project personnel are

only authorized to perform initial rescue or emergency-response operations outlined in
this section.

15.5 EMERGENCY SIGNAL SYSTEM

Emergency alert communication will consist of an audible alarm system. Each

subcontractor may maintain an air horn or other signal device to be used in the event of

major medical, fire, or other environmental emergency. Emergency signals used will be

in accordance with activity emergency signals or as directed by the activity emergency

coordinator. The specific emergency signals/alarm system will be outlined in the SHSP
"_'_ for eachsite.
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15.6 SITE SECURITY DURING EMERGENCY OPERATIONS

Sites will be shut down, secured, and posted to prevent access of unauthorized
(nonemergency) personnel if an evacuation has occurred and/or an emergency is in
progress.

15.7 EMERGENCY PLANNING FOR REMOTE SITE LOCATIONS

15.7.1 Emergency Facilities Locations

Emergency medical facilities and means of transport will be prearranged. This may
involve contracting with an emergency ground or air ambulance service in remote
locations.

15.7.2 Map to Emergency Medical Facility

Maps and emergency instructions will be prepared prior to field work and will be
maintained readily available on-site and in all site vehicles.

15.7.3 Evacuation Route

Evacuations routes and meeting points will be preestablished and reviewed with all site
personnel in the site orientation and as necessary in subsequent Tool Box Safety
Meetings.

15.7.4 Supplemental First Aid and Survival Supplies

Appropriate supplies will be specified in SHSPs.

15.8 COMMUNICATIONS

Emergency medical, fn'e, law enforcement, and activity support telephone numbers will
be posted by all Program telephones and will be maintained in field vehicles. A map
defining the location of backup telephone service will be posted with the emergency
telephone numbers.

On-site communication systems will be established to provide intrasite communication as
well as off-site communication. Unique site requirements may require implementation of
special communication techniques. These will be coordinated with Navy facilities to
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minimize expense. In locations where public or facility telephone systems are not
available or are not close to the work site, a portable/cellular telephone or
radio/radiophone system will be used.

Typically, portable two-way radio systems will be used for intrasite communication. An
alert signal system will be provided for emergency signaling.

15.9 EMERGENCY MEDICAL FACILITIES

Primary and secondary medical facilities to be used for emergency services shall be
identified. A map highlighting the route from the work site shall be provided. Copies of
these maps will be posted by staging areas and will be maintained in work-site vehicles.

15.10 Arrangements With Activity and Civilian Emergency Support
Agencies

Arrangements will be made to familiarize the local base police, fire departments, medical
_ emergency services, and emergency coordinators with the site layout, the nature and

scope of work, hazardous materials and waste handled, place s where activity personnel
will work, locations of entrances and roads inside the site, and possible evacuation routes.

The designated hospitals and emergency transport organizations will be familiarized with
the types and properties of hazardous materials used, storage locations, and waste
handled at the facility.

Off-site emergency services shall also b_ familiarized with decontamination equipment
available on the facility.

Emergency telephone numbers for each subcontractor will be included in SHSPs.

\
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FIRST AID

16.1 +FIRST AIDAND CARDIOPULMONARYRESUSCITATION(CPR)
TRAINING

Certain Program participants shall be required to be currently qualified in first aid and
cardiopulmonary resuscitation (CPR). Qualification means successful completion of a U.
S. Bureau of Mines, American Red Cross, or equivalent fwst aid and CPR course within
the last three (3) years and one (I) year, respectively. Current qualification shall be
documented in the employer's training record fde, and the employee shall carry a card
with the qualification and date. A qualified individual shall be classified as a First Aid
Attendant when so designated to serve in that capacity.

There shall be at a minimum of at least two (2) qualified First Aid Attendants available
for all field work.

For field work in remote areas, all personnel shall be First AId/CPR qualified.

This requirement will be specified in the SHSP and shall apply to Team and other
subcontractors.

The SHSO will verify that two qualified personnel are available on a daily basis. The
daily site sign-in log may be used to identify qualified personnel.

Each employer on-site will provide a contractor's first aid kit, typically a 36-unit,
contractor's Type "D" kit for each work area or work vehicle. Containers shall be
weatherproof, and each item shall be maintained in a sterile condition.

The SHSO will verify, via weekly inspection, that first aid kits are available, clean, and in
serviceable condition. Each subcontractor will be responsible for inspection of its

supplies.

Hospital transport services will be prearranged as part of the plan for transporting
severely injured personnel. For work in remote areas, the Program will attempt to
prearrange transport with existing government resources, where available. Emergency
routes, transportation providers and 24-hour contacts will be posted, maintained in site
vehicles, and provided in SHSPs.

Treatment and emergency decontamination of workers injured while in an area that is
',,..+ controlled because of hazardous chemicals or hazardous wastes will be in accordance

with CLEAN II PP HS 2.3, "First Aid."
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SAFETY RULES

Site safety rules are included in each SHSP. A comprehensive set of safety requirements will be
included in Program procedures and SOPs. An abbreviated list of safety rules is set forth below:

17.1 GENERAL SAFETY RULES

The following safe work practices will be enforced at the site.

• Eating, drinking, chewing gum or tobacco, smoking or any practice that

increases the probability of hand-to-mouth transfer and ingestion of material

will be prohibited in any area where the possibility of contamination exists.

• Face and hands must he thoroughly washed upon leaving a contaminated or

suspected contaminated area before eating, drinking, or any other activities

transpire.

• Legible and understandable precautionary labels will be prominently affixed to
containers of scrap, waste, debris, and contaminated clothing.

• Contaminated protective clothing will not be removed from the controlled area

until it has been cleaned or properly packaged and labeled.

• All wastes generated from the project activities (soiled PPE, decontamination
waste, etc.) will be contained and disposed of as specified in the work plan.

• Smoking will only be permitted indesignated areas.

• Personnel within controlled areas must use the "buddy" system.

• . Excessive facial hair, which interferes with a satisfactory fit of the mask-to-

face seal, will not be permitted.

• Contact with potentially contaminated substances will be avoided. Personnel

will not walk through puddles, pools, mud, kneel on the ground, lean or sit on

equipment, or place monitoring equipment or tools on contaminated surfaces.

• Personnel will not be permitted to wear contact lenses.

17.2 FORBIDDENPRACTICES

Forbidden practices are listed separately in each SHSP. In addition, no workers shall take any
action for which they are not aware of consequences that may impact health or safety. If such
activities become necessary to complete any phase of the work, the necessary safety and health
requirements and an approved HWP will be prepared by the SHSO as an addition to the SHSP.
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17.3 WORK OVER OR NEAR WATER

Special requirements are established in SHSPs for work over, on, or near water.

17.4 FIRE SAFETY

All site personnel will comply with all fire safety rules. For a complete list of fire safety

requirements, refer to CLEAN II PP HS 2.5, "Fire Prevention and Protection," and CLEAN II
SOP H 5.1.1, "Hazardous Work Permits."

The following general fire safety rules will be adhered to for site investigation activities.

• All personnel will be informed of the location of the nearest f'ue alarm box and
the local fire-reporting telephone number.

• Smoking is permitted only in authorized and posted smoking areas.

• Strike anywhere (stick) matches are prohibited at field sites.

"_,- • A permit is required prior to any hot work including, welding, cutting,
grinding, or other spark producing activity.

• Each vehicle will carry a 2A:20B:20C type rated fire extinguisher.

• Lay-down areas for materials will be approved before use.

• Approval to block roads, park heavy machinery or equipment, or set up drill
rigs shall be obtained in advance.

• All personnel shall know the area escape route and alternate route.
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ACCIDENT AND INJURY REPORTING

Each employer will be responsible for keeping and recording accident and injury statistics for

OSHA compliance. Injuries and accidents will be promptly reported to the HSM so that prompt
investigation and corrective action may be taken.

18.1 OCCUPATIONAL INJURIES

The following steps shall be taken by on-scene personnel in the event of personnel injury.

• Assess the situation quickly.

• Remove injured persons from further danger if safe for rescuer.

• Render first aid if trained, if not trained, seek immediate assistance.

• Send for help; notify emergency response or medical personnel.

• Perform decontamination if required, if this will not interfere with necessary
medical treatment.

18.2 REPORTING

All injuries shall be reported according to the following procedure.

• The employee's supervisor will be notified promptly.

• The employee's supervisor will notify the company (subcontractor) safety
coordinator and the Bechtel SHSO.

• The SHSO will notify the project manager and the installation safety
coordinator and will forward copies of the written reports to the Health and

Safety Supervisor, Health and Safety Manager, and Operations Manager.

• Standard Bechtel injury report forms will be used for Bechtel personnel; while
subcontractors shall use their standard accident/injury reporting formats.

18.3 SUBCONTRACTORS

Subcontractors shall forward injury reports within 24 hours to the Bechtel HSS.
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SITE VISITOR REQUIREMENTS

Site visitors are defined as those who are not employed at the project site, do not routinely enter
restricted work areas, and will only be within controlled areas for brief periods. Visitors may or
may not routinely enter other hazardous waste operations sites. Visitors may not be required to
meet all aspects of the health and safety program, based upon their duties and potential
exposures. Visitors may include government inspectors, vendors, repair personnel,
governmental officials, and VIPs. Policies and procedures necessary to protect visitors are
discussed in SHSPs.

19.1 GENERAL REQUIREMENTS

The following requirements apply to visitors whose purpose is to observe site conditions
or field activities.

= The SHSO will be notified of the nature and duration of the visit before
visitors are permitted to enter a restricted work area.

• The visitor's log will be completed, including the individual's name, the date,
. , and the name of the company or agencyrepresented.

• The site visitor will be escorted by a CLEAN II SHSO or her/his designee at
all times while in restricted work areas of the site.

• Visitors will comply with all site-specific health and safety requirements.

19.2 MEDICAL SURVEILLANCE

Each visitor will be required to provide "proof of participation in an occupational health
program if access is necessary into a controlled area where respirator use is required. A
visitor who cannot provide a physician's statement or other acceptable documentation
stating that he is medically qualified to work with hazardous materials and to wear a
negative-pressure respirator will be restricted from entry.

19.3 TRAINING REQUIREMENTS

All visitors, even if escorted, must be briefed on the SHSP (e.g., potential hazards and
safety procedures) before entering restricted work areas.
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PERSONNEL REQUIREMENTS

All personnel assigned to work on this project are expected to be familiar with the SHSP,

Program Health and Safety Procedures and SOPs, and their employer's company safety

requirements.

The individual personnel expectations set forth below are included in each SHSP.

• All personnel are expected to fully comply with all rules and regulations set forth
in Program documents.

• All personnel are expected to report to work, ready to work, and free from
influence of drugs or alcohol.

• All personnel shall report to work, with all safety gear required for anticipated
tasks. Bechtel will not provide or loan hard hats, safety glass, boots, or gloves to
subcontractors.

• All personnel are required to report all injuries and incidents, even if considered
minor.

• All personnel are required to comply with the buddy-system requirements within
controlled access areas.

• All personnel are required to follow the direction of the SHSO on safety or health
matters, stop work orders, or emergency evacuations.

• All personnel will be required to sign acknowledgment of training received on the

project and an agreement to follow all rules and regulations.

• Eating, drinking, smoking, chewing, etc., will not be tolerated in controlled areas.

=,
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SPILL CONTROL PLAN

Spill control and containment procedures will be included in each SHSP. Each SHSP will

identify the procedures and materials that will be maintained at the site for emergency response
to monitor and mitigate spills of drilling fluids, hydraulic fluid from equipment, or other

materials. The essential elements of spill control for investigative work are discussed below.

Chemicals or hazardous substances could be spilled during site tasks as a result of:

• transportation accidents;

• improper packaging practices;

• rupturing of tanks, drums, or other storage containers; or

+ improper handling of hazardous materials during off-loading.

For minor spills, CLEAN II personnel at the site will collect, containerize, and package materials
generated from such incidents. All spills will be reported to the activity PM, CTOL, SHSO, and
HSS.

In the event of serious spills that cannot be controlled or completely cleaned up, the emergency
plan will be activated.

As soon as a substance release is discovered, all nonessential workers should evacuate the

immediate area to reduce the likelihood of spreading contamination or being exposed to
contamination.

The emergency coordinator will direct the spill _esponse and will stay at the spill area until the

area has been cleaned, surveyed, and secured for release.
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SITE SPECIFIC HEALTH AND SAFETY PLANS

Each site (defined as either a CTO, Naval facility, or physical location) shall have an
SHSP or supplemental plan. The content and organization of CLEAN U SHSPs will
follow the organization and content set forth below.

All plans shall address the minimum content specified; however, the level of detail will
vary with the nature and scope of work.

Section 1 - Introduction

The introduction to the SHSP shall identify the following:

• applicable state or federal health and safety requirements by reference;

• applicable CLEAN II programmatic health and safety requirements;

• specific task and site name;

• purpose of the SHSP (list specific functions of the plan); and

,, • necessary andappropriate disclaimers.

Section 2 - Site Description

The site description section of the SHSP shall provide the following:

• a general description of the topography and physical site characteristics;

• a description of the general and specific work locations;

• a brief discussion of the site history as it pertains to the scope of work and
the likely hazards expected; and

• site maps, including a site-locator map, facility map, and detailed maps, as
required.

Section 3 - Scope of Work

The scope of work section shall provide a brief summary of the work plan in nontechnical
language understandable to the average site employee. The scope section shall identify
the tasks to be performed (e.g., surface sampling, exploratory boring,) the period of work
for which the tasks are planned, and the principal subcontractors performing work on the
site.
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Section 4 - Organization/Key Personnel and Responsibilities

The organization/key personnel section of the SHSP shall identify the organizational
structure for implementing the operational health and safety program on the site and shall
describe the interrelationships between contractors.

The key personnel section shall identify, by name and rifle, those key on-site personnel
having health and safety duties or responsibilities, including all subcontractor HSCs. The
names of these personnel and the means of contacting an alternate for each position shall
be set forth. Off-site personnel response for emergency response functions only are to be
identified in Section 15, Emergency Response.

Unique responsibilities specific to the site, other than those detailed in SOPs, shall be set
forth in this section.

"Section 5 - Hazard Identification

This section of the plan shall describe the results of a hazard screening analysis
_... performed in accordance with CLEAN H Program Procedure 4.1, "Site Hazard

Assessment." A summary of the identified hazards may be presented in tabular form.
The evaluation summary shall indicate common physical, chemical, and biological
hazards; and it shall describe briefly any hazard anticipated for the site scope of work.
The evaluation summary shall also indicate general compensatory measures planned.

Section 6- Hazard Analysis

The hazard analysis section of the SHSP sllall describe for each anticipated hazard, the
nature of the hazard and the protective measures to be used for this hazard. The analysis
in this section is hazard-specific, not task-specific.

This section shall contain by incorporation or reference, a discussion of the nature of the
specific hazard and the specific safety rules for identified hazards ( e.g., work over water,
heat stress, confined space entry, specific chemicals). Typically, hazards analysis will be
organized and presented by physical, chemical, and biological hazards.

This section will present, for chemicals suspected at the site, the following information:

• toxicological properties of chemicals;

• exposure limits used by the project;
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• physical properties such as odor threshold, explosive limits, reactive
properties, and other physical properties (flash point, vapor pressure, etc.);
and

• special restrictions and limits for radionuclides.

Section 7 - Site Control

This section of the plan will describe the site-specific requirements for site control. The

following provisions shall be detailed in the SHSP:

• the level of authorization and approval to enter the facility;

• the level of authorization and approval to enter the controlled area of the
task;

• the level of physical site control (e.g., barriers, fence, guards);

• the level of record keeping associated with site access;

• the posting requirements for the site (location, content of warning signs,

etc,); and

• a general arrangement diagram showing the site controls, all approved
entrances and exits, locations of facilities (decontamination, utilities,
eyewash stations, etc.).

Section 8 - Decontamination

This section shall contain, by incorporation or reference, a discussion of the nature of the

decontamination procedures to be used on die project. Specific information that shall be
set forth in the SHSP is as follows:

• identification of specific step-by-step protocols for each level of protective

equipment;

• special procedures for vehicles and equipment decontamination;

• decontamination station arrangement diagrams; and

• decontamination instructions for visitors and vehicle operators entering
site-controlled areas.
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Section 9 - Medical Surveillance

This section shall contain, by incorporation or reference, all site-specific medical
monitoring requirements for site personnel. The SHSP shall specifically set forth special
monitoring protocols, bioassay procedures, or medical tests required due to chemical,
physical, or biological agents present at the site.

Section 10 - Monitoring Program

This section shall contain all site-specific monitoring requirements for evaluation of
personnel exposure and environmental (site or community) air monitoring performed by
the project. The following types of information shall be presented in the SHSP:

• chemical physical, or biological agents for which monitoring shall be
performed;

• monitoring methods, frequencies, and responsible personnel for each
agent;

• list of ir_struments,calibration frequencies, and calibration methods for
each instrument or monitoring technique;

• list of sampling media, sample flow rate, and analytical methodology for
each agent; and

• list of action levels, by method, for each agent.

This section shall contain, by incorporation or reference, all procedures necessary for
accomplishing the monitoring.

Section 11 - Personal Protective Equipment Program

This section shall set forth, by incorporation or reference, the basic safety equipment
ensemble for site work, incorporating, as applicable, the host facility requirements for
contractors.

This section shall set forth any host facility policy regarding PPE.

This section shall set forth the task-specific personnel protective ensemble for each task
to be performed. A PPE level (e.g., A, B, C, D) and a detailed list of equipment shall be
set forth.
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Section 22 Site-Specific Health and Safety Plans

Section 12- Hazard Communication

This section shall set forth, by incorporation or reference, the means of communicating
technical hazard information, medical information, and emergency first-aid information
to site workers, emergency-response personnel, and medical personnel having a need to
know.

Thissectionwilldescribehow siteworkersmay obtainMSDSs forproductsusedon-site

andequivalentinformationforchemicalsfoundon-site.

Section 13 - Respiratory Protection Program

This section shall set forth, by incorporation or reference, the site-specific requirements
for implementation of the CLEAN II Project Respiratory Protection Program. Specific
elements of the Program to be specified shall include the following:

• any necessary site-specific instructions to workers using respirators; and

• the buddy system, standby, and rescue provisions necessary when using
respirators to enter IDLH atmospheres or confined spaces.

Section 14- Training Program

This section shall set forth, by incorporation or reference, the site-specific requirements
for implementation of the CLEAN II Project Training Plan. The SHSP shall include a
training matrix, detailing the types of training required for each category of site worker
(e.g., supervisor, regular site worker, limited site worker, one-time visitor, repairman.)

This section shall describe any site-specific training, beyond that required by OSHA,
such as CLEAN II project orientation, host facility orientation and safety rules, special
hazard training, safety briefing (Tool Box) training requirements, and special respiratory
protection training.

Section 15 - Subcontractor Requirements

This section shall set forth, by incorporation or reference, requirements for proper
subcontractor interface with the CLEAN II project requirements in health and safety,

including, but not limited to, designation of an HSC for the subcontractor, any written
agreement required of the company and individual personnel, and personnel
documentation requirements to enter the site.
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Section 16 - Emergency Response Plan

This section shall contain the site-specific emergency-response plan. The plan preparer

shall consider the following elements in development of this section:

• available host facility resources,

• access to and from the site,

• remoteness of the site,

• available communication facilities, and

• existing host facility emergency-response plans.

The site-specific emergency-response plan shall contain the following information:
• emergency notification telephone numbers;

• required emergency equipment;

• Emergency Response Team description, organization ,and responsibilities;

• basic emergency response instructions to fire, personnel injury, vehicle
i_-_ accidents, spills of hazardous materials or wastes, and property damage;

• evacuation signals and alert signals;

• evacuation plan, including escape routes and meeting locations;

• personnel accountability procedures;

• emergency site-security procedures;

• list of site emergency facilities and locations; and

• maps to designated emergency me_lical facilities.

Section 17 - First Aid Plan

This section shall set forth, by incorporation or reference, the site-specific first aid plan,

which shall include the following:

• minimum first aid training requirements for each subcontractor, and

• preferred emergency medical provider for specific injuries;
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Section 18 -General Safety Rules

This section shall provide a summary of safety rules that should be known to all site
workers. A complete set of safety rules shall be incorporated by reference to C[.EAN II
SOPs, host facility requirements, and regulatory requirements.

Any requirements for work permits or hazardous operation permits shall be identified in
this section.

Section 19 - Visitor Requirements

This section shall set forth the requirements for visitors, government employees, military
personnel, regulatory agency personnel, repairman, etc., to enter the site. Specific
guidance for medical surveillance, training, and protective equipment shall be specified.

Section 20 - Personnel Requirements

This section shall describe the CLEAN lI Program personnel requirements and

expectation of all personnel working on the project site, including but not limited to
_... training courses and documentation, medical exclusions, drug abuse and alcohol-use

policy, medicinal drug-use policy, and host facility requirements.

Section 21 - Spill Control Plan

This section shall describe the site-specific requirements to meet all hazardous material
regulations, including but not limited to, hazardous waste storage, community fight to
know, spill control and pollution prevention, inventory reporting, hazardous material
business plan, Proposition 65, etc. A spill control plan shall be prepared specific to tile
facility, if required.
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Foreward

, This Site Health and Safety Plan (SHSP) has been prepared for use by Bechtel National,
Inc. (BNI or Bechtel), in support of technical environmentalservices for the Navy
Southwest Division, Naval Facilities Engineering Command (SWDIV). This SHSP
implements the Bechtel Health and Safety Policies contained in Corporate Policy 111,
"Safety and Health," the applicable Occupational Safety and Health Administration
regulations and SWDIV requirements, as described in the CLEAN II Program Health and
Safety Plan.

This SHSP describes the requirements for field implementation of the Navy CLEAN II
Health and Safety Program. Supporting documents for this plan are the site-specific
Health and Safety Plan Supplement, CLEAN II Program Procedures (PP) and CLEAN II
Standard Operating Procedures (SOP). This site-specific plan implements the CLEAN II
Program Health and Safety Plan.

This SHSP has been prepared by the Bechtel Health and Safety Manager, reviewed by
the Bechtel Operations Manager and the Bechtel Quality Manager, and approved by the
Bechtel Program Manager. The SHSP has been submitted to the Navy for concurrence.
Field revision of this plan for specific activities is authorized when controlled in
accordance with SOP 1.2.1, " Field Revision of Health and Safety Plans".

This plan includes requirements for all personnel entering controlled areas or handling
potentially contaminated equipment. Use of the term Program employees refers to
Bechtel National Inc.(Bechtel), Brown and Caldwell (BC), and Kleinfelder (K) employees;

_.._ use of the term "team subcontractors" refers to BC or K employees only; "other
subcontractors" refers to all other Bechtel subcontractors of any tier.
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Section 1

SITE SPECIFIC HEALTH AND SAFETY PLAN

1.1. INTRODUCTION

This site Health and Safety Plan (SHSP) has been prepared in accordance
with the requirements of Bechtel National, Inc. (Bechtel), the Southwest
Division Naval Facilities EngJneeringCommand (SWDIV), and applicable
federal or state Occupational Safety and Health Administration (OSHA)
requirements to support a work environment that does not compromise the
health or safety of CLEAN II Program personnel, host facility personnel,
subcontractors, vendors, and site visitors during execution of the SWDIV
CLEAN II project activities. This plan will also include measures to minimize
impact off-site from project operations.

1.2. SPECIFIC REQUIREMENTS

This planhasbeen preparedin order to meetthe specific requirementsof
OSHA, SWDIV, and the Navy that are containedin the followingdocuments:

• Safetyand Health RequirementsManual,EM 385-1-1, Rev. 1992, US
Army Corps of Engineers,

• Navy/MarineCorps InstallationRestorationManual, Feb. 1992,

_"" • CAL-OSHA 8 CCR 5192, Hazardous Waste Operations and Emergency
Response,

• OSHA 29 CFR 1910.120, Hazardous Waste Operations and Emergency
Response,

and Bechtel requirements as set forth in the Bechtel Corporate Safety and
Health Services Manual.

1.3. PURPOSE OF PLAN

This plan provides the following functions:

• identifiesthe project, scope of work,project locations;

• identifies the potential hazards;

• identifies personnel protection requirements and safe working
procedures

• identifies reference documents that form the complete safety program;

• establishes the monitoring and site control programs; and

• establishes a contingency plan and interface to the site contingency plan.
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Section 1

Refer to the supplement for requirements specific to a particular task.

1.4. REFERENCE DOCUMENTS

This planis notcompletewithoutthe followingreferencedocumentson-site
during work execution:

• applicablesite-specifichealthandsafety plansupplementsand changes;

• the applicableworkplans;and

• the SWDIV CLEAN II ProgramHealthandSafety StandardOperating
Proceduresand ProgramProceduresreferencedbythisplan (CLEAN II
SOP & PP). A listof proceduresis providedas Attachment1 of this
plan.

1.5. INSTALLATION REQUIREMENTS

Each activity,installationor base has establishedspecific requirementsfor
workat that activity. The CLEAN II pointof contactfor activityspecific
requirementsis the ResidentOfficer in Chargeof Construction(ROICC) or an

_.._ activitydesignated installationsafety coordinator. The Program willconsider
activity-specific requirements in planning field activities and will incorporate
applicable requirements into site-specific documents.
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SITE DESCRIPTION

2.1. GENERAL

Refer to the plan supplementandworkplan for locationmaps. Manysitesare
operatingmilitaryinstallations.Assuch,a varietyof hazardsare present
associatedwithProgramworkas wellas withthe ongoingmilitaryinstallation
operations. Specialproceduresasset forthwithinthisplanare essentialfor
the protectionof life, health,andproperty.

2.2. WORKAREAS

Refer to the CTO-specificworkplanand/orhealthand safetyplan supplement
for specificwork locations.

2.3. SITE DESCRIPTION AND HISTORY

Refer to the CTO-specific work plan and/or health and safety plan supplement.

2.4. SITE TOPOGRAPHY AND CLIMATE

Refer to the CTO specificworkplanand and/orhealthand safety plan
supplement.

2.5. KNOWN WASTE CHARACTERISTICS

Refer to the CTO specific-workplanand and/orhealthand safety plan
supplement.
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SCOPE OF WORK

3.1. WORK PLAN SUMMARY

Work to be performedat the siteis describedin the work planor the healthand
safety plansupplement.

Detaileddescriptionsof the fieldsamplingmethodsand otherfield activitiesare
available in the samplingand analysisplanor the work plan for the site.

3.2. TASK SUMMARY

The site-specifictasksare describedinthe workplan and the healthandsafety
plansupplement.
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ORGANIZATION AND RESPONSIBILITIES

4.1. GENERAL

Program Health and Safety organization and responsibilities of Health and
Safety staff are described in CLEAN II SOP 1.1.1, " Health and Safety
Organization and Responsibilities." Responsibilities of other key personnel in
the CLEAN II Program with respect to health and safety are described in
Section 4 of the Program Health and Safety Plan.

Responsible personnel for CTO site work are identified in the CTO site-specific
health and safety plan supplement.

4.2. PERSONNEL REQUIREMENTS

Subcontractor personnel requirements are identified in Section 15 of this
HASP.

4.3. HEALTH AND SAFETY OFFICERS

The site health and safety officers specific responsibilities are set forth in SOP
1.1.2, "Site Health and Safety Officer Responsibilities."
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HAZARD IDENTIFICATION

5.1. RISK ASSESSMENT

The workplan for eachCTO taskis reviewedin accordancewithCLEAN II
SOP 4.1.1, "Job HazardAnalysis"to identifythe hazardsthat are likelyto be
presentduringthe task. This reviewidentifiesthe hazardswhichare likelyto
be presentandwhichrequirecontrolmeasures. If additionalhazardsnot
identifiedat the time of initialplanpreparationare discovered,the Health and
Safety Supervisorshallpreparea supplementalhazardassessment. A
summaryof the JobHazardAnalysisis presentedinthe site-specifichealth
and safety plansupplement.

5.2. SIGNIFICANT HAZARDS

The hazardsidentifiedfor the task that are consideredsignificanteither
becauseof the probabilityof occurrenceor due to the seriouseffects are
identifiedinthe supplement. Hazardsconsideredwellknownor routinely
experiencedat militaryinstallationsand duringenvironmentalinvestigationare
discussedin detail inSection6 of thisplan. Hazardsuniqueto work at specific
sitesare describedinthe site-specifichealthand safetyplansupplement.
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HAZARD ANALYSIS

6.1. GENERAL

This sectionpresentsa hazardanalysisand moredetaileddiscussionof
generichazardsexperiencedat typicalprogramsitesduringfield activities.
Thissectionalsoprovidesgeneralhazardanalysisof industrialhazards
encounteredon a task-specificbasisasTable 6-1, "IndustrialHazards at
CLEAN II ProgramSites."

6.2. RISK ANALYSIS

In additionto the safetyhazardson-sitethat resultfromindustrialand military
operationsandthe hazardsassociatedwith equipmentusedto performthe
task, a potentialhealthhazardarisesfrom exposureto organicand inorganic
chemicals, physicalagents,and biologicalagentswhichare unearthedor
released during the work

The exposureincidentdeterminedmost likelyto occuras a resultof Project
activitiesat sites iscontact withcontaminatedgroundwater.The next most
likely incident is the spilling of or contact with a subsurface product layer

L._ encountered in the investigation.

Incidents not associated with Program activities that may occur at the site
include fire events, chemical releases, or explosions associated with military
operations. Emergency actions as a result of incidents associated with
Program operations or host facility operations are described in Section 16 of
this document.

Based on the preliminary site investigationand the project description, many
potential hazards associated with Bechters scope of work have been identified.
These hazards include physical, radiation, vibration, industrial, chemical,
landfill decomposition gases, and biological hazards. Each of these classes of
hazard is discussed in the sections that follow.

6.3. PHYSICAL HAZARDS

The physical hazards associated with the CTO project include noise; heavy
equipment operation; falling, slipping, and tripping; manual lifting; heat stress;
working over water, and fire or explosion hazards. Physical hazards are
discussed in the following sections.
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_ 6.3.1. Noise

Working proximate to the drill rig can subject workers to noise exposures in
excess of allowable limits. Nonessential personnel who do not need to be
next to loud equipment should stay as far away as possible to lower the risk of
noise-induced hearing loss. Personnel who operate or must work next to the
drill rig shall be required to wear hearing protection (ear plugs or muffs) to
reduce their exposure to excessive noise. Persons who enter areas in excess
of 85 dBA will be required to wear ear protection. Methods used to comply with
OSHA hearing conservation requirements are set forth in CLEAN II PP HS
3.3, "Hearing Conservation.".

Subcontractor personnel shall implement equivalent effective hearing
conservation programs in accordance with Program requirements.

6.3.2. Energized and Rotating Equipment

In all cases, heavy equipment with rotating shafts or gears shall be guarded to
prevent accidental contact. In some cases, where rotating parts cannot be
adequately guarded, only experienced operators are allowed to work around
these rotating parts. Personnel who must work around rotating equipment
shall not wear loose fitting clothes that could get caught. Special precautions

_._ should be observed during drilling operations involving casing removal to avoid
potential accidents due to equipment failure or breakage.

Program personnel will not operate or handle drilling equipment or heavy
equipment owned by subcontractors. The drilling subcontractors will maintain
and implement safety procedures according to their health and safety plan.
Only qualified subcontractor personnel shall operate heavy equipment during
field activities. Subcontractors shall maintain in operating condition all
appropriate safety devices on all machinery and rotating equipment (e.g., back-
up alarms, emergency stops, guards) at all times. Subcontractors shall
implement effective safety programs for use of this type of equipment.

6.3.3. Vehicle and Heavy Equipment Operation

Vehicles shall only be operated in authorized areas. When moving equipment,
caution should be exercised so as not to damage equipment or cause injury.
When backing up heavy vehicles (larger than pickup trucks ), passenger
vehicles, or pickups with obscured rear vision, a guide shall be used to direct
the vehicle. Extra caution shall be exercised during vehicle operation on dike
roads, industrial areas, and other close spaces. Personnel directing traffic
shall wear orange vests. Each vehicle shall be equipped with a minimum of
one 3A:40B:40C rated fire extinguisher. Refer to SOP 5.1.7, "Vehicle and
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, Heavy Equipment Safety" for vehicle inspection and documentation
"_- requirements.

6.3.4. Subcontractor Furnished Equipment

The subcontractoris responsiblefor properand safe operationof all equipment
they bringto the site. Programemployeeswillnotoperate subcontractor-
furnishedequipmentunlessthatequipmentis expresslyprovidedfor use of
Programpersonnel.This sectiondoes notprohibituse of power from
subcontractor-providedgeneratorsor the handlingof drillingtoolcomponents
suchas samplers.

6.3.5. Steam Cleaning Equipment

Eyeand face protectionshallbe used by steam cleaneroperators. Only
qualifiedpersonneltrainedin the safe operationand maintenanceof such
equipmentshall be authorizedto usethe steamcleaner. Subcontractors
operatingsuchequipmentshallincludesafetyprecautionsin their code of safe
practices.

6.3.6. Falling, Slipping, and Tripping

Work zone surfacesshallbe maintainedin a neat and orderlystate. Foot
trafficshall avoidareas wherematerialsare storedon the ground. Tools and
materials shall not be left randomly on surfaces where not in direct use. The
drilling crew supervisor shall assure that the work area around each drilling
operation is maintained in a neat and orderly state. Hoses and cables shall be
grouped, routed to minimize hazards, and covered with a ramp or bridge or
clearly marked with hazard tape or flags if such material will remain in place for
more than one shift.

6.3.7. Manual Lifting Techniques

During any manual material handling tasks, personnel shall be trained to lift
with the force of the load suspended on their legs and not on their backs. An
adequate number of personnel or an appropriate mechanical device must be
used to safely lift or handle heavy equipment. When heavy objects must be
lifted manually, workers shall keep the load close to the body and shall avoid
any twisting or turning motions in order to minimize stress on the lower back.
The SHSO can provide a lifting orientation and specific back stretching and
warm-up exercises to help minimize the potential for back injuries. Use of
these exercises by all field personnel at the start of each shift will be

_--'_ encouraged by the SHSO.
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6.3.8. Extreme Heat and Heat Stress

Heat stressmay becomea significantriskfactorwhenambient temperatures
are highand field personnelare involvedinphysicalactivity. Personnel
shouldbe aware of the symptomsof heatstressso thattreatment can be
providedimmediatelyshouldheat stressoccur. Signsand symptomsof heat
stressare discussedin SOP 5.1.17, "Heat StressControland Evaluation".
The SHSO shallinitiatea heatstressmonitoringprogramwhenever personnel
are wearingsemipermeableor impermeableprotectiveclothingandthe outside
temperaturereaches70°F or above 90°F instreetclothing.

6.3.9. General Physical Hazards

The site may includeditches,areas thatare poorlydrained, roughor uneven
terrain,depressedareas (whichmay presentoxygendeficiencyor flammable
gas collectionareas), protrudingobjects,and impalementhazards. The SHSO
shall assurethat a careful preworkwalkoveris made of all work areasand
potentialaccessor egressroutes. Unsafeareas may be flagged or taped by
the SHSO and willbe identifiedto all personnel.

6.3.10. Work Over or Near Water

Work over or near waterwhere there is a potentialfor employees to fall in and
the dangerof drowningexistswillbe conductedin accordance with the
requirementsof applicableOSHA standardsand USACE EM 385-1-1. Work
within15 feetof unobstructedaccess to watershallbe deemed to be within
the requirementsof thissection. Exceptwhere employeesare protectedby
continuousguardrails,safetybelts,or nets,the requirementsin Section 18.5
shallbe metby all personnel.

6.4. RADIATION HAZARDS

Programworkersmay be exposedto a varietyof physical radiationhazards
whenworkinginthe militarysite environment. Radiationhazardswillbe
evaluatedand controlledin accordancewith PP HS 6.2 "Radiation Protection"
and subordinateSOPs.

6.4.1. Ionizing Radiation

Ionizing radiation arises from nuclear isotopic sources, such as radiography
cameras and radium devices (buttons, plaques, needles) and from energized
sources such as x-ray machines, accelerators, and high-voltage equipment.

_ Some burial sites may have contamination with ionizing radiation sources.
Where review of site history reveals the potential for ionizing radiation, the
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Health and Safety Supervisor shall consult with the Program Health Physicist
to develop a radiological control evaluation plan.

6.4.2. Nonlonizing Radiation (RF)

Nonionizingradiation arises from militarycommunication, radar, and other
sensing devices. Particularly intense fields may be experienced around some
operational equipment such as antennas, operational aircraft, and vessels.
Where the potential for nonionizing radiation fields in the work area are
identified, the Health and Safety Supervisor will consult with the Program
Health Physicist to evaluate the hazard to Program personnel.

6.4.3. Solar Radiation

The SHSO will encourage Program personnel working out of doors to utilize
covering or sunblock preparations to minimize the harmful effects of the sun's
rays on the skin.

6.5. VIBRATION

Vibration-induced damage may occur when equipment operators handle
_" vibrating equipment or tools for long periods of time. Where use of vibrating

equipment is identified, the Health and Safety Supervisor shall be consulted for
an evaluation.

6.6. INDUSTRIAL HAZARDS

Program activities at field sites may expose personnel to various industrial
hazards. A summary of the common industrial hazards expected and general
methods that will be utilized by the Program to assure worker safety are listed
in Table 6-1. A task-by-task analysis of industrial hazards for work to be
conducted at the site during the task will be provided in the site-specific health
and safety plan supplement.

The SHSO or designee will observe all operations, particularly drill rig
operations, to oversee industrial safety hazards such as pinch-points (areas on
the drill rigs where limbs or extremities may become caught, mutilated, or
dismembered).

To prevent injuries from industrial hazards engineering controls, administrative
procedures ( e. g. Iockout-tagout procedures) and equipment-guarding
techniques will be implemented. Additionally personal protective equipment

_---_ (PPE) is to be used when engineering controls alone cannot reduce exposure
hazards to acceptable limits.
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,,__ The overall risks posed by industrial activities associated with cleaning,
decontamination, excavation, vehicle operation, and earth drilling activities are
considered greater than those posed by potential exposure to chemicals that
are the subject of investigation when proper PPE practices are followed;
therefore, compliance with safety rules and procedures is of equal or greater
importance than compliance with health rules.

6.6.1. Underground Cables

Buried underground cables may be present at this site. Before drilling, an
underground utility check will be performed. In addition, where records are
inadequate or questionable, a utility search using specialized cable-detection
equipment will be performed. Hand boring will be utilized to locate cables
when their presence is suspected. SOP 5.1.4, " Utility Clearance "and site
activity safety requirements set forth the detailed requirements for obtaining
clearance to excavate, drill, or otherwise perform soil-intrusive activities at the
site.

6.6.2. Oxygen Deficiency

Oxygen deficiency can occur in confined spaces, open test pits or low-lying
areas as a result of displacement by another gas (marsh gas, chemical
decomposition, or leaking gas cylinders), or by the consumption of oxygen by
chemical reaction (rust). The SHSO shall monitor all suspect areas prior to
initial entry into test pits, depressions, or low-lying areas. The SHSP
supplement will specify the frequency of monitoring during subsequent entry.

6.6.3. Low-Lying Areas

Where large depressed areas must be entered and where a case-by-case site
hazard evaluation has determined the potential for toxic or oxygen-displacing
gas buildup exist and monitoring cannot be performed prior to entry to the area,
the entry team shall carry an oxygen/LEL/hydrogen sulfide detector and PID
gas detector. A backup rescue team equipped with SCBA equipment shall be
on standby for those sites where the potential for hazardous atmosphere is
considered present.

6.6.4. Chemical Handling

Chemicals brought into the field by Program personnel or activity support
personnel may be used for activities such as decontaminating surfaces and

_ equipment, killing weeds or pest control, waste treatment, and/or
encapsulation. Hazards associated with these chemicals may include the
following.
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• Possible oxygen deficiency if used in areas with poor ventilation

• Chemical burns or irritations

• Toxic exposures

• Fires/explosions

The HSM shall evaluate the need for special chemical-handling procedures
during the chemical-use review process.

6.6.5. Drum Excavation/Sampling

Buriedcontainersmayexiston Programwork sites, The discovery of
unanticipatedburieddrumsshallbe consideredan unusualevent requiring
temporaryworkstoppageand evaluation.These containersmay be
encounteredduringdrillingoperationsand/orexcavationtaskswhen operating
over old landfillsor dumpsites.

Potentialhazardsof handlingburiedcontainersof unknowncontent includethe
following:

• Fire/explosion

_._... • Exposure of workers or general public to toxic, corrosive, and/or
flammable chemicals

• Spillage of materials with risk of migration to uncontrolled areas

The activity POC established for environmental matters will be contacted by
the SHSO or field team leader. The ROICC will also be contacted.

Typically, buried drums will be evaluated, stabilized (when necessary), and
eventually sampled prior to handling and disposal. A specialty subcontractor
will be utilized to perform these activities. Drum handling shall be in
accordance with USACE EM 385-1-1 Section 28.H, "Handling Drums and
Containers."

6.6.6. Soil Excavation/Trenching

Excavationof contaminatedsoil presents multiple hazards to workersincluding
chemical exposure, fire and explosion hazards, and exposure to hazards of
contacting unidentified energized utilities.

SOP 5.1.4, " Utility Clearance, "and site activity safety requirements described
in the site-specific health and safety plan set forth the detailed requirements for
obtaining clearance to excavate at the site.
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6.6.7. Confined Space Entry

Confinedspaces, includingbutnot limitedto trenches,ditches, holes, culverts,
structures,and tanks,presentsmultiplehazardsincludingoxygen deficiency,
toxicagent exposure,heatstress,engulfment,and otherhazards.

Confined space entry is not generally authorized for Program personnel.
Confined space entries will be made in accordance with a specific confined
space entry permit approved by the HSS. A designated "OSHA competent
person" for confined space work shall be on-site during all confined space
entry activities.

Detailed confined space entry procedures are set forth in SOP 5.1.2, "Confined
Space Entry."

6.6.8. Overhead Electrical Hazards

Overheadcables may be presenton sites. Refer to SOP 5.1.8, "Electrical
Safety," fordetails. A detailedhazard analysisshallbe preparedby the
subcontractorin accordancewithSOP 4.1.1, "JobHazard Analysis"priorto
operatingheavy equipment(drillingrigs,excavators,cranes) underneathor
within20 feetof the maximumreachof the equipment,consideringequipment

_.,,_ failure, of overhead electrical hazards or switch gear.

6.6.9. Fire and Explosion Hazards

The potentialfor highTotal PetroleumHydrocarbon(TPH) concentrationsor
flammable concentrations of other materials developing where soil-intrusive
work is occurring may exist. Care shall be taken to assure that explosive
mixture monitoring is performed in an adequate manner and that ignition
sources are controlled or eliminated in accordance with the ROICC or
designated installation safety coordinator requirements.

6.6.10. Pipelines

Overhead and buried pipelines containing natural gas and petroleum fuels are
common on military installations. These pipelines present another source of a
potential fire and explosion hazard. All work areas will be cleared by the
ROICC or designated installation safety coordinator or operating area safety
coordinator prior to soil-intrusive work or movement of heavy equipment into or
through utility corridors. Project personnel will obtain written clearances in
accordance with SOP 5.1.4, "Utility Clearance, "and site activity safety
requirements that set forth the detailed requirements for obtaining clearance to

i

_-_ excavate at the site. In addition, when locations of buried lines are uncertain,
excavation shall always be performed by hand until the utility is located or the
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area is cleared. The responsible installation operations or maintenance
"_" department will review the location of emergency shutoff valves with project

personnel at the prejob meeting or tool box safety meeting prior to working in
an area of concern.

6.6.11. High-Pressure Hose

High pressure hose ends may whip if the fitting become disconnected. All
hose ends shall be secured to minimize whipping and connections should be
secured to prevent accidental disconnects.

6.6.12. Suspended Loads

Work is not permitted under suspended loads during lifts. Accessible areas
under suspended loads shall be barricaded where feasible.

6.6.13. Static Electricity

Staticelectricity may build up from pouring of fluids or other activities.
Personnelshallbe informedof potentialsourcesof staticbuildup.Grounding
shall be used duringfuel transferand other potentialstatic-producingactivities

_-_ in the vicinity of potentially hazardous environments.

6.6.14. Unstable or Steep Terrain

Extreme caution shall be used when moving heavy equipment over steep
terrain. The advice of a soils engineer should be obtained before working or
crossing potentially unstable terrain.

6.6.15. Work Near Roadways

Traffic control shall be implemented in accordance with installation
requirements or the "Manual of Traffic Controls for Construction and
Maintenance Work Zones." Employees performing traffic control shall wear
orange garments in the daytime and reflectorized garments after dusk. Work
near roadways will be halted during periods of heavy rainfall.
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6.6.16. Welding and Torch Cutting

Weldingshallnot be conductedwithoutpermitor approvalof the ROICC or
designatedinstallationsafetycoordinator.Weldingshallnotbe conducted
overa boreholewithouta special procedureapprovedby the Healthand Safety
Supervisor.

6.6.17. Work from Elevated Platforms

Work from elevations greater than six feet shall require fall-protectiondevices.

6.7. CHEMICAL HAZARDS

This sectiondescribesthe toxicological(health)hazardsassociatedwith
exposureto organicand inorganicchemicalsandmetals duringthe project. A
tabulationofchemicalsand metalstypicalof militaryinstallationenvironments
and potentiallyexpectedto be presentat the site is providedin the site-specific
healthandsafetyplansupplement.

Particularchemicalscommonlyencounteredare discussedin the following
sections.

_'_ In dry, arid, desert conditions, exposure mayoccur principally by inhalationof
contaminated particulates. Exposure to vapors can occur if trapped volatiles
are exposed to the high heat conditions once the material is exposed to the
atmosphere.

6.7.1. Benzene

Benzeneis a commonconstituentof motorfuels, aviationgasoline,and some
industrialsolvents. Benzene is a knownhumancarcinogen. Benzene is the
principalconcernand the basisfor establishingof the action levels for
continuousmonitoringequipmentin the vicinityof gasolineand other light
distillate products. Continuous organic vapor monitoring will not detect
benzene specifically; therefore, the action level is based upon the conservative
assumption that the benzene content of the volatile mixture is less than 20
percent. The action level for respiratory protection may be revised once the
airborne contaminant environment is fully characterized. The use of benzene
specific detector tubes or portable gas chromatography may be used to
quantify benzene concentrations.

In the event that the presence of benzene is confirmed to be above the OSHA
action level, SOP 5.1.18, " Benzene Regulated Areas, "will be implemented.

\
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6.7.2. Flammability

The possibilityof flammablevaporsfromhighconcentrationsof volatile
petroleumhydrocarbonsingroundwateror from a layer of free productexists
at fieldsites. Accordingly,monitoringwillbe conductedin accordancewith
SOP 4.4.4, "ExplosiveGasesand FlammabilityMonitoring,"to identify
locationswherethe possibilitymay existof triggeringflammablevaporsfrom
sparksgeneratedby equipment.

6.7.3. Unidentified Chemicals

Chemicalsnot identifiedor consideredmay be presentat field locations. Until
initialsampling,analysis,andatmosphericcharacterizationare complete,site
workshall be conductedinlevel B protectionif the actionlevelfor
uncharacterizedmixturesis exceeded. A conservativeactionlevel based upon
totalorganicvapor monitoringwillbe utilizedduringfieldwork. Priorto starting
sitework,the HSS willattemptto determinewhat hazardouschemicalsand
otherhazardousmaterialshaveaffected the subsurfaceenvironmentinthe
vicinityof the site work.

, 6.7.4. Hydrogen Sulfide

Hydrogensulfide is a colorless,heavier-than-airgas witha characteristicodor.
Hydrogensulfide(H2S)can be toxicor fatal if inhaledin highconcentrations.
Processingof crude oil resultsinthe collectionof H2S in processequipment.
A processupsetor equipmentfailurecan result inthe release of high
concentrationsof H2S to the environment.For this reason,when work is
conductedinthe vicinityof operations(refineries,petroleumextractionwells,or
otherprocesses)that havepotentialfor significanthydrogensulfidereleases,
sitehealthandsafety personnelshouldestablisha methodof communication
withthe operatorof the source. An H2S monitormay be maintainedat the field
worklocation,if the potentialfor a significantrelease is present. Monitoring
equipmentor detectortubesshallbe utilized inthe event a hydrogensulfide
release is suspected.

6.7.5. Lead

Leadmay be encounteredas a contaminantof soil in locationsnear tanksand
otherprocessequipmentas a resultof paintingoperations. Lead may also be
encounteredas a resultof spillsor leakage of lead additivesto motorfuels.
Leadis a toxicheavy metalanda suspected carcinogen. Lead may be
encounteredin inorganicor organicforms.

Where lead is identified as present in sufficiently high concentrations, work will
be conducted in accordance with the applicable OSHA standards.
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6.7.6. Mercury

Mercurymay be encounteredas a contaminantof soilin locationsnear
processequipment,tanks,and lines. Mercurywas extensivelyusedas a
gauge fluid. Breakageof gaugesmay have resultedin spillageof mercuryand
soilcontamination.Mercuryisa toxicheavymetal.

Mercury is volatileat roomtemperatureandmay presentan inhalationhazard
even if no soildisturbanceisoccurring.Areassuspectedof mercury
contaminationwillbe screenedbefore workbeginseitherby chemicalsampling
or with a mercuryvapormeter. Respiratoryprotectionappropriatefor the level
of mercury presentwillbe utilized.

6.7.7. Asbestos

Asbestosmay be a contaminantof soil in locationsnearoverheadpipe racks,
processareas, formerprocessareas, or where fill has been imported.
Asbestosoccursinsoilas a resultof deteriorationof insulationthat contained
asbestos. Asbestosoccursas a commonconstituentof manymanufactured
products. Often the presenceof asbestoscannotbe ascertainedby visual
inspection. Amongthe productsthat containasbestosare pipe, bricks,
flooring,frictionproducts,coatings,insulation,plastics,and textiles.

Asbestosis regulatedas a carcinogeninaccordancewithOSHA. Work in
areas where asbestosis presentshallbe evaluatedby the Healthand Safety
Supervisor,and as applicable,OSHA regulatoryrequirementswill applyto the
work.

•Programwork in knownor suspectedasbestos-contaminatedareas shallbe in
accordancewithPP HS 6.1, "AsbestosSampling,Handling,andAssociated
Work," and subordinateSOPs.

6.7.8. Arsenic

Inorganicarsenicmay be foundin areas where certain industrialresiduemay
have contaminatedsoils. Arsenicmay alsobe foundin areas where arsenic
was used as a herbicide. Somearsenic compoundsmay release a toxicgas
when in an acidicenvironment.Arsenicis a toxicheavy metal. Inorganic
arsenic is regulatedby OSHA as a carcinogen.

6.7.9. Polynuclear Aromatic Hydrocarbons (PAH)

Polynuclear aromatic hydrocarbons are produced from coal tar and other
sources and are used in a variety of industrial products. Polynuclear aromatic
hydrocarbons or PAHs are recognized human carcinogens. Exposure by any
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'---- route to PAH and other recognized human carcinogens shall be maintained at
the absolute practicable minimum level.

6.7.10. Polychlorinated Biphenyls (PCB)

Polychlorinated biphenylsor PCBs, also referred to as Arochlors are synthetic
industrial product, which have been commonly used as a cooling fluid and
electrical insulator. PCB's are common contaminants of oily type waste, are
found around railroad tracks and in industrial areas and dumps. PCBs are
recognized environmental pollutants and suspected human carcinogens. Work
involving exposure to PCB above the atmospheric action level or in contact
materials exceeding 100 micrograms per gram may require special medical
evaluation and approval of the Program Health and Safety Manager.

6.7.11. Other Heavy Metals

A variety of heavy metals are encountered as contaminants at industrial
military sites. Some heavy metals are highly toxic; others are also recognized
human carcinogens. As these materials are not volatile, unless highly heated;
thus control by proper use of PPE and personnel hygiene practices will prevent
significant exposure to heavy metals.

6.7.12. Chlorinated Solvents

Chlorinated solvents have been widely used at industrial and military sites in
large quantities and may exist in free product layers at some sites. Chlorinated
solvents present a wide range of toxic modalities, with certain compounds
being highly toxic and others being essentially inert. Chlorinated solvents are
often identified by a familiar characteristic odor. The PID or FID used for field
monitoring has reduced sensitivity (response factor) for some chlorinated
hydrocarbons. The use of detector tubes, halide monitors, or other methods
may be utilized for detection. Sensing of the characteristic odor is an indication
of the need to upgrade respiratory protection and initiate personnel monitoring.

6.7.13. Dioxins

Dioxins are produced in industrial processes as contaminants in production of
herbicides and as by-products of combustion of chlorinated hydrocarbons,
particularly PCBs and trichlorobenzene. Dioxins are considered highly toxic
and are suspected carcinogens, even in trace quantities. Sites where dioxin is
potentially present include waste dumps used to dispose of pesticide, areas of

_..., ground that have experienced fires, and areas of electrical equipment or
electrical maintenance shops that have experienced fires. Project work where
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_,__._ dioxins are present requires approval of the Program Health and Safety
Manager.

6.7.14. Carcinogens

Carcinogens are any chemicals or productscapable of causing or inducing
cancer or leukemiainhumans. Carcinogensare classified,for Program
purposes,based uponOSHA, ACGIH, IARC or NTP classificationsinto
recognizedor confirmed humancarcinogens(Class I), suspecthuman
carcinogens(ClassII), questionablecarcinogens(ClassIII), or notrecognized
as carcinogenic. When recognizedor suspectcarcinogens(Class I or Class
II) are identifiedinworkareas, they willbe identifiedinthe site-specifichealth
and safety plansupplementas such. Exposureby any routeto recognized
human carcinogenswithoutpublished exposurelimitsshallbe maintained at
the absolute practicableminimumlevel.

6.7.15. Nonaromatic Hydrocarbons

Nonaromatic hydrocarbons refer to a variety of volatileand semivolatile
compounds, including simple' hydrocarbons such as propane, pentane, and
octane. These unspecified compounds are present in petroleum hydrocarbon

"_ mixtures and may exist as gas, vapor, liquid, or some combination. The
compounds are generally of low toxicity; however, they produce a narcotic
effect at moderate concentrations. Exposure to nonaromatic hydrocarbons at
these concentrations may affect the operators ability to operate machinery.
The low toxicity of these materials is not a basis for allowing exposures in
excess of established limits.

6.7.16. Simple Asphyxiants

Work in the presence of large quantities of these materials (compressed or
liquefied) shall be conducted with great care. These materials include low-
toxicity hydrocarbon fuels ( methane, ethane, propane, butane ), welding cover
gases ( argon, helium, carbon dioxide), and nitrogen. These materials displace
oxygen and, if present in large quantities or in confined spaces, produce
unconsciousness, asphyxiation and death.

Helium and hydrogen are simple asphyxiants that may also affect the reading
some explosive limit instruments due to high thermal conductivity. Excess
nitrogen may similarly effect the reading of explosive-limit monitoring
instruments by reducing the oxygen present for combustion.
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6.7.17. Chlorine Gas

Chlorine gas cylinders are common around industrial and military sites,
particularly in water treatment plant areas. Chlorine is highly toxic, and even
exposure to low concentrations may result in permanent lung damage. Entry
into or work in proximity to chlorine gas storage requires special procedures,
including the use of emergency escape respirators.

6.7.18. Pesticides

Pesticidespotentiallyusedor disposedat Programsitesrange from relativity
low-toxicityproductsto highlypoisonouscompounds.Exposureto extremely
small quantitiesof somepesticidesmay resultin seriousbodilyharm,even
death. Identificationof pesticidecontainersduringfield activityrequires
evaluationby the HSS before work can proceed. Presenceof pesticide
dumpingat a site requiresthat protectiveclothingprotocolsbe implemented
duringall intrusiveactivity. Presenceof residueonlyfollowingnormal
applicationmay permita reducedlevelof PPE.

6.7.19. Photographic Chemicals

_..._ Photographic chemicals include a broad range of products includingheavy
metals, cyanide, skin sensitizers, irritants, and carcinogenic materials.
Cyanide compounds can release toxic hydrogen cyanide gas in acidic
environments. Accordingly, extreme caution should be exercised when using
acid to preserve samples where cyanide may be present. Protective measures
are the same as for sites that present a mixture of wastes. Where
photographic chemicals may be present, the types and formulations should be
determined, if possible, prior to field activity.

6.8. LANDFILL DECOMPOSITION GASES

Decompositon of organic materials results in the production of several gases
that may present a health and safety concern.

6.8.1. Vinyl Chloride

Vinyl chloride results from the decomposition of chlorinated materials such as
plastics and solvents. Vinyl chloride is a recognized human carcinogen. The
OSHA standard for Vinyl chloride established an exposure limit of 1 ppm as a
time-weighted average and 5 ppm as a short term exposure limit (15 minutes).
Where measured concentrations may exceed 10 ppm, only a Type C airline or

_'-_ SCBA unit may be used for respiratory protection. When negative pressure air
filtering respirators are utilized, the air filter cartridges shall be replaced daily.
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,._,_ 6.8.2. Methane Gas

Methane gas may be encounteredas a resultof biologicalprocesses in soil
during excavation activities. Methane is an explosive hazard and can displace
oxygen in confined space entry work. Methane will be monitored for as an
explosive gas. PIDs do not detect methane; therefore, either a FID or
explosimeter will be used where a potential for methane gas is identified.

6.8.3. Hydrogen Sulfide

Hydrogen sulfide (H2S) is a colorless, heavier-than-air gas with a characteristic
odor. Hydrogen sulfide is commonly found at landfills. It can be toxic or fatal
if inhaled in high concentrations. Monitoring equipment or detector tubes shall
be available for confined space or trench entry and in the event hydrogen
sulfide is suspected. This chemical has the property of numbing the olfactory
senses after a brief exposure which limits the usability of air-purifying
respirators (APRs). APR protection shall only be used if monitoring equipment
is continuously available. Where H2S is experienced above 10 ppm, personnel
shall carry either industrial gas masks or escape respirators, and alarming
monitors.

_., 6.9. BIOLOGICAL HAZARDS

The SHSO shall screen the area for biologicalhazards during the initialsite
visitand shalldiscussany problemswith installationpersonnelduringthe pre-
workreview.Multiplebiologicalhazardsare presentat the site. The most
commonhazardsanticipatedare discussedbelow.

6,9.1. Rattlesnakes

Personnelshouldbe extremelycarefulwhen walkingthroughtall grass,rocks,
or debris. If a rattlesnake is encountered, slowlyand quietlyback away from
the snake. Informall personnelat the siteof its location. Do not attemptto
move or kill a snake as certain species of rattlesnake are protected under state
and federal laws. In the event of a snakebite, immediately summon emergency
medical services and notify the SHSO. In the event of snakebite, do not try to
move the affected limb; wait for transportation. The venom should be wiped off
the skin as venom will attack intact skin. Refer to Section 16 for precautions
on use of snakebite kits.

6.9.2. Insects

Bees, wasps, yellow jackets, black widow spiders, scorpions and brown
recluse spiders present a potential hazard on this project as they would under
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any circumstances, but especially so for those individuals sensitized to those
bites or stings. Prior to initial assignment on this project, personnel with known
allergic responses to insect stings will be identified and field supervisors made
aware of this condition. These personnel shall also carry an antidote kit if so
advised by their physician. The Bechtel SHSO will confirm that the antidote kit
is accessible and notify the emergency medical service providers in the event
of any incident.

In all cases, a victim suspected of being bitten by a black widow spider or
brown recluse spider, or stung by a scorpion shall receive medical attention.
The venom from the brown recluse spider is capable of causing coma and
kidney failure in its victim.

Protection against insects, such as protective clothing, repellents,
extermination, and training in recognition and identification of harmful insects
may be employed.

6.9.3. Ticks

Ticks transmit many diverse etiologic agents. Diseases transmitted by tick
include Lyme disease, Rocky Mountain Spotted Fever, and other viral and
rickettsial diseases.

Lyme disease is a spirochete-type bacterial infection that is transmitted to
humans and some animals by two species of tick. The deer tick is probably
the more prevalent. The female is approximately 1/4 inch long and is black
and red in color. Symptoms of Lyme disease include chills, fever, headache,
fatigue, stiff neck, and bone ache. Lyme disease presents itself as a rash with
a small welt in the center.

Symptoms of Rocky Mountain Spotted Fever include chills, fever, headache,
fatigue, stiff neck and bone ache. Spotted fever presents as red spots under
the skin.

Ticks are normally found in wooded and bushy areas. When walking through
tall brush areas, periodically check yourself and your coworkers for presence of
any ticks. Ticks burrow into the skin. It is essential to remove the entire tick
as soon as it is found. If the head cannot be removed, medical treatment shall
be obtained. Should severe signs of infection or fever develop, the patient
should seek prompt medical care.

6.9.4. Poisonous Plants

Poisonous plants may be present at the site. Poison ivy, poison oak, and
poison sumac are identified by three leaves or five leaves emanating from a
stem. The plants contain a resin that causes a delayed allergic hypersensitivity
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,,._ reaction on contact. The resin is active in live, dead, dry and burned plant
parts, and it may be carried through the air. Signs and symptoms are usually
evident within 24 to 48 hours after exposure. These include burning, stinging,
and blisters. Notify the SHSO if these plants are observed. If exposure or
contact occurs, wash the affected area, but do not spread the resin to
uncontacted areas.

6.9.5. Vermin

Rats, mice, squirrelsand rabbitsare carriersof disease. Where verminare
identifiedin workareas, the SHSO shall be immediatelynotified. Bitesshallbe
immediatelyreportedand medicalcare obtained.

Infectionsassociatedwith rodentbornediseaseare present inthe
southwesternUnitedStates. Infectionsmay occurin humansassociatedwith
activitiesthat bringhumansintocontactwith rodents,rodentsaliva,or rodent
excreta. Activitiesthat may bringhumansintocontactwiththe etiologicagents
causinginfectionincludethe followingsituations:

• workingin areasof field crops;

• occupyingpreviouslyvacantcabins,buildings,or outhouses;

• cleaningoutbuildings;

• disturbingrodent-infestedareas;

• visitingareas where rodentpopulationshave increased;and

• entry intocrawlspaces orother potentialrodent-infestedareas.

Transmissionof diseasemay occurthroughbrokenskin,contactwith
conjunctivae,ingestionof contaminatedfoodor water, or inhalationof
aerosols. Preventionis throughenvironmentalhygienepracticesthatdeter
rodentsfrom colonizingthe workenvironment.

Cleanupof rodent-contaminatedareas or areas meetingthe above criteria
shallbe performed in Level C protectiveequipment,includingfull-face
respiratorand head covering. Vacuumingor dry sweepingshouldnot be used
as this may generate aerosols. Surfaces should be disinfected by spraying
with at detergent, water, and disinfectant mixture. Reusable protective clothing
shall be decontaminated and disinfected daily. Where rodent infestation is
positively identified, all waste shall be disposed in double-bagged containers
and shall be marked as infectious.

Workers shall be advised of the hazard and risks of the work. Workers shall be
advised that if a fever or respiratory illness develops within 45 days of the
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potential exposure, they should seek medical attention and inform the
physician of potential hantavirus exposure. Rodent-borne diseases include
hantavirus, which results in severe respiratory distress and plague

6.9.6. Marine Life

Work inshallowbays may exposepersonnelto a varietyof marinehazards.
Projectpersonnelshall not wade barefootwhile performingprojectwork.
Appropriatefootgear includes bootsor waders. Free swimming is prohibited.

6.9.7. Wild (Feral) Dogs

Wild dogsmayattackand may also carry rabies. Theirpresenceshallbe
promptlyreportedto the SHSO.

6.9.8. Viral, Bacterial, and Other Diseases

Personnelworkingat field sitesmay be exposedto other etiologicagents
carriedby insects. Personnelshallbe informedof preventativeand
prophylacticmeasuresfor protection.
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Table6-1

Industrial Hazards at CLEAN II Program Sites

IndustrialHazards MethodstoAssureWorkerSafety

Excessive noise If noise levels exceed 85 dB, affected workers must don ear protection.
from operating ddll
rigs.

Injuries caused by Job site walkover to identify hazards. Employees will be trained in
tripping or falling, housekeeping, and areas will be monitored daily by the SHSO.

Immovable trip hazards will be marked or guarded.

Accidents involving Power equipment will have guards or shields, and workers operating
power equipment or equipment will wear face shields or safety goggles, as prescribed by the
sharp objects, etc. SHSO. Power equipment must have UL-approved tags. Sharp objects

will be kept out of the work areas unless needed for the task. if possible,
sharp corners or edges will be wrapped with high-visibility tape.

Electrical shock. All electrical equipment will be grounded. All power supplies for portable
electrical tools and hand lighting shall be protected by installed or
portableGround Fault Circuit Interrupt (GFCI) Protection, Lock-out tag-
out procedures will be employed before work on electrical equipment
begins.

Fires. Fire extinguishers will be maintained on each vehicle and in regular work
areas. Workers will be trained in fire extinguisher use and for notification
of fires. Smoking will be permitted only in a designed area at the site.

_,._.f Explosions. Duringdrilling activities where potential hazards exist, explosive gas
meters will be used to monitor the area.

Mutilation from drill- The SHSO will inspect all drilling equipment before use. Areas that
rig pinch points, cannot be guarded that represent a hazard will be discussed with the

workers prior to the start of work.

Chemical releases, The SHSO will maintain communications contact with personnel at any
fires, or other potential source of toxic gas release. Hydrogen sulfide monitors or other
disturbances at site. appropriate monitoring equipment will be maintained on-site.

Skin and eye Workers will not be allowed to work with chemicals without proper PPE.
irritation from The SHSO will determine the correct PPE needed for the task and will
contact with assure the worker has been trained and is aware of the material safety
chemicals, data sheet (MSDS) provisions.

Stinging insects During the prework walkover of outside task locations, the SHSO will
such as wasps, identify any areas that could subject workers to stinging insects. The
bees, wild animals. SHSO will determine the actions needed to rectify the problem.

Workers will not be allowed to work near insects where an unreasonable
risk is presented.

Lifting, manual The HSS or SHSO will identify ergonomic factors and will develop
labor ameliorative measures to prevent untoward effects. Back protection,

lifting techniques, and warm-up will be used prior to strenuous tasks.
Special hand protection will be required where indicated.
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Table 6-1

Industrial Hazards at CLEAN II Program Sites (continued)

Industrial Hazards Methods to Assure Worker Safety

Ionizing radiation. Dosimetry, radiation surveys, contamination surveys.

Non-ionizing radiation. Establishment of safe work areas, monitoring.

Solar radiation. Protective clothing or sunblock.

Vibration. Limitations on intensity and duration of exposure.

Vermin. Site screening, traps, protective boots.

Wild animals. Site screening, fencing, traps.

Poison ptants. Site screening, protective clothing, removal, skin creams.

Snakes. Site screening, protective clothing, first-aid kits on-site.
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SITE CONTROL

7.1. GENERAL REQUIREMENTS

Work conductedat field sitesshall implementa site-controlprogram
establishedin accordancewith HS PP 5.1, "Field Safety Program," and
SOP 5.1.13, "Site Control,"based on site-specificcharacteristics.

7.2. SITE WORK AUTHORIZATION

Site access and work controlledby the CLEAN II Programshallbe authorized
by eithera hazardouswork permitor a site-specifichealthand safety plan. All
HWPs shallbe obtainedinaccordancewith SOP 5.1.1, "Hazardous Work
Permits ." HWPs willbe generatedand implementedbeforework beginsfor
each task. The HWP is generatedon Sitebythe SHSO, who is mostfamiliar
withsite conditions.The initialHWP forany taskshallbe preparedby the
organizationrequestingworkand approvedby the Health and Safety
Supervisor assigned to the task. HWP revisions shall be approved by the field-
assigned SHSO and the Health and Safety supervisor in accordance with
SOP 5.1.1.

'._,,, 7.3. CONTROLLED AREA DESIGNATION

The planfor controlledarea designationisprovidedin the site-specifichealth
and safetyplan supplement. Typically,drillingactivitiesuse a site-controlplan
that providesa singlebarrierto delineatetheclean, uncontrolledareas from
the exclusionzone. The exclusionzone alsoincludesa small decontamination
area. Trenchingactivitiesand drillingactivitiesin heavilycontaminatedsites
willutilizethe standardthree-zonesystemof site controlas described in SOP
5.1.13.

A separatevehicleentrance willnotnormallybe establishedfor field
investigation work. A decontamination stationfor personnel will be established
at the entrance to the work site. Additional stations may be established at
each access-control point. Figure 7-1 shows a typical access-control
arrangements for field investigations. The SHSO will establish the layout and
arrangement of field facilities during mobilization.

7.4. ACCESS CONTROL

Access to controlled areas is accomplished through a program that controls the
activities and movements of people and equipment at the project site. Included

CLEANII SiteHealthand Safety Plan 7-1 July 18, 1994



Section7 SiteControl

in this program are controls for chemical, biological, and industrial safety
hazards.

The site-specific health and safety plan supplement will establish the access-
control requirements for each site. The following are typical access-control
requirements that may be implemented at investigation sites. The SHSO shall
monitor implementation of these requirements.

• The SHSO shall maintain an authorized personnel list.

• An access control register will be maintained at the controlled area
boundary to record the number and identity of individuals in the area.

• All personnel will sign the access control log before entering the
controlled areas and each time upon leaving.

• The entry/exit control point will not be manned during this work.

• Personnel or equipment entering or leaving the site will do so through the
site access-control point.

• Personnel decontamination stations are provided and maintained where
contact with removable contamination is possible.

An exclusion zone shall be established around each work area prior to the start
of soil-intrusive work. The exclusion zones will be posted and physically
barricaded if the SHSO so requires based upon site conditions. The site
access-control points are typically posted as follows:

DANGER
Controlled Area

Authorized Personnel Only

[Organic Solvent-, Polynuclear Aromatic Hydrocarbon-, Oil-, PCB-, Pesticide-]
Waste Contaminated Soils

(identify the major contaminants present)

Excavation in Progress (asneeded)

Level {B/C/D} Protection Required (asneeded)
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7.5. INSTALLATION ACCESS

Specificrequirementsfor installationaccess are presented inthe sitespecific
healthandsafety plansupplement.The followinginformationistypically
requiredfor accessto mostmilitaryinstallations:

• Full Name;

• Social Security #;

• Employee's Company ID #;

• Company Affiliation;

• Driver's License # (State of issue and expiration date);

For each vehicle (including heavy equipment, drilling rigs, etc.) requiring Site
access, the following information should be available:

• Vehicle make and model;

• License # (State and registration date);

• Primary operator;

• Responsible company affiliation of operator.

An Authorized Personnel Roster is prepared and forwarded to the appropriate
activity contact when required by the activity. The task field leader and SHSO
shall carry a copy of this roster.

All personnel shall check in at the base or activity gate before accessing any
field sites. Security will determine the need for temporary or full pass status.
After clearing security, personnel may proceed to the site.
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Figure 7-1

\_ SiteAccessControlArrangements

\
\
\
\
\

EXPLANATION

Traffic Direction _ Restricted Area

Traffic Cones _ Exclusion Zone

Barricade Tape _ Contamination Reduction Zone

-_ Secur/ty Fence _ Support Zone

-"'"- Hot Line _ Uncontrolled Area
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DECONTAMINATION

8.1. GENERAL

Decontaminationfacilitiesshallbe establishedat eachwork site. The facilities
anddecontaminationprotocolestablishedwillvarywiththe natureand extent
of hazardspresent. The Programwilluse standardprotocolsas establishedin
SOP 4.3.1 for mostsites.Where necessary,specialprotocolswillbe
established. Figure8-1 illustratesthe standardorderof removalof personal
protectiveclothing. Figure8-2 describesa standarddecontaminationfacility
arrangementfor personnel. The site-specifichealthandsafety plan
supplementcontainssupersedingdiagrams,if a differentdecontamination
schemeis to be utilized.

8.2. PERSONNEL DECONTAMINATION

Personneldecontaminationwillbe performedin accordancewithCLEAN II PP
HS 4.3, " Decontamination,"and SOP 4.3.1, "Personal Decontamination."A
three-stationdecontaminationsystemwilltypicallybe establishedfor personnel
exitingfrom exclusionzones.

Personnelshall alwayswash handand exposedskinareas upon removing

protectiveclothing or leaving controlled work areas.

Visitors shall be provided with written decontamination instructions prior to
being permitted on the site.

8.3. VEHICLE AND EQUIPMENT DECONTAMINATION

Specificproceduresfor vehicleand equipmentdecontaminationmay be
establishedin site-specifichealthand safety plansor SOPs forvehicleand
equipmentdecontamination.Standardpracticesthat willbe followedon-site
are listedbelow.

• Decontaminationof smallequipmentwillbe performedat the site usingthe
three-washsystem. Grosscontaminationwillbe scrapedor wipedoff
equipment before beginning the wash cycle.

° A steam cleaner or pressure washer will be set up on the site for heavy
equipment decontamination.

• A vehicle decontamination pad may be constructed to contain and collect
all decontamination solutions, where required.
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• Large items of equipment will be wrapped prior to transport to the
_._._ decontamination area specified in the supplement for decontamination.

• Vehicles will be cleaned of gross contamination and loose dirt before
leaving the exclusion zone. Vehicles will then exit through the vehicle exit
to the vehicle contamination reduction zone (CRZ) for decontamination.

8.4. APPAREL DECONTAMINATION

Specific procedures may be established in site-specific health and safety plans
or SOPs for apparel decontamination. Standard practices will be followed on-
site: The SHSO will establish a minimum of one safety apparel
decontamination station at the site. As a minimum, soap/detergent, rinse
water, towels, wash pans, and brushes for scrubbing boots will be available.
Any wastes generated from decontamination will be properly disposed in
accordance with the Investigation-Derived Waste Management Plan. After
daily field work has been completed, outer protective clothing, where required,
will be removed and may either be placed in plastic bags for disposal or
retained for future use, depending on the contamination potential.

8.5. SHOWER FACILITY

_'-,-.. Sites at which, due to the nature of the contaminants and potential associated
toxicity, showering is deemed necessary, personnel shall be required to
shower on-site before donning personal clothing. A shower facility will be
established where personal can don protective clothing, proceed to the work
area, return from the work area, shower, and don personnel clothing prior to
eating, drinking, or smoking. Shower facilities shall meet applicable OSHA
requirements.

8.6. HAZARDOUS WASTE MINIMIZATION PRACTICES

Personnel entering controlled areas shall minimize generation of waste that
may become classified as hazardous. Disposable materials, wrapping, and
packaging shall not be brought into controlled areas unless required to prevent
cross-contamination. Separate waste containers shall be set up for trash,
nonhazardous waste, and potentially hazardous waste.

8.7. TESTING REQUIREMENTS FOLLOWING DECONTAMINATION

All items and equipment leaving controlled areas are inspected by the SHSO
for proper decontamination prior to the material leaving the site. Generally,

visual inspection of items used within controlled areas is sufficient to establish
adequate decontamination, and items are not tested for chemical
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contamination. Testing may be conducted by the SHSO when there is a high
_.,_ probability of contamination that cannot be readily removed by standard

decontamination techniques. The site-specific health and safety plan
supplement shall specify where testing is required.

A record of inspection following decontamination shall be maintained for heavy
equipment based upon visual inspection. Equipment belonging to team
subcontractors, other subcontractors, or rental organizations shall be
inspected. Equipment that leaves any facility (government property) boundary
shall be deemed to be leaving the custody of the Program, unless it is tagged
as not decontaminated and is returned to a Program organization that will take
responsibility for the decontamination. Such transfers shall be approved by the
Health and Safety Supervisor.

8.8. CERTIFICATION OF DECONTAMINATION

The SHSO shall be responsible for preparing a certificate of decontamination
when government-furnished equipment or material used on a site is returned to
the custody of the government. This includes the storage location at the San
Diego Program office or other locations not prepared to handle contaminated
equipment. Forms are available from the HSM for this purpose.

__'_ 8.9. SUBCONTRACTOR REQUIREMENTS

Each subcontractorshalldecontaminateequipmentas necessary to meet
technical requirements.Uponcompletionof finaldecontaminationpriorto
equipmentleavingany facility,the subcontractorshallrequestan inspection
fromthe SHSO priorto equipmentremovalfrom the siteand a recordof
decontaminationprepared. Subcontractorsare responsiblefor
decontaminationto the satisfactionof the SHSO. Equipmentincludesvehicles,
trucks, drill rigs, trailers, and accessories.

8.9.1. Visitor Requirements

Visitorsshall followthe directionsof the SHSO regardingdecontaminationof
equipment brought inside controlled areas. Equipment shall be wrapped and
taped to the maximum practicable extent, as directed by the SHSO, to
minimize the need for decontamination.

8.10. DECONTAMINATION AREA ARRANGEMENTS

A base area shall be established for waste storage, vehicle and equipment
_._ decontamination, emergency supplies, and other necessary equipment. These
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sites need not be contiguous, although this configuration may be convenient.
",_ The SHSO shall specify the arrangement of the base decontamination facility.

&10.1. Waste Storage and Decontamination Area

A wastestoragearea shallbe establishedfortemporarystorageof spoils,
cuttings,otherinvestigation-derivedwaste, decontaminationsolutions,etc.
This area shallbe postedas a wastestoragearea.

8.10.2. Decontamination Pad

A decontaminationpad may be constructedon the site for the decontamination
of excavators,drillrigs,augers,and associatedequipment. The standard
decontaminationpadshallbe large enoughto containany singlepiece of
equipmentwitha three footborderon all sides. The pad may be slopedor
providedwitha movableentrysectionto containliquidifbuilton level ground.
A slopedpadwitha liquid-collectionsump is recommended. The pad shallbe
constructedof three layersof lappedandtaped heavy-dutyvinylor
polyethylene(12 milminimum)coveredwitha sand or fine gravel layerfor
protection.The padshallbe operatedsuchthat all wash water can be
containedand collected withinthe pad. Alternateconstructionproviding
equivalent protection is acceptable.

The pad is not required at sites where wash water is allowed to return to the
ground or to a storm sewer discharge. This determination will be made by the
activity Environmental Division.
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Figure 8-1

"_" Personal Protective Equipment Decontamination Flowchart
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Figure 8-2

_"_ Decontamination Area Facility Arrangement
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MEDICAL SURVEILLANCE
\

9.1. GENERAL

All CLEAN II Program personnel will be required to participate in their
employer's medical surveillance program before being permitted to work on
Program field sites. The medical surveillance program for Bechtel employees
is described in CLEAN II PPHS 1.3, "Medical Surveillance," and subordinate
SOPs. The BC and K medical surveillance programs are described in
respective company documents. Subcontractors will be required to
demonstrate by document submittal OSHA-compliant programs and to
maintain records as required by the applicable contract. Specific exceptions
the medical surveillance requirements shall be identified in the site-specific
supplement for site access by specialty subcontractors performing nonintrusive
activity.

9.2. PROGRAM PERSONNEL

Officialcopies of all medical surveillance documentation for Bechtel personnel
will be maintained at the Program office in order to provide central
management and to maintain confidentiality. Medical surveillance records of
Bechtel employees performing field work, not assigned to the CLEAN II
Program, shall be maintained by the regional office Health Services Supervisor
and accessed via the Occupational Health Records Management System
(OHRMS) or an equivalent tracking and management system. Medical records
of a confidential nature will be maintained by the medical provider or by the
employer. The PMO will provide status reports indicating each employee's
status and special restrictions.

9.3. SUBCONTRACTOR RECORDS

Subcontractor medical surveillance records are maintained by the
subcontractor. Copies of records or a record summary will be maintained by
each subcontractor at the work location.

9.3.1. Medical Restrictions

All Project employees shall immediately inform the SHSO of any medical
restrictions or any use of prescription drugs. If the employee desires
confidentiality, this information may be forwarded directly to the Program HSM.
Any physical limitations based upon medical condition or prescription drug use

,_... will be evaluated by the Program medical consultant. Other work restrictions
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will be evaluated on a case-by-case basis by the HSM and the employer's
_-._ safetyoffice.

9.4. SPECIAL MONITORING PROTOCOL

Special monitoring protocols for specific contaminants shall be specified in
site-specific health and safety plan supplements.

9.5. MEDICAL SURVEILLANCE SUBMITTALS

9.5.1. Subcontractors

Subcontractors shall certify in writing that personnel are medically qualified in
accordance with OSHA standards. Subcontractor shall maintain on site proof
of medical qualification expiration dates, work limitations, and respirator use
approval by copies of records or a records summary.
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HAZARD MONITORING PROGRAM

10.1. GENERAL

Hazard monitoringwillbe performed at this site as described below. The
hazard monitoring program will be conducted in accordance with CLEAN II PP
HS 4.4, "Hazard Monitoring Program," and subordinate SOPs.

10.2. RESPONSIBILITY FOR MONITORING

The site health and safety officer will perform or oversee all monitoring
performed at field locations for health and safety purposes. The site-specific
health and safety plan supplement shall specify the minimum type and
frequency of monitoring to be performed based upon the potential hazards
present. A monitoring log will be maintained, by location, to document the
results of hazard monitoring.

The SHSO will provide results of monitoring to all site personnel on a regular
basis and whenever monitoring results indicate that a protective action is
required.

10.2.1. Responsibilities of Subcontractors

Subcontractorsare requiredto performmonitoringas necessary to
demonstratecompliancewithapplicable regulationsgoverningexposureto
hazardoussubstancesor physicalagents. Subcontractorsare responsiblefor
providingall monitoringdatathey collect to the CLEAN II HSM.
Subcontractorsare requiredto notifythe CLEAN II HSM of any overexposure
to hazardoussubstancesor physicalagents.

10.3. CHEMICAL AGENT MONITORING

Atmospheric concentrationsof chemical agents shall be routinelymonitoredat
all field sites. Chemicalagent monitoringincludesmonitoringfor all toxic air
contaminants,explosivemixtures,and oxygen deficiency.

Monitoringfor chemicalagents willbe performed usinginstrumentationand
sampling apparatus as describedin Table 10-1, "Chemical MonitoringPlan."
Monitoring methods, frequencies, and responsible personnel are set forth in
the site-specific health and safety plan supplement. Sampling techniques and
analytical methods are set forth in SOPs. Monitoring instrument use,
calibrations, and maintenance are described in applicable SOPs.
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10.4. ENVIRONMENTAL MONITORING

Environmentalmonitoringconsistsof samplingand monitoringmeasurements
performedat the site boundaryor otherlocationsfor the purposeof
establishingoff-siteor publicexposurerelatedto field operations.
Environmentalmonitoringincludesspecializedtechniquesand methodsused
to providehighsensitivityand specificityfor assessmentof environmental
concentrationsof contaminants.Environmentalmonitoringprograms,where
requiredare describedinthe site.specifichealthand safety plan supplement.

Environmentalmonitoringis not typicallyperformed duringinvestigation
activitieswhere the potentialfor significantatmosphericemissionis minimal.
Where screeningmeasurementsperformedbelowindicatepotentialreleases
of contaminantsbeyondthe controlledarea and where facilitypersonnelare
potentiallyexposed,the SHSO willprescribemeasuresto controlreleases.
Suchmeasuresmay includeexpansionof the controlledarea, environmental
monitoringto assess conditions,or use of engineeringor administrative
controls. Environmentalmonitoringis performedat or beyondthe controlled-
area boundary.

10.5. AREA MONITORING

Area monitoringconsistsof monitoringperformedwith respectto a work
location withoutspecific reference to any individuals presence in the area.
Area monitoring is performed to identify the general potential for individual
exposure and to establish the protective equipment requirements for personnel
who may enter that area. Area monitoring is conducted to identify exposures
above OSHA or ACGIH limits for industrial exposure or EPA guidelines for
hazardous waste site activities. Action levels for use of PPE and respiratory
protection are based upon area monitoring using standard monitoring
instrumentation. Action levels may vary depending on the degree of
characterization of the site and the presence or absence of particular
constituents. Action levels are above the ambient background as determined
off-site or upwindof the site. Area monitoring is performed with fieldsurvey
screening instrumentation within the controlled area.

\
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10.5.1. Area Monitoring (petroleum product only sites)

Area monitoringwillbe performedat all field sites. Area monitoringis the
primarymeansof decisionmakingwith regardto PPE and respiratory
protectiveequipment. The minimuminstrumentationfor monitoringat
petroleumproductsitesis the PID and detectortube. Basicactionlevels for
PPE and respiratoryprotectionbased uponair-monitoringresults forsites
contaminatedwithpetroleumhydrocarbonsonlyare providedin Table 10-2,
"MonitoringMethodsandActionLevelsfor PetroleumHydrocarbonOnly Sites."

10.5.2. Area Monitoring (unidentified product sites)

Area monitoringfor sitescontaminatedwithunknowncontaminants,or
mixturesof organicchemicals,and petroleumhydrocarbons,will includea
careful initialairbornecharacterization,followedby specificmonitoring
techniques,after the constituentsare identifiedand acutelytoxiccontaminants
are ruledout. Table 10-3, "ActionLevels forCharacterizedMixturesUsing
ScreeningSurvey Instruments" identifiesbasicactionlevels for characterized
mixturesusingPID or FID operatingintotalsurveymode. The minimum
instrumentationforunidentifiedproductor mixedhazard (hydrocarbonsand
other chemicals)is a combinationPID/FID detectoror separate PID and FID
instrumentsand detectortubes for benzene, chlorinatedhydrocarbons,and

',.,.... vinyl chloride. Program action levels are based upon standard EPA guidance.

For totally uncharacterized sites (where uncontrolled dumping outside of
government sources may have occurred), the SHSO will apply a factor of two
reduction in these action levels.

10.5.3. Dust Monitoring

Dust exposuremay be monitoredas specified inthe site specifichealth and
safetyplan supplement. Dust exposure ismonitoredwitha forward scattering,
pulsed-light-emitting-diodesensing configuration.This system measurestotal
dust or respirabledust; however, individualtoxicconstituentsare not
determined. Action levels for toxicdusts are establishedbased upon assumed
or estimatedairborneconcentrationsof variousconstituents.Actionslevels
may be modified as detailedanalyticalinformationbecomes available. Base
actionlevelsfor totaldust and varioustoxicmetalsare providedinTable 10-4,
"ActionLevels for Dusts." Dust monitoringis performedat sites where a
potentialfor exposureto toxicmetal dusts or toxicnonvolatileor semivolatile
compoundsexists.
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10.5.4. Noise Monitoring

Noiseexposurewillbe controlledto withinthe OSHA limits. Generally,thiswill
be accomplishedby issuinghearingprotectionto workerswho are requiredto
operateheavyequipment,remainnearheavyequipment,or who are otherwise
exposedto highnoise levels. If there is a questionas to whether an area
requiresthe use of noiseprotection,a noisesurveywillbe performed. For
workerswhosedailyduties requiremovementbetween areas of variablenoise

• exposure, noise dosimeters will be utilized. For fixed locations or installations,
such as machinery areas, pump rooms, etc., a noise survey will be performed
to determine if a hearing-protection warning sign must be posted. Areas
identified as potential noise-hazard areas will be evaluated for compliance with
the OSHA noise standard for general industry.

Noise monitoring will be conducted in accordance with CLEAN II PP HS 3.3,
" Hearing Conservation. "

10.5.5. Ionizing Radiation

The SHSO shallperforma walkovergammaradiationsurveyat siteswhere the
potentialfor ionizingradiationor radioactivematerialcontaminationexists.
Thismay includedisposalsitesthat acceptedmilitaryindustrialwaste, ship

_.._ disposalareas, former defense surplus-material storage areas, and similar
facilities. The SHSO shall monitor equipment used for soil-intrusive activity at
these sites for alpha- and beta-emitting contamination on a regular basis.
Basic action levels for radionuclides are provided as Table 10-5. The site-
specific health and safety supplement will describe the monitoring required.

10.5.6. Other Physical Agents

Monitoringfor other physicalagentswillbe performedas requiredbased on the
hazardanalysis.

Solar Radiation

Monitoringwillnotbe performed;however, the SHSO will
emphasize the importanceof use of sunblockand clothingto
minimizethe effectsof solarradiationon the skin.

Nonionizinq Radiation
The need for nonionizingradiationsurveyswillbe identifiedin
the preliminarysitevisitand willbe includedinthe site-specific
healthand safety plansupplement. The need for nonionizing
radiation surveys is expected to be limited.
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10.5.7. Heat Stress

Wearing PPE puts a hazardous waste worker at considerable risk of
developing heat stress. This can result in health effects ranging from transient
heat fatigue to serious illness or death. Heat stress is caused by a number of
interacting factors, including environmental conditions, clothing, work load, and
the individual characteristics of the worker. Because heat stress is probably
one of the most common (and potentially serious) illnesses at the hazardous
waste sites, regular monitoring and other preventive precautions are vital.

Refer to SOP 5.1.17, "Heat Stress Control and Evaluation," for additional
details on the signs, symptoms, and first aid for heat stress conditions. Basic
action levels for heat stress monitoring are provided as Table 10-6.

When the temperature in the work area is above 70°F (21°C), or encapsulating
ensembles are used, heat stress evaluations shall be performed by the SHSO.

When monitoring to evaluate heat stress using the ACGIH heat stress TLVs is
performed using the Wet Bulb Temperature Method, permissible exposure
limits must be corrected for workers wearing semipermeable of impermeable
encapsulating ensembles (i.e., PE coated Tyvek suits).

'_-_ 10.6. PERSONNEL MONITORING

Personnelmonitoringwillbe initiatedif the action levels for screeningsurvey
instrumentsas describedinthisplanor the site-specifichealthand safety plan
supplementare exceeded. The SHSO is responsiblefor performingpersonal
monitoringof Programemployeesonly. Subcontractorsare responsiblefor
any requiredOSHA-compliancemonitoringof their personnel;however,the
SHSO may performpersonnelmonitoringof any personnel, includingother
subcontractors. Personnel monitoring performed by Program personnel will be
conducted in accordance with CLEAN II PP HS 4.4, "Hazard Monitoring
Program," and applicable SOPs. Typical sampling and analytical methods that
may be used are identified in Table 10-7.

10.7. BIOLOGICAL AGENTS

Biological agent atmospheric monitoring will not be performed as a routine
measure. The SHSO will monitor for hazardous biological agents and will
maintain an appropriate awareness level among all site workers of identified
agents and vectors.
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Table 10-1

Chemical Monitoring Plan

Chemical Type of Typical Calibration Calibration
Monitoring Instrument Frequency Method

(and options)

Total Hydrocarbon direct reading PID1 or FID2 daily prepared
standard

Explosive Mixtures direct reading Explosimeter daily prepared
&Methane standard

Toxic Gases direct reading PID/FID3 daily prepared
standard

Length of stain n.a. n.a.
(Dr&ger) tube

Benzene direct reading Length of stain n.a. n.a.
(Dr&ger) tube

(Photovac GC) 2/day prepared
standard

HeavyMetal sampling 37mmfilter daily (pump) flowmeter

Mercury direct reading Jerome annual manufacturer
analyzer

HydrogenSulfide direct reading Gastech weekly prepared
handheld standard

Length of stain not required n.a.
(Dr&ger) tube

weekly prepared
standard

Vinyl Chloride direct reading Dr&gertube not required n.a.

1 Photoionization detector
_._ 2 Flameionization detector

3 Use of both PID and FID is required
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Table 10-2
Monitoring Methods and Action Levels for Petroleum Hydrocarbon Only Sites

Hazard Method Action Level 4 Protection Action

VolatileOrganic PID, FID6 > 5 ppm7 Air-purifyingrespirator,full
Hydrocarbons(benzene face (FF)
present or suspected)5

> 10 ppm Air-purifyingrespirator (FF)

> 50 ppm Suppliedair

> 100 ppm STOP WORK
Benzene (notpresent)8 PID, FID > 25 ppm Air purifyingrespirator (FF)

> 100 ppm Air-purifyingrespirator(FF)

> 200 ppm Suppliedair

> 500plom STOPWORK

CombustibleGas Explosimeteror FID9 < 5% LEL No action
> 10 % LEL Start continuous monitoring

< 20 % LEL Permit only classified
electrical equipment and
nonsparking tools

_='J > 20 % LEL Stop work, ascertain source
of gas

Oxygen Concentration Oxygen analyzer <19.5 % v/v Leave area, evaluate
reason for deficiency,
remonitor remotely or with
IDLH entry program

<20.5 - >19.5 % v/v Slight deficiency, continue
continuous monitoring

20.5 -21.5% v/v Normal range

>21.5% v/v Elevated reading, check
calibration, investigate
cause, stop any potential
spark-producing activity

4 All actions levels are above background.
5 Action level based on 20% benzene; action level should be reestablished based on periodic analysis

of atmosphere.
6 Calibration gas is isobutylene.
7 No protective action required if less than (<) lower action level.
8 Confirm benzene is less than 1 ppm with benzene Drager tube (81 01 841) (0.5/c) only or by GC

"_'_ analysis.
9 Suitably calibrated.

CLEAN II Site Health and Safety Plan 10-7 July 18, 1994



Section10 HazardMonitoringProgram

Table 10-3

Action Levels for Characterized Mixtures Using Screening Survey Instruments

Hazard Method ActionLevel ProtectionAction

T,ota!Or_lani¢ vapor
PID, FID Background to < 5 ppm No action required

above background

PID,FID > 5 ppm Air-purifyingrespirator,
full face(FF), Level C
protection, personnel
monitoring indicated

> 10 ppm Air-purifying respirator,
(FF), Level C protection,
personnel monitoring
required

> 50 ppm Supplied air protection,
Level B

>100ppm STOPWORK

Combustible Gas Explosimeter < 5% LEL No action

(FID) > 10%LEL Startcontinuous
monitoring

< 20 % LEL Permitonlyclassified
electrical equipmentand
nonsparkingtools

> 20 % LEL STOP WORK, ascertain
source of _as

Oxygen Concentration Oxygen analyzer <19.5 % v/v Leave area, evaluate
reason for deficiency,
remonitor remotely or
with IDLH entry program

<20.5 - > 19.5 v/v Slight deficiency,
continue continuous
monitoring

20-5 -21.5% v/v Normal range

>21.0% v/v Elevated reading, check
calibration, investigate
cause, stop any
potential spark-
producing activity

i I I ii iiiii i i III I|1
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Table 10-4

Action Levels for Dusts

Hazard Method Action Level10 Protection Action

Heaw/Metals
as Total Dust (no toxic Dust Monitoring < 1 mg/m3 No action required
constituents) Miniram

> 1 m£1/m3 Air-purifying respirator
as Total Dust (toxic Dust Monitoring > 0.5 mg/m3 Air purifying respirator
constituents present) Miniram
as Metal11 Personal Monitoring

Chromium > 0.5 mg/m3 Air-purifying respirator

Chromium (Vl) > 0.05 mg/m3 Air purifying respirator

Nickel (sol) > 0.1 rag/m3 Air-purifying respirator

Nickel (insol) > 1.0 mg/m3 Air purifying respirator

Mercury (alkyl) > 0.01 mg/m3 Air-purifying respirator

Zinc > 1.0 mg/m3 Air purifying respirator

Vanadium > 0.05 mg/m3 Air-purifying respirator

Lead > 0.05 mg/m3 Air purifying respirator

Cobalt > 0.05 mg/m3 Air-purifying respirator

Copper > 0.2 mg/m3 Air purifying respirator

Cadmium > 0.05 mg/m3 Air-purifying respirator

Selenium > 0.2 mg/m3 Air purifying respirator

Arsenic > 0.01 mg/m3 Air-purifying respirator

10 Abovebackground.
11 Based on ACGIH TLV.
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Table 10-5

Action Levels for Radionuclides at the Site

Type Measurement Action Level Action

ExternalGamma >0.1mR/hour Contact HSM

Beta-Gamma >2 x Background(500 dpm/100cm2) Contact HSM
Contamination

AlphaContamination >2x Background (10 dpm/100cm2) ContactHSM
i I i i ii I I iii I I II

Table 10-6

Frequency of Physiological Monitoring For Fit and Acclimated Workers 12

Adjusted Temperature 13 Normal Work Ensemble 14 Impermeable Ensemble
After Each: After Each:

90_F (32.2° C) or above 45 minutes of work 15 minutes of work

86.5 - 90.0gF (30.8 - 32.2° C)°- 60 minutes of work 30 minutes of work

82.5 - 86.5g F (28.1 - 30.8° C)g 90 minutes of work 60 minutes of work

76.5 - 82.5gF (25.3 - 28.1° C)g 120 minutes of work 90 minutes of work

72.5 - 76.5-_F (22.5 - 25.3 ° C)g 150 minutes of work 120 minutes of work

12 For work levels of 250 kilocalories/hour.
13 Calculate the adjusted air temperature (Ta adj) by using this equation: Ta adj (°F) = Ta (°F) + (13 x

% sunshine/100). Measure air temperature (Ta) with a standard mercury-in-glass thermometer with
the bulb shielded from radiant heat. Estimate the percent sunshine by judging what percent time the
sun is not covered by clouds that are thick enough to produce a shadow (100% sunshine = no cloud
cover and a sharp, distinct shadow; 0% sunshine = no shadow).

_,_ 14 A normal work ensemble consists of coveralls or other cotton clothing with long sleeves and pants.
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_., Table 10-7

Sampling and Analytical Methods for Air Contaminants

Compound Method 15 Sample Media Flow Rate Sample Preservation
(Ipm) Sample Collection Notes

Nuisance Dust NIOSH16 PVC17 1,5- 3 Preweight filter18
0500

Respirable Dust NIOSH 0600 PVC 1.719 Preweight filter

Use 10 mm Nylon Cyclone

Pesticides EPA 7010 Polyurethane consult Area samples
Foam method

Pesticides NIOSH 5519 MCE20 Filterand consult
Chromosorb 102 method

Organochlorine NIOSH 5510

Pesticides NIOSH 5012 Glass Fiber, 1.0 -2.0 Transfer filters to sample vial,
37-mm preserve with isooctane

Organophos-
phorous

Pesticides NIOSH 5006 Glass fiber 0.2 - 0.5

Carbamate Type A,37 mm

Aldrin NIOSH 5502 Glass fiber A/E 0.2 - 0.5 Refer to method

_ _ and impinger
Metals NIOSH 7300 Mixed cellulose 2.0 -3.0 Specify specific metal for

analysis

15 Check with laboratory before finalizing method.
16 National Institute for Occupational Safety and Health.
17 Polyvinyl chloride.
18 Laboratory performing analysis shall preweigh filter.
19 Exactly.
20 Mixed celluose ester.
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PERSONAL PROTECTIVE EQUIPMENT PROGRAM

11.1. GENERAL

Personal ProtectiveEquipment(PPE) consistsof three components:standard
safety equipmentrequiredon thesite, special PPE (fall protection,water
safety), and respiratoryprotectiveequipment.

11.2. PROJECT POLICY

Standardsafety equipmentis describedin PP HS 5.1, "Field Safety Program."
Protectiveequipmentfor chemicalhazards is described in PP HS 3.2,
"PersonnelProtectiveEquipment." All personnelwillbe expectedto come to
work withpropersafety equipment. In addition,any activity-specificsafety
requirements willbe compliedwithby all projectand subcontractorpersonnel
enteringa site.

11.2.1. Equipment

The varioustypesof PPE and definitionsof the standard ensemblesavailable
for the CLEAN II projectare discussedin PP HS 3.2.

The level for a particularoperationis to be determinedby the SHSO at the start
of workin consultationwith the Health and Safety Supervisorand the ROICC
or designatedinstallationsafety coordinator.This level may be alteredas
conditionschange. The SHSO willidentifythe requirementson a HWP, which
willbe postedat thejob site.

A detaileddescriptionof the proposed initialPPE ensemble for tasks without
identifiedchemicalexposureisfoundat Table 11-1. The site-specific
supplementwillestablishthe proposedinitialPPE ensemble for taskswith
exposurepotential.
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Table 11-1

Personal Protective Equipment

(no identified chemical exposure)

Task Hazard Level Body Respirator Skin Other

Mobilization Driving D Normal Work gloves Hard hat
work optional

and Set Up Material handling clothes Safety glasses

Lifting Long pants Steel toe boots
Pinch points ,, Ear plugs {opt.)

SiteLand Driving D Normal Hardhat
Surveying Material work

Handling clothes Safety glasses

Lifting Long pants

Geophysical Driving D Normal Hardhat
Surveying Material work

Handling clothes Safety glasses

Lifting Long pants
Soil Boring
Soil Sampling Operation of drill D Normal Full-face w/ Work gloves or Hard hat
Well rig work Hepa and chemical

clothes OV protective gloves Safety glasses
Development Noise ready for Rubber steel-toe

No identified Long pants use boots or overboots
chemical Earplugs
exposure

_',_m_ _,
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HAZARD COMMUNICATION PROGRAM

12.1. GENERAL

A hazard communication programas described in CLEAN II PP HS 1.9,
"Hazard Communication Program," will be implemented for the task.

12.2. MATERIAL SAFETY DATA SHEET AVAILABILITY

MaterialSafety Data Sheets (MSDSs) willbe availablefromthe SHSO or will
be locatedat SHSO officespecifiedin the supplementor from the employer.
Subcontractorswillbe requiredto provideMSDSs forchemicals and materials
broughton the site to the SHSO beforestartingwork.

MSDSs shallbe madeavailableto any siteworkeruponrequest,without
regardto employer.

The SHSO shallmaintainan indexof MSDS availablefromeach
subcontractorat the site.

Information on chemical, physical, and biological agents identified during the
investigation will be made available as part of the site informational program.

12.3. TRAINING

Each employer shall conduct hazard communication training for its employees
and maintain records thereof.

12.4. LABELING

The SHSO shall assure that manufacturer labels are not defaced, altered, or
removed, and that hazard information remains legible.

12.5, SUBCONTRACTORS

Subcontractors shall implement an OSHA-compliant hazard communication
program.

12.6. WORKER INFORMATIONAL PROGRAM

The SHSO shall provide information concerning levels of exposure, site
_._._ hazards, planned future activity at the site, and other relevant and appropriate

information to all site workers associated with the Project by written
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,, informational bulletins and by participation at least monthly in each
subcontractors tool box or tailgate meeting.
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RESPIRATORY PROTECTION PROGRAM

13.1. GENERAL

Use of respiratory protection will be in accordance with applicable regulations
and CLEAN II PP HS 3.1, " Respiratory Protect{on Program."

13.2. TYPE OF EQUIPMENT

Respirators shall be selected from Program-approved devices based upon an
assessment of the nature and extent of hazardous atmospheres that are
anticipated to be encountered during field activity. The initial respirator
assignment for each operation is provided in the site-specific health and safety
plan supplement and on the HWP.

13.3. MEDICAL SURVEILLANCE

Program participants who are required to utilize respiratory protection shall be
fully qualified by the Program, team subcontractor, or respective subcontractor
medical surveillance program. In accordance with SOP 3.1.2, "Respirator Fit
Testing," each user of respiratory protection shall be qualified by:

• physician'sstatement, which includes a respirator-use certification; and

• fit-test certificate completed within the past 12 months for the model and
size of respirator to be used.

13.4. FIT TESTING

All respiratory protection program participants shall receive an annual fit test in
accordance with their respective respiratory protection program. Fit tests shall
only be valid for the make, model, and size of respirator fitted.

In the event Program personnel do not have proof of a current fit test for the
assigned respirator, the HSS or other Health Services staff will conduct a
quantitative 1 fit test prior to assignment to field work that may require a
respirator. The SHSO will not perform fit tests for subcontractor personnel.
Team subcontractor personnel may be fit tested by their employer.

_._ 1 Subcontractorpersonnelare not requiredto havea quantitativefit test for most siteactivities
although this practice is recommended.
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_. 13.5. RESPIRATOR CLEANING AND MAINTENANCE

Each Program respirator user shall be issued a respirator for exclusive
personal use. Subcontractors will also be encouraged to follow this policy.

If respirators are shared, such as for emergency-use devices, a qualified
individual is assigned the responsibility for the care, maintenance, inspection,
cleaning, and sanitizing of each respirator at the end of each shift. When
respirators are not shared, each individual shall be responsible for cleaning
and routine maintenance of his own respirator.

Each respirator user shall be instructed to inspect his respirator prior to each
use, after each use, and after cleaning in accordance with SOP 3.1.3,
" Respirator Maintenance."

13.6. RESPIRATOR CLEANING SUPPLIES

Routinecleaning during field work willbe accomplishedat the respirator
cleaningstationlocatedadjacent to the access controlpoint. All necessary
supplieswillbe providedfor workersto clean and sanitize their respirators.
(Note: Decontaminationdoes notconstituterespiratorcleaning, but is always
performed beforerespiratorcleaning.) Suppliesprovidedby the SHSO for

,_ Program personnel and each subcontractor shall include:

• moist treated wipes,

• cleaning/sanitizing solution,

• cleaning solution basins,

• soft-bristle scrub brushes,

• rinse basins,

• drying area, and

• clean storage bags (zip-lock type).

13.7. SUBCONTRACTORS

Each subcontractor shall implement an independent respiratory protection
program for its personnel. Subcontractors shall maintain current fit test
certificate and medical certification for each employee as specified in their
subcontracts. Subcontractors shall provide buddy, standby, and rescue

___ personnel when required for special operations.
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\_._ 13.8. SPECIAL TRAINING

Special training is required for the use of Type C (airline supplied) and self
contained apparatus. Personnel shall demonstrate training in the use of Type
C respiratory protection as evidenced by a copy of the training outline
associated with a 40-hour class, a letter or certificate from their employer
stating that they are trained in the use of this equipment, or a training certificate
from a supplemental training course for this equipment.
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TRAINING ASSIGNMENTS

14,1. BASIC TRAINING REQUIRED

All Program, and subcontractor employees involved with field activities shall
have completed a 40-hour health and safety training course or be trained in
accordance with the hazardous waste training requirements specified in 29
CFR 1910.120 (8 CCR 5192). Personnel directly supervising employees in
the exclusion or contamination reduction zone shall have received the 8-hour
Supervisor's Training for hazardous waste operations. All personnel required
to meet the above requirements shall be current with respect to the 8-hour
refresher requirements of 29 CFR 1910.120 (8 CCR 5192). Other training that
may be required is identified in SOPs and site-specific health and safety plan
supplements. A training assignment matrix is provided as Table 14.1.

14.2. PROGRAM TRAINING

All personnel entering controlled areas or performing specified field support
activities will attend a Program health and safety orientation presented by the
SHSO or Health and Safety Supervisor pdor to beginning field work on the
project. This is a one-time training session, which may be combined with site-

_ specific training. This training shall address general Program policies, rules
and regulations, and other matters that are common between Program sites.

14.3. SITE SPECIFIC TRAINING

Prior to commencing work activities, all personnel will be required to attend a
safety orientation given by the SHSO. This meeting is required by SWDIV,
Program policy and OSHA. Attendance at the meeting is mandatory for all
project personnel and supervisors. A SWDIV representative or
installation/activity representative may also be present to answer any questions
and review the site requirements. New employees reporting to work after the
job starts are also required to attend a safety orientation prior to engaging in
any work activities. This orientation will be performed by the SHSO or by the
subcontractor Health and Safety Coordinator. Documentation of this
orientation shall be maintained by the employer.

14.4. SAFETY BRIEFINGS

The Program and subcontractor supervisors shall conduct Tool Box Safety
Meetings on a regular basis to assure that new or important existing
information regarding site health and safety is given to all personnel. The
SHSO will provide a suggested topic for the weekly meeting and will provide

CLEANII SiteHealthand SafetyPlan 14-1 July 18, 1994



Section14 TrainingAssignments

_,_ periodic information to be presented to all workers at these meetings. The
SHSO may participate in subcontractor safety briefings.

14.5. DOCUMENTATION

Each subcontractor shall maintain the weekly meeting minutes together with a
listof attendeesintheirprojectrecords.

Subcontractor employees shall maintain proof of all required training on-site.

14.6. SUPERVISED FIELD EXPERIENCE

In accordancewith regulatoryrequirements,employeeswithoutdocumentation
of supervisedfieldexperienceshallworkunderclose supervisionuntilthey
complete 24 hours of supervised field experience.

14.7. EXCEPTIONS

Exceptionsto trainingrequirementsshallbe specified inthe site-specifichealth
and safetyplansupplement. Exceptionsmay be specifiedforsubcontractors
performing non-intrusive work in areas where public/base personnel access is

'_'_ unrestricted.
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_., Table 14-1

Training Assignment Matrix

Category 40- 8-Hour 24 Hours 8-Hour Site 1 CLEAN II Special
Hour Refresher Supervised Supervisor/ Specific Orientation Equipment
Basic Experience Supervisor Use2

Refresher

Team X X X 3 X X X
Employee

Supervisor X X X X X X X

SubcontractorX X X X X X

Visitor4 X X 5 X

Vendo r4 X X 5 X

Land Survey 6 6 6 6 X X
Geophysics
Other non-

intrusive

1 Site-specific and CLEAN II orientation may be combined for visitors, subcontractors, temporary
Team personnel and vendors.

2 For those employees involved in supplied air operations.
3 Most Program employees shall take supervisor training in lieu of standard refresher training.
4 For vendors requiring controlled-area access or to work on contaminated equipment.
5 Not required if escorted.
6 To be determined on a case-by-case basis.
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SUBCONTRACTOR REQUIREMENTS

15.1. COMPANY REQUIREMENTS

The subcontractorrepresentativewillprovidethe followingto Bechtel in
advance of siteworkor maintainon-site:

• submit designation of the competent person for excavation, trenching,
etc. as required;

• submit designation of the Health and Safety Coordinator, Alternate
Health and Safety Coordinator;

• submit designation of the company Health and Safety Official or
Manager;

• submit copies of the subcontractors Health and Safety Plan for the site,
and Standard Operating Procedures;

• submit copies of the subcontractors Health and Safety Program, Injury
and Illness Prevention Program, Code of Safe Work Practices, as
applicable;

• submit copy of the subcontractors Respiratory Protection Program,
-,_ Medical Surveillance Program, Employee Exposure Records

Maintenance Program, Hazard Communication Program, Emergency
Plans, Lockout/Tagout Program, Confined Space Entry program, and
any other OSHA-required Program documents applicable to the work
scope;

• submit MSDSs and product names index for all products brought on-site;

• submit written agreement to follow the SWDIV CLEAN II Project and
Site-Specific Health and Safety Plan requirements applicable to
subcontractors;

• maintain on site documentation of inspection and certification of safe
operating condition by a competent person for each item of machinery or
mechanized equipment; and

• maintain on site manufacturers instructions or operating procedures for
each item of machinery or mechanized equipment.

15.2. PERSONNEL DOCUMENTATION REQUIREMENTS

All personnel will be required to have available on-site the following
documents; alternately, a certified report showing the names and dates when

'_ the requirement was last completed will be acceptable.
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• physicians statement for hazardous waste site work;

• physicians statement for respirator use, if such use is contemplated;

• respirator fit-test certificate (for each model and size that may be
required);

• statement of three days supervised field experience on a hazardous
waste site;

• training course certificate, 40 ( or 24) hours;

• refresher training course certificate (after one year from initial training);

• supervisor training certificate (8 hour) (for supervisors);

• first aid/CPR training certification, if required based upon site-specific
needs;

• respirator training certificate for special devices; and

• employer's certification that the employee has completed training to a
level required by his job function and responsibilities.
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EMERGENCY RESPONSE PLAN

16.1. GENERAL

Emergency response planning and notification procedures for each site will
comply with this section of the SHSP.

For medical or other emergencies, emergency telephone numbers are
provided in the site-specific health and safety plan supplement. These
numbers shall be provided near all project phones and posted at all field sites.
All project personnel should commit these numbers to memory.

For minor firstaid problems, Program personnel will report to a designated first
aid provider for treatment.

The site-specific health and safety plan supplement shall identify local
evacuation routes, emergency telephone locations, emergency eyewash
facilities, and first aid facilities available to Program personnel.

The closest emergency facilities to the field work site will be verified by the
SHSO and will be identified to all personnel prior to commencement of field
activities.

Any emergency event, injury, or use of showers or eyewashes, must be
reported to the employee's supervisor and the SHSO. Reporting requirements
and the need for additional reports regarding Program personnel shall be in
accordance with PP HS 1.6, " Incident, Illness, and Injury Reporting."

Personnel who may be required to be notified in the event of an emergency,
personnel injury, fire, or property damage are listed in the site-specific health
and safety plan supplement.

16.2. EMERGENCY EQUIPMENT

16.2.1. First Aid

Each subcontractor shall provide at a minimum one 32-unit first-aid kit and one
16-unit kit at each additional work location. Additionally, a more extensive
selection of first aid supplies will be maintained by the SHSO at the site office
or base area in accordance with PP HS 2.3, First Aid.
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,_._ 16.2.2. Emergency Deluge Water

Five gallons of water shall be available in each work area reserved for
emergency uses only. If the water is used, it shall be replaced before any work
proceeds. Areas with significant potential for personal contamination with free
product, acids, caustics, corrosives, or etiologic agents will maintain
pressurized portable safety shower/eyewash units capable of a 15-minute flow.

16.2.3. Other Emergency Supplies

Each subcontractor shall provideat a minimum one 3A:40B:40C fire
extinguisher in each vehicle and on each drill rig or other piece of heavy
equipment.

The following additional emergency equipment may be maintained in ready
condition at the site controlled-area entry point. The additional equipment
selected will vary with specific sites.

Equipment Number

Self-Contained Breathing Apparatus 2

Full-Face Respirators (HEPA/Acid/OV) 2

Coveralls, Saranex 4

Spill Cleanup and Control Supplies 1 kit

Emergency Personal Decontamination Supplies 1 kit

16.2.4. Site-Specific Emergency Equipment

Additional emergency equipment specified in the site-specific health and safety
plan supplement shall be maintained on-site at all times.

16.3. GENERAL EMERGENCY RESPONSIBILITIES

Emergency responsibilities under a declared emergency (emergency plan
activated) will fall to individuals designated for emergency-response duties

._._ under the emergency plan.
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• _ 16.3.1. Emergency Coordinator

The EmergencyCoordinatorwillbe responsiblefor supervisingall project
emergencyresponseactivitiesandwillhavedecision-makingauthorityin
accordancewith PP HS 2.1, " EmergencyResponsePlanning."

The EmergencyCoordinatorwill "

• make initialemergencynotifications;

• be identifiableto localemergencyassistancepersonnel;

• designate an alternateat the timeof emergencyplanactivation;

• resolve safety and health problems, with assistance from the SHSO;

• obtain equipment and supplies as needed; and

• promptly determine the character, source, amount, and extent of any
release; assess the possible hazards to people and the environment;
and enact procedures to limit damage.

16.3.2. Site Health and Safety Officer

Emergency response duties of the SHSO include:

• preparingfor and overseeingany emergency evacuationof the site;

• assuringthat all personnelare familiarwith proceduresfor
communicatingwithlocalemergencyservices and projectadministrators;

• maintaininga logbookof all on-siteemergency incidents;

• Notifyingall localemergencyassistance personnel (Eitherthe SHSO or
the Emergency Coordinatorwilldocumentand assure thatappropriate
parties are notifiedby phonein a timely manner inthe eventof an
emergency.);

• providingemergencyfirstaidwithinlimitsof qualification;and

• maintainingthe daily log-in/log-outfor personnelaccountability
informationfollowingemergencyplan activation.

16.3.3. Emergency Response Team

The Emergency ResponseTeam (ERT) is responsible for rescue,fire fighting,
and spill controland responseon-siteuntil activity or offsiteemergency
response personnel can be called in. The ERT will provide initial response
only. The HSS shall designate ERT members in advance of field work who are
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_.._ qualified for the range of anticipated emergency events, ERT members will be
first aid/CPR and SCBA qualified, and they shall have completed fire fighting
and emergency spill control training where the potential for spills of regulated
materials is present. ERT members may be Program or subcontractor

• employees. The emergency coordinator wJlldirect the ERT as required.

16.3.4. Other Site Personnel

All site personnelshallfollowinstructionsof the ERT oncean emergency event
has been declared.

16.4. INCIDENT FOLLOW-UP

A detailed investigationof emergencyplan activationcauseswillbe conducted
in accordancewithPP HS 2.2, "Emergency Response Follow-up,"jointly by
the ProjectManager,the HSS, and any additionalpersonneldesignated by the
ProgramManager.

16.5. OCCUPATIONAL INJURIES

The followingsteps shall be takenby on-scene personnelin the event of
personnelinjury:

• assess the situationquickly;

• removeinjuredpeoplefrom further danger;

• renderfirst aid if trained;if nottrained, seek immediateassistance;

• send for help;notifyemergencyresponseor medicalpersonnel;

• performdecontaminationif required, if thiswillnot interferewith
necessarymedicaltreatment;

• move injuredpeopleto a safe locationif this can be donesafely.

Occupational injuries shall be reported as follows:

• the employees supervisor will be notified promptly;

• the employee's supervisor will notify the company (or subcontractor)
safety coordinator;

• the subcontractor safety coordinator will notify the SHSO;

_ o the subcontractor safety coordinator will provide a written report within 24
hours to the SHSO; and
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r O the SHSO will notify the project manager and the ROICC or designated
installation safety coordinator and will forward copies of the written
reports to the Health and Safety Supervisor, Health and Safety Manager,
and Operations Manager in accordance with SOPs.

16.6. FIRE EMERGENCY

Supervisorsmustmaintaina constantawarenessof potentialfire hazards. Site
personnelshoulduse portableextinguishersto quenchany small, incipient
fires. If personnelcannotextinguishthe fire, however,they mustevacuate the
area immediatelyand mustnotifyfirst the site EmergencyFire Department.
The EmergencyCoordinatorwill interactwithfire departmentpersonnelwhen
they arriveand willprovideall pertinentinformation,includingpotential
hazards, missingpersonneland their last knownlocations,and the location
anddescriptionof the fire.

16.7. EVACUATION PLAN

The emergencyplanwillbe activated for any requiredevacuations. The
EmergencyCoordinatorwilldirectall emergencyevacuations.

_'_ Any evacuationof a fieldsite will continue until normalworkingconditions have
been restored and permission to return to work is granted by authorized
personnel (normally this will include the HSS and ROICC). During any
evacuation, all personnel should remain calm and follow prescribed procedures
for an orderly exit. If the Emergency Coordinator determines that only the
immediate work area should be evacuated, personnel may be notified verbally.
All evacuation routes will be in the direction upwind and/or at right angles to the
hazard causing the emergency.

When the evacuation notice is issued, all equipment in use will be shut down if
time allows. Unless otherwise directed by the Emergency Coordinator, all
personnel will then proceed to the common, predetermined location specified
by the Emergency Coordinator as indicated on maps of the site depicting
evacuation routes from different areas of the site. These maps will be posted
on-site, and reviewed with all personnel at the site orientation. Personnel who
cannot reach the common evacuation point location must report their individual
locations to the Emergency Coordinator as soon as possible.

16.7.1. Evacuation From Any Site Location

Specificevacuationroutes from the site will be establishedbefore work begins.
'_ All personnel will meet at a predesignated meeting point unless otherwise

directed by ERT personnel. The Emergency Coordinator will determine
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_-_.._ whether any personnel are missing and will activate the ERT if action is
necessary to locate personnel. The Emergency Coordinator shall request
assistance from activity/installation personnel for major emergencies. All
personnel shall consider the nature of the emergency, wind conditions, and
available escape routes when selecting an evacuation route.

16.8. EMERGENCY SIGNAL SYSTEM

Emergency signals are used to performthe following:

• alert team to emergencies,

• providesafety informationof an essentialnature,

• communicatestop-workinformation,and

• maintainsite control.

Signals used at the site shall be in accordance with installation signal as
specified in the supplement. If the installation does not have a signal system,
or if the work activities are out of range, the following signals shall be used:
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_ Signal Meaning

One Short Blast Warning or attention, stand by
for directions

One Extended Blast Evacuation

Repetitive Short Blasts Fire

One Show One Long Blast All clear

Short/Long Blast, Repeated Medical emergency

16.9. PERSONNEL RESCUE

Personnel accountability and rescue is the first priority of the emergency
coordinator. If personnel are identified as missing or in known danger, search
and rescue will be accomplished by the ERT in conjunction with the
activity/installation fire department or other authorized response organizations.
Project personnel are not authorized to perform rescue or emergency response
operations other than those outlined in this section.

_ 16.10. SITE SECURITY DURING EMERGENCYOPERATIONS

Duringon-siteoperations,the sitewillbe securedby postingsite access points
withcautiontape or chain and postinga signsimilarto the one below:

CAUTION
Investigation Site

CLEAN II Program
Access Suspended

Contact _ for Entry

16.11. EMERGENCY PLANNING FOR REMOTE SITE LOCATIONS

Special consideration and planning is required for work in remote site
locations, notwithstanding adequate communications.

16.11.1. First Aid

Personnelworking in remote site locationsshall have current basic first
aid/CPR training. Firstaid kitsshall be augmented with the followingsupplies
for such work (these kits are available from the SHSO):

• portable (folding) stretcher
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_ • rescue(Mylarfilm) blanket

• fire blanket

• snakebite kit

• emergency oxygen

- • extra compresses

16.11.2. Communications

Communicationdevicesshallbe maintainedon-sitewithinready access.
Communicationsshallbe testedtwiceper shift. Two-way radiosare the
normal means of providing each team with communication where an air horn
will not suffice. The SHSO shall always have a radio in possession.

16.11.3. Medical Evacuation Services

If routine ambulance service and access to trauma center is not available
within 30 minutes, arrangements for helicopter medical evacuation service
shall be in place prior to use of any heavy equipment or subsurface

_,,,_ investigation activity.

16.12. EMERGENCY HAND SIGNAL SYSTEM

Emergencyhand signalsare usedwhenwearingprotectivegear, or when
workingin high-noiseenvironments.The standard Program signalsare as
follows:

Signal Meaning

Hand clutching throat Out of air, I can't breathe

Hands on top of head Need assistance

Thumbs up I am OK/I understand

Thumbs down No / negative

Grip partners wrist or Leave area immediately
both hands around
partners waist
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16.13. SURVIVAL EQUIPMENTAND TRAINING

Personnelworkingat remotelocationsnot regularlytraveledorworkingoff
road shall receivea basicsurvivalorientationand shalleach maintainwithin
sight of othersat all times,the itemslistedin the site-specifichealthandsafety
plan supplement. A typical list of supplies is as follows:

• water (2 quarts)

• basic first aid kit

° emergency blanket

• signal mirror

• water proof matches

° sunscreen

• sunglasses

• knife (4 inch blade)

° snakebite kit

...,.._ • small supply of food

• long-sleevejacket

Food,water, sunglasses,jacket, and knife are consideredpersonalitemsto be
providedby the employee.

16.14, WINTER TRAVEL

Personnelshouldusejudgment in consideringadditionalsuppliesandclothing
when travelingor workingin mountainareas inwintertime.

16.15, MARINE ENVIRONMENT

Refer to the site-specific health and safety plan supplement for information.

16.16. OFF-SITE SUPPORT

Governmental and other agencies that may be contacted for support and
advice during an emergency event are identified in Table 16-1.

CLEANII SiteHealthand SafetyPlan 16-9 July 18, 1994



Section 16 Emergency Response Plan

_._._ 16.17. SNAKEBITE KIT USE

Snakebitekitsare providedfor use in emergency situationswherefirstaid may
be delayed morethanfour to five hours. If possible,the snakeshouldbe
identifiedto aid the medicalproviderintreatment.
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_._ Table 16-1

Site and Program Emergency Notification Contacts

Contact Telephone Alternate

CaliforniaOffice of Emergency (800) 852-7550 .1 SupportAssistance- (916) 262-1621"
Services

Haz Mat Division- (916) 262-1750

EPA NationalResponse Center (800) 424-8802 EPA EnvironmentalEmergencies

(206) 442-1263"

EPA Region9 (415) 744-2000"

CAL-EPA (916) 445-3846

CHEMTREC (800) 424-9300

RCRAHotline (800) 424_9346"

TSCA Hotline (202) 554-1404

CaliforniaDTSC (916) 255-2002

_,_ EPA Pesticide Program (206)442-1090

PoisonInformationCenter, LA (213) 222-3212"
Cty

TOXLINE (301) 496-1131

CAL-OSHA (Torrance Dist. (310) 516-3734 (415) 557-1677 (S.F. Dist. Office)
Office)

OSHA Region 9 (415) 557-8640

SCAQMD (310) 537-1631

US CoastGuard (Marine Envir (310) 980-4444*
Resp)

CAL Trans District7, LongBeach (213) 897-0383*

Calif. Dept. of Fish and Game (916) 445-3531

1 Asterisk indicates 24-hour telephone number.
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FIRST-AID PLAN

17.1. GENERAL

A minimum of two people will be on-site during field work who have a valid
certificate in basic first aid/CPR from the American Red Cross or equivalent,
documented training. The Program Health and Safety Manager may reduce
this requirement to one person when on-site facilities are immediately
available.

Each subcontractor will be required to provide one first aid/CPR-qualified
individual on each shift; however, if a subcontractor is working alone, two
qualified personnel shall be available. This requirement may be met if two
sites are within one-half mile of each other and communications are in place.

First-aid kits will be maintained by each subcontractor. A five-gallon supply of
emergency deluge water shall be available and reserved for emergency use.
Each subcontractor shall maintain at each work location at least two eyewash
bottles (one-quart capacity each) available for immediate use. The SHSO shall
periodically verify that the first-aid supplies are available.

Qualified Program personnel may use the first-aid kits to administer first aid to
any workers who are injured. The SHSO shall verify daily that first aid/CPR
qualified personnel are on site. Unqualified personnel should only use the first-
aid kits to assist others in an emergency when qualified personnel are not
available.

When responding to serious personnel injuries, the Emergency Coordinator or
the SHSO will contact the appropriate authorities (e.g., the fire department, a
doctor, paramedics, or the police).

Severely injured personnel will be transported to the hospital by ambulance
service. Site personnel will transport injured persons to the hospital only if an
ambulance service is not available in a timely manner.

Treatment of workers injured while in an area controlled because of hazardous
chemicals or hazardous wastes shall be in accordance with HS 2.3, "First
Aid." Life-saving care shall be provided immediately, without regard for
consideration of decontamination requirements. In the presence of strong acid
or caustics, caregivers shall don appropriate protection.
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_,,._ 17.2. BLOOD-BORNE PATHOGENS EXPOSURE CONTROL

All personnelshould be aware of the potentialfor transmissionof disease from
contactwithbodilyfluids. Assumeall bodily fluids are potentiallyinfectiousand
use appropriateprecautions. Controlsto be consideredare as follows:

• use the victimshand to controlinitialbleeding;

• use availableprotectivegear (tyvek,gloves)to preventcontact;

• promptlywash after contactwithbody fluids;and

• use rescuebreather for CPR.

17.3. FIRST-AID TRAINING

Programemployeeswillbe offeredan 8-hourFirstAid/CPR/Oxygen
Administrationcourseevery three yearsanda 4-hourCPR refreshercourse
annually. Subcontractorsare responsiblefor trainingtheir employees.
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FIELD SAFETY PLAN

18.1. GENERAL

Safety rulesfor the site are containedin HS 5.1, " Field Safety Plan," SOP
5.1.8, " ElectricalSafety," andotherH & S PPs and SOPs. Referto those
proceduresand the referencedocumentslistedin Section 1.2 for a complete
listof safetyrequirements.An abbreviatedlistof safety rulesis set forth in
Section 18.3.

18.2. INSPECTIONS

Frequentand regularhealthandsafetyinspectionsshall be conductedat each
worksite. The Site Healthand Safety Coordinatorshallconducta daily
inspectionof the workplace. Thisinspectionshallbe documentedand
reviewedby the Healthand Safety Supervisor.

Inadditionto the daily inspectionsperformedby the fieldteam, the Healthand
Safety staffshallperform frequentinspectionsof fieldworksites in orderto
insurecompliancewith Programrequirements. Health and Safetystaff
inspectionsshallsimilarlybe documentedand deficienciestracked until

"_"_ documented closure of site activity.

18.3. GENERAL SAFETY RULES

The followingsafe-workpracticeswillbe enforcedat the site.

• Eating,drinking,chewinggumor tobacco,smokingor any practicethat
increasesthe probabilityof hand-to-mouthtransfer and ingestionof
materialwillbe prohibitedinany area where the possibilityof
contaminationexists.

• Faceand handsmust be thoroughlywashed upon leavinga
contaminatedor suspectedcontaminatedarea before eating,drinking,or
any other activitiestranspire.

• Legibleand understandableprecautionarylabelswillbe prominently
affixed to containersof scrap,waste, debris,and contaminatedclothing.

• Contaminatedprotectiveclothingwill not be removed fromthe controlled
area untilit has been cleanedor properlypackaged and labeled.

• Allwastes generatedfrom the projectactivities(soiledPPE,
decontaminationwaste, etc.) willbe containedand disposedas specified
in the Work Plan
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,_ • Excessive facial hair, which interferes with a satisfactory fit of the mask-
to-face seal, will not be permitted.

• Contact with potentially contaminated substances will be avoided.
Personnel will not walk through puddles, pools, mud, kneel on the
ground, lean or sit on equipment or place monitoring equipment, or tools
on contaminated surfaces.

• Personnel will not be permitted to wear contact lenses within a controlled
area, except where medically required.

18.4. FORBIDDEN PRACTICES

The followingpracticeswillbe strictlyforbiddenduringany work in controlled
access areas.

• horseplay;

• fighting;

• eating;

• drinking, exceptinauthorizedbreakareas;

• smoking;

• chewinggum,tobacco,or any othersubstances;

• use of facial cosmeticsotherthan prescriptionmedication,sunscreenor
preparationsusedonthe adviceof a physician;

• unnecessarysittingor kneelingon contaminatedsurfaces;

• placingequipmentoncontaminatedsurfaces (when practicable);

• climbingon or overobstacles;

• startingor maintainingan open flame of any type unless authorizedby
the SHSO;

• enteringthe worksitewithsafety equipmentthat has not been
determinedto be inproperworkingconditionimmediatelypriorto entry;
and

• enteringthe worksite,underany circumstances,by any employeeor
visitorwithoutpriorapproval.

In addition to the forbidden practices, the SHSO may impose other prohibitions
that may be required for safe operations.
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_._ 18.5. WORK OVER OR NEAR WATER

Work over or near water, where there is a potential for employees to fall in and
the danger of drowning exists, will be conducted in accordance with the
requirements of applicable OSHA standards and USACE EM 385-1-1. Work
within 15 feet of unobstructed access to water shall be deemed to be within
the requirements of this section. Except where employees are protected by
continuous guardrails, safety belts, or nets, or work along beaches or similar
shorelines, the following requirements shall be met by all personnel.

• Personnel will use the buddy system at all times.

• Swimming shall be prohibited for personnel, except for certified divers in
the performance of their duties, unless necessary to prevent injury or
loss of life.

• All personnel shall wear a Coast Guard-approved life vest of the type
approved to support an unconscious person face up (Type 1 with 32-
pound floatation);

• Ring buoys shall be available every 200 feet. Ring buoys shall be Coast
Guard-approved with 150 feet of 600-pound capacity line.

• A lifesaving boat shall be immediately available and ready for emergency
use in accordance with applicable regulatory requirements. Lifesaving
boats shall be supplied and equipped with the following:

oars and oarlocks suitably attached (except on inboard powered
boats)

- boat hook

- anchor

- ring buoy with 600 feet of line

- two life preservers
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.-.=.J 18.5.1. Additional Requirements for Working on a Floating Platform

Refer to EM-385-1-1 and the healthand safetysupplementfor launch,
motorboat,and skiff requirements.

18,6. DIVING OPERATIONS

Refer to USACE EM 385 1-1 and state orfederalOSHA requirementsfor
safetyduring divingoperations.

18.7. FIRE SAFETY

All site personnelwillcomplywithall applicablefire-safetyrules,fora complete
listof fire-safetyrequirements,refer to the healthand safety supplement,
USACE EM 385-1-1 and SOP 5.1.16, "Welding and CuttingSafety."

The followinggeneral fire-safetyrulesshouldbe knownand understoodby all
personnel onthe projectsite.

All personnelshallbe informedof the locationof the nearestfire alarm boxand
the local fire reportingtelephone number.

• Smokingis permittedonly in authorizedand postedsmokingareas.;

• Strike-anywherematchesare prohibitedon the site property.

• A permitis requiredprior to any hot workincluding,welding,cutting,
grinding,or otherspark producingactivity.

• Each vehiclewillcarrya 3A:40B:40C typefire extinguisher.

• Lay-down areas for materials will be approved before use.

• Approval to block roads, park heavy machinery or equipment, or set up
drill rigs shall beobtained in advance.

• Oily rags shall be stored in closed metal containers approved for this
purpose.

• Flammable and combustible liquids shall be handled only in approved
safety cans.

• All personnel shall know the area escape route and alternate route.

18.8. EARTH DRILLING EQUIPMENT

_... All earth drilling activities (boring, sampling, auguring, etc.) with powered
equipment shall meet the safety requirements set forth in this section. The
subcontractor safety coordinator for the drilling subcontractor is responsible for
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_-._ providing crews trained in safe operation of its equipment and for compliance
with this section. The SHSO shall monitor compliance with this section.

18.8.1. Special Planning Rules

Earth drilling equipmentshall be operated, inspected, and maintained as
specified in the manufacturer's operating manual or employers instructions and
code of safe practices; a copy of applicable instructions shall be available at
the work site.

A prejob survey shall be conducted by the SHSO prior to bringing earth drilling
equipment to the site to identify overhead electrical hazards, potential
subsurface hazards, such as unexploded ordnance and buried utilities, or other
hazards.

The location of any hazards shall be identified on a site layout map. Such map
shall be included within the SHSP prior to start of field work and shall be
reviewed with all earth drilling equipment operators. Refer to CLEAN II SOP
4.1.1, "Job Hazard Analysis," for the job-hazard-analysis requirements
necessary for earth drilling.

_-_ 18.8.2. Training

All earth drilling crews shall be trained in the safe operation, inspection, and
maintenance of the equipment to be utilized; the safety features and
procedures to be utilized during operation, inspection, and maintenance of the
equipment; the hazards of operating the equipment near overhead electrical
lines and underground structures; and the job-hazard analysis for the activity.

18.8.3. Safety Devices

Each earth drilling machine shall have two easily accessible emergency-stop
devices: one shall be normally accessible by the operator, and one shall be
normally accessible by the helper. The SHSO shall require demonstration of
the operability of each device before work may begin. Emergency devices
shall not be field modified, altered, or jury rigged to impair their safety function.
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18.8.4. Electrical Clearance

Drillingequipmentshallbe postedwith signswarningthe operatorof the
potentialelectricalhazard posedby overheadcables. If equipmentis to be
movedor operatedwiththe mast up nearan overheadhazard,the equipment
operatorshalldeterminethat properclearancescan be maintainedbefore
movingor operatingequipmentwithraisedmasts. Clearance shallbe
monitored by a spotter provided by the subcontractor. The distance (minimum
elevation) of overhead lines shall be determined from the ROICC or designated
installation safety coordinator, or it shall be measured (by electronic ranging
equipment or surveyor).

The list below specifies minimum clearances to be maintained for energized
overhead electric lines.

Nominal System Voltage (kilovolts) Minimum Required Clearance(feet)

0 50 10

51 - 100 12

101 200 15

201 300 20

_"'J 301 - 500 25

501 - 750 35

751 - 1000 45

18.8.5. Induced Electrical Current

When workmay be conducted near electricaltransmissiontowers, there is a
potentialfor inducedelectricalcharge to be presentin equipmentor materials
such as pipecasing. The drillingsubcontractorshall take the following
precautionsto dissipateinducedcharges.

• Allmastsor boomsshallbe electricallygroundedto the vehicle or base of
the rig.

• The vehicleshallhave a well-establishedground.

• Crews shall ground metallic objects before handling, and they shall use
insulated gloves.
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_'_ 18.8.6. Control of Hazardous Energy (Lockout/Tagout)

Subcontractorsshallprepareand implementprocedures(HazardousEnergy
ControlPlan) forthe controlof hazardousenergy. Such proceduresshallbe
submittedto the HSS priorto any fieldworkunderthe CLEAN II Program.
Lockout/Tagout shall be performed when repairing earth drilling equipment or
other machinery. Subcontractor Hazardous Energy Control Plans shall meet
U.S. Army Corps of Engineers Safety and Health Requirements EM 385-1-1
standards. Subcontractors without plans shall not repair equipment where
release of kinetic or stored energy may cause injury.

18.8.7. Moving Equipment

Earth drilling equipment may be transported with the mast up only if the
following circumstances are satisfied.

• Movement is over smooth, level terrain.

• The path has been inspected for stability, and the absence of obstacle, ruts,
or holes, and overhead electrical hazards.

• The travel distance is limited to short, safe distances.

The SHSO shall be the responsible individual to determine if mast-up travel
may be permitted.

18.8.8. Equipment Setup and Operation

Earth drillingequipmentsetup and operationshallmeet the following
requirementsin accordancewithUSACE EM 385 1-1.

• Rigsshallbe operated onlyon stable groundand shallbe maintainedlevel.

• Rigshavingoutriggersshalluse outriggersin accordancewith
manufacturersinstructions.

• Rigsshallnotbe operatedin confinedspaceswithoutauthorizationof the
installation/activitysafety coordinatorand the HSM.

• The SHSO shallmonitorweatherconditions.Operationsshallbe
discontinuedwhen electricalstormsare occurringor imminent. The
subcontractorsafety coordinatoris responsiblefor determiningwhen drilling
operationsshallcease.
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'_,_ ° Earth drilling crew members shall not wear loose clothing or equipment.
Protective outer clothing shall be taped to minimize the potential for
catching in rotating machinery.

• Auger guides shall be used on hard surfaces.

° The rig operator shall verbally alert employees and visually assure that
employees are clear of hazardous parts of the rig before starting or
engaging the equipment.

• Water shall be channeled away from the work area to prevent ponding.

• Water containing potentially hazardous constituents shall not be permitted
to run onto roadways, thoroughfares, or private property.

• Drill rods shall neither be run nor rotated through rod-slipping devices. No
more than one foot of drill rod column shall be hoisted above the top of the
drill rod mast.

• Drill rod tool joints shall not betightened or loosened while the rod column
is supported by a rod-slipping device.

• Augers shall be cleaned only when the auger is stopped and the power
'_-._ mechanism is in neutral.

• Only long-handled shovels shall be used to move cuttings from the auger.

18.8.9. Dust Control

The subcontractor shall perform all earth drilling so as to minimize airborne
dust. Dust shall be controlled to less than 0.5 milligrams per cubic meter of air
(time-weighted average) as measured by a miniram (or equal) at the
controlled-area boundary.

18.8.10. Open Boreholes or Excavations

Open boreholes shall be capped and flagged whenever the hole is unattended.
Open excavations shall be barricaded, flashing lights shall be used if the
excavation will remain open overnight, and positive access control is not
otherwise maintained.
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"_ 18.9. SANITATION

18.9.1. Potable Water

The SHSO shall assurethat cool,bottledwater is available at all remote sites.
Bottledwater shallbe providedwitha sanitarytap. Garden hosesare notan
acceptablesourceof drinkingwater, Disposablecups shall be provided.
Nonpotablewatershallbe marked "nonpotable,unfitfor drinking,washingor
cooking".

18.9.2. Toi lets

Where employees do nothave immediateaccessto availablevehicles,
temporary toiletsshallbe providedwithina five-minutewalk. Duringactivities
whereprovisionof toiletsis notpracticable,suchas reconnaissanceor short-
term mobile field activities,this requirementmay be waived by the HSM.

18.9.3. Washing Facilities

Washingfacilitieswithhotand cold(or tepid)runningpotablewater shallbe
__._ providedat each decontamination area. Soap and disposable towels shall also

be provided. Runningwater may be providedby either gravityflow, pressure,
or manual pump.

18.9.4. Waste Disposal

Waste receptacles shallbe markedfortheir intendedpurposeandtype of
waste. All waste receptaclesshallbe fittedwitha tight-fittingcover,

18.9.5. Illumination

Illuminationfor night work shall meet OSHA standards.
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_ 18.9.6. Housekeeping

The SHSO shall inspectall workareas daily for adequate housekeeping;such
inspection results shall be recorded on the SHSOs daily log. The following
housekeeping requirements shall be met at all times.

• All passageways, and routs of access shall be kept clear of obstructions,
cables or hoses at all times .......

• Empty bags of loose dust producing material (cement, bentonite, lime, etc. )
shall be removed daily.

• Combustible materials shall be properly stored;

• All spills of fuel, oil, solvents, or other flammable, dangerous or toxic
material shall be cleaned up immediately and the spoils placed in
containers marked as hazardous.

• Brush, long grass or other materials that may present a fire hazard shall be
cleared before motorized equipment will be used.

• Excess scrap material and rubbish shall be promptly removed from the
work area.

• PPE shall be returned to the designated storage area at the end of the work
period or shall be placed in designated disposal receptacles.

18.10. EXCAVATION SAFETY RULES

A partial listof excavationsafetyrules includeCLEAN II SOP 5.1.6,
"Excavationand Trenching,"SOP 5.1.2, "ConfinedSpace Entry,"and SOP
5.1.4, UtilityClearance." Applicable state requirementsand USACE EM 385-1-
1 shallalso be consultedfor full details. Refer to Section6 for a discussionof
hazards and Section 10 for monitoring requirements.

The following specific requirements shall be followed for shallow test pits that
personnel may enter (also see 6.6.2 and 6.6.3).

• Entry is limited to pits with a maximum depth of 5 feet at any point.

• All excavations shall be inspected by a competent person and the SHSO
prior to entry; the competent person shall determine that no potential for
cave-in exists and that protective systems are not required for entry.

• A separate HWP shall be prepared for each test pit.
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'_._ • Excavations that remain open shall be inspected daily by a competent
person and as needed following rain or other hazard increasing activity.
Daily inspections shall be documented in writing.

• Spoils shall be kept at least two feet back from the edge of the pit.

• Stairs, ramps, or ladders shall be provided for pits greater than four feet
in maximum depth.

• Pits shall be back-filled immediately after completion of work.

• Perimeter protection shall consist of warning barricades or flagging at
least six feet from the edge of the excavation at a height of three to four
feet above ground. Standard exclusion-zone barrier tape is acceptable
provided entry signs indicate that excavation is in progress.

• Contact the SHSO for special protection requirements for pits that must
remain open overnight.

18.11. BURIED DRUM HANDLING PROCEDURE

Refer to section28. H of USACE EM 385-1-1 for drumhandlingprocedures.
The HSS shallpreparespecialproceduresif drumsare identifiedon the site
and sampling, handlingor inspectionis required.
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Section 19

VISITOR ACCESS REQUIREMENTS

19.1. GENERAL

Site visitorsare definedas those (1) whoare not employedat the projectsite,
(2) who do not routinelyenter restrictedworkareas, (3) whosepresenceis of
short duration(i.e., one to twodaysper month),and (4) specializedtechnical
personnelwhosecorebusiness is nothazardouswaste, buttheir expertise is
requiredon shortnoticefor briefperiods. Since visitorswillnotspenda"
significantamountof time in restrictedworkareas, theyare not requiredto
meet all aspectsof the HASP as are site workers. These visitorsmay include
Programpersonnel,commercialvendors,representativesof political
subdivisions,andauditorsor inspectorsfrom local,state, or federal agencies.

This HASP and the CLEAN II SOPs establish the policies and procedures
necessary to protect workers and the public from potential risks. The elements
of these plans include programmatic requirements such as medical
surveillance, exposure monitoring, training, personal protective apparel and
equipment, and notification requirements. These safety and health plans
adhere to federal regulations promulgated by OSHA and EPA. Site-specific
conditions and any special requirements for the protection of visitors are
incorporated into HASPs.

19.2. GENERAL REQUIREMENTS

The followingrequirementsapplyto visitorswhosepurposeis to observe site
conditionsor fieldactivities.

• The SHSO will be notified of the nature and duration of the visit before
visitors are permitted to enter a restricted work area.

• The visitor's log will be completed, including the individual's name, the
date, and the name of the company or agency represented.

• The site visitor will be escorted by a Program representative at all times
while in restricted work areas of the site. The SHSO, or his designee,
will escort visitors whenever restricted work areas are entered.

• Visitors will comply with specific safety and health requirements
described in the following subsections, when applicable.
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'_._ 19.2.1. Medical Surveillance

Each visitorwillbe requiredto undergoan occupationalhealthassessment
examinationor showproofof an annualmedicalexaminationif the visitor
requestsaccess intoa restrictedwork area whererespiratorsare required.The
visitormustalsoshowproof of a recentmedical examinationifhe plansto
participatedirectlyin restrictedworkarea activitiesduringwhichthe potential
for exposureexists. A visitorwho cannotprovidea physician'sstatementor
other acceptabledocumentationstatingthat he is physiologicallyqualifiedto
workwith hazardousmaterialsand to wear a negative-pressurerespirator( if
suchuse is required)willbe restrictedfromentrywhereexposure is possible.
Anyspecial testsidentifiedin the SHSP willbe administeredto visitors.

19.2.2. Training Requirements

All visitors,even if escorted, must be briefed on thesite-specific health and
, safety program (e.g., potential hazards andsafety procedures) before entering

restricted work areas. Visitors will not be permitted into restricted work areas
unless they have been respirator-trained (if such use is required), medically
approved, and fit-tested. Any visitor entering the exclusion zone MUST meet
the medical and training requirements.

19.2.3. Specific requirements for local, state, and federal inspectors

Local, state, and federal inspectorswho willenter intoa restrictedarea will
meet the requirementsfor general visitorsspecifiedin Subsection 14.1.
Additionalrequirementsand special provisionsare as follows.

• When required,inspectorswillwear PPE providedby their respective
orqanization. The inspectorswillnotbe allowedto usetheir personally
owned protectiveequipment.

• If specialtestsare requiredunder the site-specificmedical surveillance
program,the inspectorwillbe responsibleforadheringto these
requirements,and hisagency will be responsiblefor the associated
costs.

• Costs associated with respiratory quantitative fit-testing (when required)
will be borne by the inspector's agency.

19.3. NAVY VISITORS

=_ Navy personnel should provide a letter or identification card indicating they are
current with respect to hazardous waste site access requirements, with
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"_ indication of expiration date. This will permit site access without the need for
the SHSO to verify that the access requirements have been satisfied.

The SHSO shall presume that Navy or government emergency-response
personnel are current with respect to qualifications and shall not delay access.
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PERSONNEL REQUIREMENTS

20.1. PERSONNEL EXPECTATIONS

All personnel assigned to work on this Project are expected to read and be
familiar with this plan, the SWDIV CLEAN II Project Health and Safety
Procedures and Standard Operating Procedures, and their company safety
requirements.

All personnel are expected to fully comply with all rules and regulations set
forth in the above documents.

All personnel are expected to report to work, ready to work, and free from
influence of alcohol, illegal or controlled substances, or prescription or
nonprescription pharmaceuticals that may affect their ability to work safely.

All personnel shall report to work, with all safety gear required for anticipated
tasks. The Program will not provide or loan hard hats, safety glass, boots, or
gloves to subcontractors.

All personnel are required to report all injuries and incidents, even if considered
"._. minor.

Allpersonnelarerequiredtocomplywiththebuddysystemrequirements
withincontrolledaccessareas.

AllpersonnelarerequiredtofollowthedirectionoftheSHSO on safetyor
healthmatters,stopworkorders,oremergencyevacuations.

Allpersonnelwillbe requiredtosignacknowledgmentoftrainingreceivedon
theprojectand an agreementtofollowallrulesand regulations.

Eating,drinking,smoking,chewing,etc.,willnotbe toleratedincontrolled
areas.
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Section 21

SPILL CONTROL AND CONTAINMENT
REQUIREMENTS

2i.1. SPILL CONTROL AND CONTAINMENT

Chemicalsor hazardoussubstancescouldbe spilledduringsite tasks
as a resultof:

• transportationaccidents;

• improperpackagingpractices;

• rupturingof tanks,drums,orother storagecontainers;or

• improperhandlingof hazardousmaterialsduringoff-loading.

The emergency plan will be activated in the event of unplannedspills
of hazardous or unknown substances, in the event of any spill at site,
the field team leader and SHSO are to be notified immediately by
whoever first witnessesthe emergency event.

As soon as a spill is discovered, all nonessential workers should
evacuate the immediate area to reduce the likelihood of spreading
contamination or being exposed to contamination.

The designated emergency-response personnel will proceed to the
spill area with the appropriate equipment. Spill equipment that will be
maintained for this task is listed in Section 16.

While the ERT is cleaning up the spill, the SHSO will monitor for
exposures to chemicals or hazardous substances. The SHSO will
determine the appropriate PPE and will identify the spill area as
restricted. The SHSO will provide technical guidance to the ERT as
needed.

The SHSO will direct spill response and will stay at the spill area until
the area has been cleaned, surveyed, and readied for release. The
Project Manager will approve release of the site and will issue a final
release report of the area. The SHSO will document the spill on an
Incident Report in accordance with PP HS 2.2, which will be forwarded
to the HSS supervisor.
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_-_ 21.2. EMERGENCY RESPONSE CALL-OUT

Inthe event of an emergencyevent, the activity-designatedpointof
contact (POC) willbe notified. Dependinguponthe activityand nature
of theemergency, the followingindividualswillbe notifiedof events
with environmental consequences:

1. ROICC

2. Environmental Coordinator

3. Public Works POC

4. Command Duty Officer (if the others cannot be reached)

If a contact cannot be reached, contact the next person and advise
him of which contacts were unavailable.
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Attachment I Health and Safety Procedures

VOLUME 4 Revision No.

HEALTH & SAFETY (HS Series)

HS 1.1 Healthand Safety ProgramPlans..................................................................................... 0

HS 12 NumberNot Used ............................................................................................................. _

HS 1.3 MedicalSurveillanceProgram.......................................................................................... 0
HS 1.4 TrainingProgram .............................................................................................................. 0
HS 1.5 Healthand Safety Re_,ords............................................................................................... 0

HS 1.6 Injuryand IllnessReporting.............................................................................................. 0
HS 1.7 Number Not Used ............................................................................................................. .

HS 1.8 OSHA Inspections............................................................................................................ 0

HS 1.9 HazardCommunicationProgram ..................................................................................... 0

HS 2.1 EmergencyPlanning......................................................................................................... 0

HS 2.2 EmergencyResponseand FollowUp..........._................................................................... 0
HS 2.3 FirstAid............................................................................................................................. 0

HS 3.1 RespiratoryProtection...................................................................................................... 0

HS 3.2 PersonalProtectiveEquipment........................................................................................ 0
HS 3.3 HearingConservation....................................................................................................... 0

HS 4.1 NumberNot Used............................................................................................................. .
HS 4.2 Number Not Used ............................................................................................................. _
HS 4.3 Decontamination............................................................................................................... 0
HS 4.4 Hazard MonitoringProgram........................_............................................................... Draft

HS 5.1 Field Safety Program ........................................................................................................ 0

HS 6.1 NumberNot Used ............................................................................................................. .

HS 6.2 RadiationProtec_on(Use SHP 2.1.110 for interim).............................................. Pending

SHP BechtelCorporationSafety and Health Manual Procedures

HEALTH AND SAFETY SOP's

SOP 1.1.1 Health and Safety Organizationand Responsibilities................................................ 0

SOP 1.1.2 Site Health and SafetyOfficerResponsibilities.......................................................... 0
SOP 1.1.3 Selection,Designation,and Training of Site H&S Officers......................................... 0

SOP 1.2.1 Field Revision of Health and Safety Plans................................................................. 0

SOP 1.3.1 Program ExposureLimits ........................................................................................... 0

_J
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VOLUME 4 Revision No.

SOP 1.4.1 Site Worker Orientation .............................................................................................. 0

SOP 1.42 Initial Site Visit ...................................................................................................... Draft

SOP 1.5.1 Maintenance of Training Records .............................................................................. 0
SOP 1.5.2 Medical Surveillance Records ...................................................................... Reserved

SOP 1.5.3 Personal Exposure Records......................................................................... Reserved

SOP 1.5.4 Biological Monitoring ......... _.................................... . ............... .............................. Draft

SOP 1.5.5 Personal Monitoring Procedure.................................................................................. 0

SOP 3.1.1 Respirator Selection ................................................................................................... 0
SOP 3.1.2 Respirator Fit Testing ................................................................................................. 0

SOP 3.1.3 Respirator Maintenance ............................................................................................. 0
SOP 3.1.4 Respirator User Training ............................................................................................ 0
SOP 3.1.5 Breathing Air Systems .............,.................................................................................. 0

SOP 4.1.1 Job Hazard Analysis .......................................................................................... ;........0
SOP 4.3.1 Personal Decontamination ......................................................................................... 0
SOP 4.4.1 Number Not Used

SOP 4.4.2 PID Instrument Operation..................................................................................... Draft
SOP 4.4.3 FID Instrument Operation .............................................................. ....................... Draft

_,.._ SOP 4.4.4 Explosive Gases and FlammabilityMonRoring....................................... TBD by Need

SOP 5.1.1 Hazardous Work Permit ............................................................................................. 0

SOP 5.1.2 Confined Space Entry (Use SHP 1.14.4 for intedm) ...................................... Pending
SOP 5.1.3 Lockout/Tagout (Use SliP 1.14.9 for interim) ................................................ Pending

SOP 5.1.4 Utility Clearance ......................................................................................................... 0
SOP 5.1.5 Number Not Used..................................... "................................................................. -

SOP 5.1.6 Excavation and Trenching (Use SHP 1.14.7 for interim) ................................ Pending

SOP 5.1.7 Vehicle and Heavy Equipment Safety ........................................................................ 0
SOP 5.1.8 Electrical Equipment, Classified Areas and Systems Safety ...................................... 0
SOP 5.1.9 Ladders and Scaffolds (Use SHP 1.14.3 for interim) ..................................... Pending
SOP 5.1.10 Hand and Portable Power Tools .................................................................. Reserved

SOP 5.1.11 UXO (Unexploded Ordnance) ...................................................................... Reserved
SOP 5,1.12 Buried Drums ............................................................................................... Reserved

SOP 5.1.13 Site Control ................................................................................................................. 0

SOP 5.1.14 Housekeeping ............................................................................................................ 0
SOP 5.1.15 Asbestos Sampling and Handling ................................................................ Reserved

SOP 5.1.16 Welding and Cutting Safety........................................................................................ 0
SOP 5.1.17 Heat Stress Control and Evaluation ............................................................. Reserved

SOP 5.1.18 Benzene Regulated Areas ........................................................................... Reserved

SOP 6.2.1 Field Radiation Surveys ............................................................................................. 0
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Bechtel
Interoffice Memorandum

To: Distribution File: IOM

Subjea: Health and Safety Plan, Revision 1, Final Date: July19, 1994

From: C.I. Sherman

of: Navy CLEAN Health and Safety

Copiesto: E.F. Gilley At: San Diego ma: 687-8711
J, R: Karmard w/o

Subject: plan is forwarded for your use. This plan incorporates Navy comments and will be issued to
each field subcontractor shortly.

Twenty copies have been provided to SWDIV for internal use.

I will be working to implement a coordinated approach to gaining acceptance of this plan by the
regulatory agencies, so that additional reviews are only required of the site-specific supplements.

Any thoughts on how to do this are welcome

C. I. Sherman

CIS/as

Attachment:

Distribution:

PMOM PM S&HStaff SHSO
J. A. Moe E.Houle R.W. Fisher J. Davidson (SD)

J. W. Kluesener K. Kapur R.A. Brounstein R. Vargas (SD)
L R. Howe E. Randall S.J. Waide S. Donovan (SD)
J. M. Gilbert D. Umstot T. Judy - Brown & Caldwell (SD)
BIT. Kown H. Masri M. Karimi - Kleinfelder (SD)
A. S. Masvidal D. Cowser J. Raumin - Kleinfelder (SD)
J. L. Matthews J. Jackson (K) O. Semkiw (LA)
M. L. McKee V. Bedi (B&C) J. Levy (LA)

J. Heskett (LA)

__._ CTO Leaders

A Rule Breaker Is An Accident Maker
CIS:IOM0719.OOC 07/1g/94 10:17 AM
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